Doc# OMA-LOC-2005-0077-CR_RLP_TS_moreNetworkParameters[image: image1.jpg]"sOMaQa

Open Mobile Alliance




Change Request

Doc# OMA-LOC-2005-0077-CR_RLP_TS_moreNetworkParameters
Change Request



Change Request

	Title:
	CR to RLP to add more Network Parameters for SUPL
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	Loc

	Doc to Change:
	OMA-TS-RLP-V1_0-20050114-D

	Submission Date:
	<25 jan 2005>

	Classification:
	 FORMCHECKBOX 
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	Source:
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1 Reason for Change

The Location id parameter in the ULP protocol will in some roaming scenarios be carries on RLP protocol. Some parameters in location id are not yet included in RLP.

2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None 

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

If found acceptable agree to include proposed changes into baseline.

6 Detailed Change Proposal

<  First changed clause   >

7.2.7 Network Parameters Element Definitions

	<!-- RLP_NET -->
	

	<!ELEMENT
	net_param
	(gsm_net_param | wcdma net_param | cdma net_param)>

	<!ELEMENT
	gsm_net_param
	(cgi?, neid?, nmr?, ta?, lmsi?, v_ls?, pce?, imsi?)>

	<!ELEMENT
	wcdma_net_param
	(global_uc_id?, frequencyinfo?, primaryscramblingcode?, sai?, neid?, v_ls?, pce?, imsi?)>

	<!ELEMENT
	cdma_net_param
	(nid, sid, base_id, base_lat?, base_long?, ref_pn?)>

	<!ELEMENT
	neid
	(vmscid?, sgsn?, vlrid?)>

	<!ELEMENT
	vmscid
	(cc?, ndc?, vmscno)>

	<!ATTLIST
	vmscid
	

	
	capability (1 | 2 | 3 | 4)
	#REQUIRED>

	<!ELEMENT
	vlrid
	(cc?, ndc?, vlrno)>

	<!ATTLIST
	vlrid
	

	
	capability (1 | 2 | 3 | 4)
	#REQUIRED>

	<!ELEMENT
	sgsn
	(#PCDATA)>

	<!ATTLIST
	sgsn
	

	
	capability (1 | 2 | 3 | 4)
	#REQUIRED>

	<!ELEMENT
	imsi
	(#PCDATA)>

	<!ELEMENT
	h_ls
	(#PCDATA)>

	<!ELEMENT
	v_ls
	(#PCDATA)>

	<!ELEMENT
	pce
	(#PCDATA)>

	<!ELEMENT
	cgi
	(mcc, mnc, lac, cellid)>

	<!ELEMENT
	nmr
	(#PCDATA)>

	<!ELEMENT
	mcc
	(#PCDATA)>

	<!ELEMENT
	mnc
	(#PCDATA)>

	<!ELEMENT
	ndc
	(#PCDATA)>

	<!ELEMENT
	cc
	(#PCDATA)>

	<!ELEMENT
	Vmscno
	(#PCDATA)>

	<!ELEMENT
	Vlrno
	(#PCDATA)>

	<!ELEMENT
	Lac
	(#PCDATA)>

	<!ELEMENT
	Cellid
	(#PCDATA)>

	<!ELEMENT
	Ta
	(#PCDATA)>

	<!ELEMENT
	Lmsi
	(#PCDATA)>

	<!ELEMENT
	global_uc_id
	(mcc, mnc, uc_id)>

	<!ELEMENT
	uc_id
	(#PCDATA)>

	<!ATTLIST
	uc_id
	

	
	status (STALE | CURRENT | UNKNOWN)
	“CURRENT”>

	<!ELEMENT
	Sai
	(mcc, mnc, lac, sac)>

	<!ELEMENT
	Sac
	(#PCDATA)>

	<!ELEMENT
	frequencyinfo
	(uarfcn_ul?, uarfcn_dl?, uarfcn_nt?)>

	<!ELEMENT
	primaryscramblingcode
	(#PCDATA)>

	<!ELEMENT
	uarfcn_ul
	(#PCDATA)>

	<!ELEMENT
	uarfcn_dl
	(#PCDATA)>

	<!ELEMENT
	uarfcn_nt
	(#PCDATA)>

	<!ELEMENT
	nid
	(#PCDATA)>

	<!ELEMENT
	sid
	(#PCDATA)>

	<!ELEMENT
	base_id
	(#PCDATA)>

	<!ELEMENT
	base_lat
	(#PCDATA)>

	<!ELEMENT
	base_long
	(#PCDATA)>

	<!ELEMENT
	ref_pn
	(#PCDATA)>


Note:
 This information may be considered operator sensitive

<  New clauses   >
8.x  primaryscramblingcode
	Description:

	Specifies the primary scrambling code WCDMA.

	Type:
	Element

	Format:
	Char String

	Defined values:
	0-511

	Default value:
	-

	Example:
	< primaryscramblingcode >2345</ primaryscramblingcode>

	Note:
	


8.x  uarfcn_ul

	Description:

	Specifies the uplink frequency for WCDMA, FDD.

	Type:
	Element

	Format:
	Char String

	Defined values:
	0-16383

	Default value:
	-

	Example:
	<uarfcn_ul>2345</ uarfcn_ul >

	Note:
	


8.x  uarfcn_dl

	Description:

	Specifies the downlink frequency for WCDMA, FDD.

	Type:
	Element

	Format:
	Char String

	Defined values:
	0-16383

	Default value:
	-

	Example:
	<uarfcn_dl>2345</ uarfcn_dl >

	Note:
	


8.x  uarfcn_nt
	Description:

	Specifies the frequency for WCDMA, TDD.

	Type:
	Element

	Format:
	Char String

	Defined values:
	0-16383

	Default value:
	-

	Example:
	<uarfcn_nt>2345</ uarfcn_nt >

	Note:
	


8.x  nid

	Description:

	Specifies the network identity for CDMA.

	Type:
	Element

	Format:
	Char String

	Defined values:
	0-65535

	Default value:
	-

	Example:
	<nid>2345</ nid >

	Note:
	


8.x  sid

	Description:

	Specifies the system identity for CDMA.

	Type:
	Element

	Format:
	Char String

	Defined values:
	0-32767

	Default value:
	-

	Example:
	<sid>2345</ sid >

	Note:
	


8.x  base_id

	Description:

	Specifies the base station identity for CDMA.

	Type:
	Element

	Format:
	Char String

	Defined values:
	0-65535

	Default value:
	-

	Example:
	<base_id>2345</ base_id >

	Note:
	


8.x  base_lat

	Description:

	Specifies the Base Station Latitude for CDMA.

	Type:
	Element

	Format:
	Char String

	Defined values:
	0-41943035

	Default value:
	-

	Example:
	<base_lat>2345678</ base_lat >

	Note:
	


8.x  base_long
	Description:

	Specifies the Base Station Longitude for CDMA.

	Type:
	Element

	Format:
	Char String

	Defined values:
	0-8388607

	Default value:
	-

	Example:
	<base_long>234567</ base_long >

	Note:
	


8.x  ref_pn
	Description:

	Specifies the Base Station PN Code for CDMA.

	Type:
	Element

	Format:
	Char String

	Defined values:
	0-511

	Default value:
	-

	Example:
	<ref_pn>2345</ ref_pn >

	Note:
	


<  Next changed clause   >

8.4 uc_id

	Description:

	Identifies the Cell identity within a WCDMA network

	Type:
	Element

	Format:
	Char String

	Defined values:
	0-268435455

	Default value:
	-

	Example:
	<uc_id>228435001</c_id>

	Note:
	


8.4.1 status

	Description:

	Defines the staus of the uc_id element.

	Type:
	Attribute

	Format:
	Char String

	Defined values:
	STALE
	The value of uc_id is not may no longer be valid.

	
	CURRENT 
	The value of uc_id is valid.

	
	UNKNOWN
	The staus of of uc_id is not known.

	Default value:
	CURRENT

	Example:
	<uc_id status=”CURRENT”>228435001<</uc_id status>

	Note:
	


<  Next changed clause   >

A.1.21 Support for Network Parameter Elements

	Item
	Function
	Reference
	Status
	Requirement

	RLP-U-S-001
	net_param
	7.2.7
	O
	RLP-U-S-002 OR

RLP-U-S-003 OR RLP-U-S-004

	RLP-U-S-002
	gsm_net_param
	7.2.7
	O
	RLP-U-S-05

	RLP-U-S-003
	wcdma_net_param
	7.2.7
	O
	RLP-U-S-05

	RLP-U-S-04
	cdma_net_param
	7.2.7
	O
	

	RLP-U-S-05
	neid
	7.2.7
	O
	RLP-U-S-005 OR

RLP-U-S-007

	RLP-U-S-006
	vmcscid
	
	O
	

	RLP-U-S-007
	vlrid
	
	O
	

	RLP-U-S-008
	sgsn
	
	O
	

	RLP-U-S-009
	imsi
	
	O
	

	RLP-U-S-010
	h_ls
	
	O
	

	RLP-U-S-011
	v_ls
	
	O
	

	RLP-U-S-012
	pce
	
	O
	


<  Next changed clause   >

A.2.21 Support for Network Parameter Elements

	Item
	Function
	Reference
	Status
	Requirement

	RLP-U-C-001
	net_param
	7.2.7
	O
	RLP-U-C-002 OR

RLP-U-C-003 OR RLP-U-C-004

	RLP-U-C-002
	gsm_net_param
	7.2.7
	O
	RLP-U-C-005

	RLP-U-C-003
	wcdma_net_param
	7.2.7
	O
	RLP-U-C-005

	RLP-U-C-004
	cdma_net_param
	7.2.7
	O
	

	RLP-U-C-005
	neid
	
	O
	RLP-U-C-005 OR 

RLP-U-C-007

	RLP-U-C-006
	vmcscid
	
	O
	

	RLP-U-C-007
	vlrid
	
	O
	

	RLP-U-C-008
	sgsn
	
	O
	

	RLP-U-C-009
	imsi
	
	O
	

	RLP-U-C-0010
	h_ls
	
	O
	

	RLP-U-C-011
	v_ls
	
	O
	

	RLP-U-C-012
	pce
	
	O
	


<  End of changed clauses  >
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