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1 Reason for Change

The current SUPL AD specification incorrectly defines the SUPL Roaming Security Function in the Abbreviation Table.  It is shown as SRF (SUPL Roaming Function), however SRSF (SUPL Roaming Security Function) is referenced throughout the rest of the document.   
2 Impact on Backward Compatibility

none
3 Impact on Other Specifications

none
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Accept proposed corrections and update the Abbreviation Table in the SUPL 1.0 AD. 
6 Detailed Change Proposal

< Changed Clause Starts>
3.3 Abbreviations
	AFLT
	Advanced Forward Link Trilateration

	AD
	Architecture Document

	A-GPS
	Assisted GPS

	ANSI
	American National Standards Institute

	B-TID
	Bootstrapping Transaction Identifier

	DNS
	Domain Name Server

	DTD
	Document Type Definition

	E-CGI
	Enhanced Cell Global Identifier

	EOTD
	Enhanced Observed Time Difference

	FQDN
	Fully Qualified Domain Name

	GMLC
	Gateway Mobile Location Center

	GMT
	Greenwich Mean Time 

	GPS
	Global Positioning System

	HPLMN
	Home Public Land Mobile Network

	H-SLP
	Home SLP

	HTTP
	Hypertext Transfer Protocol 

	HTTPS
	HTTP Secure

	IETF
	Internet Engineering Task Force

	IP
	Internet Protocol

	LCS
	Location Services

	LDC
	Location Distribution Control

	MAC
	Message Authentication Code

	MC
	Message Center

	MLC
	Mobile Location Center

	MLP
	Mobile Location Protocol

	MLS
	Mobile Location Services

	MNO
	Mobile Network Operator

	MSID
	Mobile Station Identifier

	NAF
	Network Application Function

	NMR
	Network Measurement Report

	OMA 
	Open Mobile Alliance

	OTDOA
	Observed Time Difference of Arrival

	PAP
	Push Access Protocol

	PC
	Personal Computer

	PDE
	Position Determination Entity

	PLMN
	Public Land Mobile Network

	PPG
	Push Proxy Gateway

	PPR
	Privacy Profile Register

	QoP
	Quality of Position

	RD
	Requirement Document

	RLP
	Roaming Location Protocol

	RRC
	Radio Resource Control

	RRLP
	Radio Resource LCS Protocol

	R-SLP
	Requesting SLP

	R-UIM
	Removable User Identity Module

	SADF
	SUPL Assistance Delivery Function

	SCF
	SUPL Charging Function

	SET
	SUPL Enabled Terminal

	SIF
	SUPL Initiation Function

	SIM
	Subscriber Identity Module

	SLC
	SUPL Location Center

	SLIA
	Standard Location Immediate Answer

	SLIR
	Standard Location Immediate Request

	SLP
	SUPL Location Platform

	SMLC
	Serving Mobile Location Center

	SMPP
	Short Message Peer to peer Protocol

	SMS
	Short Message Service

	SMSC
	Short Message Service Center

	SPC
	SUPL Positioning Center

	SPCF
	SUPL Position Calculation Function

	SPF
	SUPL Privacy Function

	
	

	SRLIA
	Standard Roaming Location Immediate Answer

	SRLIR
	Standard Roaming Location Immediate Request

	SRRF
	SUPL Reference Retrieval Function

	SRSF
	SUPL Roaming Security Function

	SSF
	SUPL Security Function

	SSMF
	SUPL Service Management Function

	SSPF
	SUPL SET Provisioning Function

	SUPL
	Secure User Plane Location

	SSRLIA
	Standard SUPL Roaming Location Immediate Answer

	SRRF
	SUPL Reference Retrieval Function

	SSRLIR
	Standard SUPL Roaming Location Immediate Request

	SSRP
	Standard SUPL Roaming Position

	TLS
	Transport Layer Security

	UE
	User Equipment

	UICC
	Universal Integrated Circuit Card

	URI
	Uniform Resource Identifier

	URL
	Uniform Resource Locator

	UTM 
	Universal Transverse Mercator

	USIM
	UMTS Subscriber Identity Module

	V-SLP
	Visited SLP

	WGS
	World Geodetic System

	WAP
	Wireless Application Protocol


No change to this section, provided for information. 
6.2.4 SUPL Roaming Support Function (SRSF)

SUPL roaming occurs when a SET leaves the service area of its H-SLP.  The service area of an H-SLP includes the area within which the H-SLP can provide a position estimate for a SET or relevant assistance data to a SET without contacting other SLPs.  It should be noted that an H-SLP service area is not necessarily associated with the service area(s) of the underlying wireless network(s).  

There are variants of SUPL roaming which are summarised below:

· The H-SLP may request the V-SLP to provide an initial position estimate, e.g., based upon Location ID.

· The H-SLP may request the V-SLP to provide the Lup Positioning Determination and SPC functionality.

The decision of which variant is applied is implementation specific and out of the scope of this specification. For information purposes, the decision will depend upon such factors as:

(i) Roaming agreements between SUPL providers 

(ii) Location ID 

(iii) Cached information 

(iv) H-SLP/SET negotiation parameters such as positioning method. 
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