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1 Reason for Change

This CR proposes to add the WLAN Access Point (AP) Info to the Location Id parameter. The WLAN Access Point Info consists of the Access Point Id (MAC Address) and a number of optional WLAN associated measurements defined according to 802.11v (which provides positioning support for all 802.11 technologies). It also clarifies the usage of the Multiple Location Id parameter: individual Location Ids within the same Multiple Location Id may be from different radio access networks and may be obtained at the same or different times.   
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed CR and change ULP TS document accordingly.
6 Detailed Change Proposal

8.11 Location ID

	Parameter
	Presence
	Value/Description

	Location ID
	-
	Describes the globally unique cell or WLAN AP identification of the most current serving cell or serving WLAN AP.

	>Cell Info
	M
	The following cell IDs are supported:

· GSM Cell Info

· WCDMA Cell Info 

· CDMA Cell Info

· WLAN AP Info

	>Status
	M
	Describes whether or not the cell or WLAN AP info is:

· Not Current, last known cell/AP info

· Current, the present cell/AP info

· Unknown (i.e. not known whether the cell/AP id is current or not current)

NOTE:
The Status parameter does NOT apply to WCDMA optional parameters (Frequency Info, Primary Scrambling Code and Measured Results List). Frequency Info, Primary Scrambling Code and Measured Results List, if present, are always considered to be correct for the current cell.


Table 28: Location ID Parameter
8.11.1 GSM Cell Info

The gsmCell parameter defines the parameter of a GSM radio cell.

	Parameter
	Presence
	Value/Description

	Gsm Cell Info
	-
	GSM Cell ID

	>MCC
	M
	Mobile Country Code, range: (0..999)

	>MNC
	M
	Mobile Network Code, range: (0..999)

	>LAC
	M
	Location Area Code, range: (0..65535)

	>CI
	M
	Cell Identity, range: (0..65535)

	>NMR
	O
	Network Measurement Report – can be present for 1 to 15 cells.

	>>ARFCN
	M
	ARFCN, range: (0..1023)

	>>BSIC
	M
	BSIC, range: (0..63)

	>>RXLev
	M
	RXLEV, range: (0..63)

	>TA
	O
	Timing Advance, range: (0..255)


Table 29: GSM Cell Info Parameter
8.11.2 WCDMA Cell Info

The wcdmaCell parameter defines the parameter of a WCDMA radio cell.

	Parameter
	Presence
	Value/Description

	Wcdma Cell Info
	-
	WCDMA Cell ID

	>MCC
	M
	Mobile Country Code, range: (0..999)

	>MNC
	M
	Mobile Network Code, range: (0..999)

	>UC-ID
	M
	Cell Identity, range: (0..268435455). UC-ID is composed of RNC-ID and C-ID.

	>Frequency Info
	O
	Frequency info can be:

fdd:

uarfcn-UL, ra nge: (0..16383)

uarfcn-DL, ra nge: (0..16383)

In case of fdd, uarfcn-UL is optional while uarfcn-DL is mandatory. If uarfcn-UL is not present, the default duplex distance defined for the operating frequency band shall be used [3GPP RRC].

tdd

uarfcn-Nt, range: (0..16383)

NOTE:
Frequency Info and Primary Scrambling Code are always those of the current cell. 

	>Primary Scrambling Code
	O
	Primary Scrambling Code, range: (0..511)

NOTE:
Frequency Info and Primary Scrambling Code are always those of the current cell. 

	>Measured Results List
	O
	Network Measurement Report for WCDMA comprising both intra- and/or inter-frequency cell measurements (as per 3GPP TS 25.331). 


Table 30: WCDMA Cell Info Parameter
8.11.3 CDMA Cell Info

The cdmaCell parameter defines the parameter of a CDMA radio cell.

	Parameter
	Presence
	Value/Description

	Cdma Cell Info
	-
	CDMA Cell ID

	>NID
	M
	Network ID, range: (0..65535)

	>SID
	M
	System ID, range: (0..32767)

	>BASEID
	M
	Base Station ID, range: (0..65535)

	>BASELAT
	M
	Base Station Latitude, range: (0..4194303)

	>BASELONG
	M
	Base Station Longitude, range: (0..8388607)

	>REFPN
	M
	Base Station PN Number, range: (0..511)

	>WeekNumber
	M
	GPS Week number, range: (0..65535)

	>Seconds
	M
	GPS Seconds, range: (0..4194303)


Table 31: CDMA Cell Info
8.11.4 WLAN AP Info
The WLAN AP Info parameter defines the parameter of a WLAN access point [802.11v].

	Parameter
	Presence
	Value/Description

	WLAN AP Info
	-
	WLAN Access Point ID

	>AP MAC Address
	M
	Access Point MAC Address

	>AP Transmit Power
	O
	AP Transmit power in dBm

	>AP Antenna Gain
	O
	AP antenna gain in dBi

	>AP S/N 
	O
	AP S/N received at the SET in dBm

	>AP Signal Strength
	O
	AP signal strength received at the SET in dBm

	>Round Trip Delay
	O
	Round Trip Delay (RTD) between the SET and AP

	>>RTD Value
	M
	Measured RTD value

	>>RTD Units
	M
	Units for RTD value and RTD accuracy – 0.1, 1, 10, 100 or 1000 nanoseconds

	>>RTD Accuracy
	O
	RTD standard deviation

	>AP Reported Location
	O
	Location of the Access Point  as reported by the AP

	>>Location Coordinates
	M
	Location latitude, longitude (and altitude)

	>>Location Accuracy
	O
	Accuracy of reported Location


Table 32: CDMA Cell Info
8.25
Multiple Location IDs
	Parameter
	Presence
	Value/Description

	Location ID
	M
	Describes recently measured globally unique cell/access point identification of the serving cell/access point. The measured cell/access point identifications MAY be from different radio access networks measured at the same or at different times.

	Relative Timestamp
	M
	Time stamp of recently measured location Id relative to “current location id” in units of 0.01 sec. Range from 0 to 65535*0.01 sec. Time stamp for current Location Id is 0. When Location ID and Multiple Location IDs are both included in a SUPL message, Location ID shall carry current information (implicit timestamp of 0) while Multiple Location IDs may carry previous information.


Table 47: Multiple Location IDs Parameter
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