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Recommendation

Agree to changes and update RD
Change 1:  Detailed Change Proposal

	3.2 Definitions

I-WLAN
	The interworking WLAN refers to the system for interworking between GSM/UMTS or CDMA systems and WLAN. The intent of GSM/UMTS or CDMA–WLAN Interworking is to extend GSM/UMTS or CDMA services and functionality to the WLAN access environment. The GSM/UMTS or CDMA–WLAN Interworking System provides bearer services allowing a GSM/UMTS or CDMA subscriber to use a WLAN to access GSM/UMTS or CDMA PS based services.


5.1 Positioning of a SET attached to an Interworking WLAN
5.1.1 Short Description

Capability: Locating a SET attached to an interworking WLAN architecture. The interworking WLAN refers to the network for interworking between GSM/UMTS or CDMA network and WLAN. The intent of GSM/UMTS or CDMA–WLAN Interworking is to extend GSM/UMTS or CDMA services and functionality to the WLAN access environment. The GSM/UMTS or CDMA–WLAN Interworking network provides bearer services allowing a GSM/UMTS or CDMA subscriber to use a WLAN to access GSM/UMTS or CDMA PS based services.
When the SET is attached to interworking WLAN network, the MLS application in the network can request and obtain the location of a SET.

When a SET is attached to interworking WLAN network supports SUPL, the MLS application in the SET can request and obtain the location of a SET.
5.1.2 Actors

SUPL Enabled Terminal is attached to the interworking WLAN network

SUPL Provider

Network resident MLS application requesting the location of a SET.

SET resident MLS application requesting the location of a SET.
GSM/UMTS or CDMA Interworking WLAN Network

5.2.1.1 Actor Specific Issues

The interworking WLAN refers to the network for interworking between GSM/UMTS or CDMA network and WLAN to extend GSM/UMTS or CDMA services and functionality to the WLAN access environment.

A SET attached to an I-WLAN network.

5.2.1.2 Actor Specific Benefits

Network resident MLS application can obtain the location of a SET attached to an interworking WLAN network.

SET resident MLS application can obtain the location of a SET attached to a interworking WLAN network.

5.1.3 Pre-conditions

A SET is attached to an interworking WLAN network and authenticated.
5.1.4 Post-conditions

The resulting location information of the targeted SET should be processed securely.
5.1.5 Normal Flow

1. A Network resident MLS application requests the position of a SET attached to an interworking WLAN network.

2. The SUPL provider in the interworking WLAN network communicates with the SET to obtain the position of the SET. 

3. After computing the position of the SET, the resulting position is provided to the MLS application via an location application protocol, such as MLP.
4. A network resident MLS application provides a location services.
5.1.6 Alternative Flow

1. A SET resident MLS application requests the position of the SET attached to an interworking WLAN network.

2. The SUPL provider in the interworking WLAN network communicates with the SET to obtain the position of the SET. 

3. After computing the position of the SET, the resulting position is provided to the MLS application in the SET.

5.1.7 Operational and Quality of Experience Requirements

N/A.
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