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1 Reason for Change

This CR proposed to add more bearer networks.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed CR and change ULP TS document accordingly.
6 Detailed Change Proposal

4.Release Version Overview

This document outlines the Enabler Release Definition for SUPL Enabler and the respective conformance requirements for clients and servers implementing claiming compliance to it as defined by Open Mobile Alliance across the specification baseline.

SUPL V2.0 describes the protocol between a SUPL Enabled Terminal (SET) and SUPL Location Platform (SLP) and the protocol between SLC and SPC.

Communication between SET and SLP is transported over a secured IP connection, with one exception: for network initiated SUPL transactions the SUPL INIT message shall be sent as an MT SMS [TIA-637] using a dedicated Teleservice Identifier [TIA-41] for CDMA/HRPD/UMB, for GSM/WCDMA/TD-SCDMA/LTE, the WDP [WAP WDP] framing SHALL be used for MT SMS, and for WLAN/I-WLAN/WiMAX/I-WiMAX [UDP/IP] framing SHALL be used. For GSM/WCDMA/TD-SCDMA/LTE, a SUPL INIT message can also be sent via WAP Push, where the Push message from the PPG to SET shall follow the WAP Push specifications as per [WAP POTAP].

SUPL draws on support from RLP, a protocol specification from the OMA MLS Enabler. RLP is used such that SLP’s from different SUPL providers can exchange information for positioning of roaming subscribers.
4.1 Version 1.0 Functionality

SUPL V1.0 supports immediate positioning procedures for GSM, WCDMA/TD-SCDMA and CDMA networks. It supports the terminal based positioning methods defined for GSM, WCDMA/TD-SCDMA and CDMA such as A-GPS, EOTD and Cid. The protocol between SLC and SPC is not defined in SUPL V1.0

SUPL V1.0 supports the following modes of operation for selected deployments:

· Proxy flows for GSM/WCDMA/TD-SCDMA deployments

· Proxy flows for CDMA/CDMA2000 deployments

· Non-proxy flows for CDMA/CDMA2000 deployments

4.2 Version 2.0 Functionality

SUPL 2.0 adds a number of features on top of SUPL V1.0. The major functional enhancements are:

· Triggered positioning procedures, both periodic and area event.

· Emergency positioning procedures.

· Support of A-GANSS positioning method and improvements to enhanced cell id positioning method

· Support of WLAN, I-WLAN, WiMAX, I-WiMAX, HRPD/UMB, LTE networks.

· Positioning procedures for delivery to third party and retrieval of location of another SET.

In addition the protocol between SLC and SPC, i.e. the ILP, is defined. 
7ERDEF for SUPL 2.0 - Client Requirements

This section is normative.
	Item
	Feature / Application
	Status
	Requirement

	OMA-ERDEF-SUPL-C-001
	Support of SET Procedures
	M
	OMA-ERDEF-SUPL-C-002

OR 

OMA-ERDEF-SUPL-C-003





	Network and security types

	OMA-ERDEF-SUPL-C-002
	SET supporting GBA authentication
	O
	ULP-OPF-C-014-O



	OMA-ERDEF-SUPL-C-003
	SET supporting ACA model
	O
	ULP-OPF-C-013-O



	
	
	
	



	
	
	
	



	
	
	
	




Table 2: ERDEF for SUPL 2.0 Client-side Requirements

8 ERDEF for SUPL 2.0 - Server Requirements

This section is normative.
	Item
	Feature / Application
	Status
	Requirement

	OMA-ERDEF-SUPL-S-001
	Support of ULP Procedures
	M
	OMA-ERDEF-SUPL-S-004 

OR 

OMA-ERDEF-SUPL-S-005 

OR 

OMA-ERDEF-SUPL-S-006 OR 

OMA-ERDEF-SUPL-S-007 OR 

OMA-ERDEF-SUPL-S-008
OR

OMA-ERDEF-SUPL-S-009

	OMA-ERDEF-SUPL-S-002
	Support of RLP, H-SLP part
	O
	RLP 1.1: MCF

	OMA-ERDEF-SUPL-S-003
	Support of RLP, V-SLP part
	O
	RLP 1.1: MSF

	OMA-ERDEF-SUPL-S-004
	Support of ILP, SLC part
	O
	ILP 1.0 MCF

	OMA-ERDEF-SUPL-S-005
	Support of ILP, SPC part
	O
	ILP 1.0 MSF

	Network and security types

	OMA-ERDEF-SUPL-S-006
	SLP supporting GBA authentication
	O
	ULP-OPF-S-014-O



	OMA-ERDEF-SUPL-S-007
	SLP supporting ACA authentication model
	O
	ULP-OPF-S-013-O



	OMA-ERDEF-SUPL-S-008
	SLP supporting SSK authentication model
	O
	ULP-OPF-S-014-O



	OMA-ERDEF-SUPL-S-009
	SLP supporting SLC only authentication model
	O
	ULP-OPF-S-013-O



	
	
	
	



	
	
	
	



	
	
	
	




Table 3: ERDEF for SUPL 2.0 Server-side Requirements
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