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1 Reason for Change

This CR includes the following proposed modifications:

1. Editorial change in section 1

2. Additional references in section 2.1

3. Additional definitions and abbreviations in sections 3.1 and 3.2

4. Inclusion of descriptive text  (re: LOCSIP RD, AD, and TS) in section 4

5. Cleanup of general comments / text in sections 5 and 5.1

6. Refinement of text in sections 5.1.2 and 5.1.3, including global replacement of “L-RLS” with “RLS”, and “Requesting Location Server” with “Watcher Agent”, consistent with PAG / LOC WG agreements to reuse the RLS and WA entities in Presence
7. New text re: dependencies in section 5.3
2 Impact on Backward Compatibility

n/a

3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed CR and change LOCSIP ETR accordingly.
6 Detailed Change Proposal

Change 1:  Editorial change in section 1 – spell out LOCSIP on first usage.

1.  Scope

The Enabler Test Requirements (ETR) document for the OMA Location in SIP/IP core (LOCSIP) Enabler is created and maintained by the OMA Location Working Group responsible for the technical specifications for the LOCSIP Enabler.

The ETR document is intended to cover at least those requirements collected in the Requirements Document (RD) and the Architecture Document (AD) in addition to any other items the OMA Location Working Group has identified as important enough to warrant attention from interoperability perspective and identify any technical functionalities that should be covered by testing.

Change 2:  Include additional references in section 2.1


2.1    Normative References

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.3, Open Mobile Alliance™, 
OMA-ORG-IOP_Process-V1_3, URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[ERELD]
	 “Enabler Release Document for Location in SIP/IP core”, Open Mobile Alliance™,
OMA-ERELD-LOCSIP-V1_0, URL:http://www.openmobilealliance.org/

	[LOCSIP-RD]
	“Location in SIP/IP core Requirements”, Open Mobile Alliance™, OMA-RD-LOCSIP-V1_0, URL:http://www.openmobilealliance.org/ 

	[LOCSIP-AD]
	“Location in SIP/IP core Architecture”, Open Mobile Alliance™, OMA-AD-LOCSIP-V1_0,
URL:http://www.openmobilealliance.org/

	[LOCSIP-TS]
	“Location in SIP/IP core Technical Specification”, Open Mobile Alliance™, OMA-TS-LOCSIP-V1_0, URL:http://www.openmobilealliance.org/

	[PRS_SPEC]
	“Presence SIMPLE Specification”, Version 2.0, Open Mobile Alliance™, OMA-TS-Presence_SIMPLE-V2_0, URL: http://www.openmobilealliance.org/

	[OMA PRSAD]
	“OMA Presence SIMPLE Architecture”, Version 2.0, Open Mobile Alliance™, OMA-AD-Presence-SIMPLE-V2_0,  URL:http://www.openmobilealliance.org/

	[OMA XDMAD]
	“OMA XML Document Management (XDM) Architecture, V2.0”, Open Mobile Alliance™, OMA-AD-XDM-V2_0, URL: http://www.openmobilealliance.org/

	[IMSARCH]
	"IMS in OMA Architecture Document", Open Mobile Alliance™,  OMA-AD-IMS-V1_0, URL:http://www.openmobilealliance.org/


Change 3:  Include additional definitions and abbreviations in sections 3.1 and 3.2

3.1   Definitions

	Location Client
	Functional entity that subscribes to a Location Server in order to obtain location information for one or more Targets.

	Location Server
	Functional entity that handles location service subscription request and retrieves the location information of the Target.

	Target
	The device or the user associated with a device whose location is requested.

	
	

	
	


3.2   Abbreviations

	AD
	Architecture Document

	ETR
	Enabler Test Requirements

	LOCSIP
	Location in SIP/IP core

	MIME
	Multipurpose Internet Mail Extensions

	OMA
	Open Mobile Alliance

	RD
	Requirements Document

	RLS
	Resource List Server

	SIP
	Session Initiation Protocol

	TS
	Technical Specification

	UE
	User Equipment

	URI
	Uniform Resource Identifier

	WA
	Watcher Agent

	XDM
	XML Document Management

	XDMC
	XML Document Management Client

	XDMS
	XML Document Management Server

	XML
	Extensible Markup Language


Change 4:  Include descriptive text  (re: LOCSIP RD, AD, and TS) in section 4


4.   Introduction

The purpose of this Enabler Test Requirements document is to help guide the testing effort for the Enabler LOCSIP V1.0, documenting those areas where testing is most important to ensure interoperability of implementations.

The Enabler under consideration comprises the following specifications:

· OMA-RD-LOCSIP-V1_0 : The LOCSIP RD identifies the use cases and requirements for the LOCSIP Enabler, taking into consideration the demands of end-users, service providers, and system implementers.
· OMA-AD-LOCSIP-V1_0 : The LOCSIP AD defines the architecture for the LOCSIP Enabler.
· OMA-TS-LOCSIP-V1_0 : The LOCSIP TS provides the specifications for the LOCSIP enabler.
· 
Generally, the testing activity should aim at validating the normal working behaviour of the client/server interactions, as well as testing the error conditions whenever it is possible to set up the appropriate scenarios. The following sections provide a more detailed description of the testing requirements for LOCSIP V1.0.

This document also provides some guidance on the prioritization of the specifications and features to be tested within Enabler LOCSIP V1.0.
Change 5:  Cleanup of general comments / text in sections 5 and 5.1


5.   Test Requirements

The test requirements collected in this section document those areas where testing is most important to ensure interoperability of implementations related to the enabler LOCSIP V1.0. LOCSIP V1.0 enables a Location Client to subscribe to location information from a Location Server. The subscription may include filters defining temporal or spatial criteria for when location information is to be delivered. The subscription may also include a list of Targets either as a resource list included in the subscription or as a reference to a resource list stored in a Shared List XDMS.



5.1 Enabler Test Requirements

The test requirements collected in this section are related to the Enabler LOCSIP V1.0.





The tables for the mandatory and optional test requirements include the following columns:

FEATURE KEY:
A set of characters uniquely identifying the enabler test requirement to be tested. It is suggested that the Feature Key is no longer than 4 to 5 characters. The purpose of the Feature Key is that when used, it distinctly refers to only one feature to be tested.

FEATURE DESCRIPTION:
A description of a technical specification feature to be tested.

FEATURE TEST REQUIREMENTS:
A description of what shall be tested for the feature,
Change 6:  Refinement of text in sections 5.1.1 and 5.1.2, including global replacement of “L-RLS” with “RLS”, and “Requesting Location Server” with “Watcher Agent”, consistent with PAG / LOC WG agreements to reuse the RLS and WA entities.


5.1.1 Mandatory Test Requirements

Mandatory test requirements cover mandatory features/functions of the Enabler LOCSIP V1.0 which shall always be implemented in the Location Client, Watcher Agent, Location Server, and/or RLS.


5.1.1.1 Subscription to Location Information

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	SUB
	Subscription to Location Information
	Verify that

· a Location Client supports subscription to Location Information; and
· a Location Server handles subscriptions to Location Information and sends notifications accordingly.

	
	SURI
	Subscription to a URI List


	Verify that

· a Location Client supports subscription to multiple Targets using a single subscription; and
· a RLS handles subscriptions to URI Lists and sends notifications accordingly.

	
	LOCP
	Location Information Processing


	Verify that 
a Location Client interprets the received Location Information appropriately.

	
	EFILT
	Event Notification Filtering


	Verify that

· a Location Client supports event notification filtering requests; and
· a Location Server and/or RLS handles event notification filtering requests and sends notifications accordingly.

	
	CONDN
	Conditional Event Notifications


	Verify that

· a Location Client supports conditional event notification request; and
· a Location Server and/or RLS handles conditional event notification requests and suppresses notifications accordingly.

	
	ETHRO
	Event Notification Throttling


	Verify that

· a Location Client supports event notification throttling request; and
· a Location Server and/or RLS handles event notification throttling request and throttles the notifications accordingly.

	
	DSUP
	Direct Event Notification Suppression


	Verify that

· a Location Client supports event notification suppression; and 
· a Location Server and/or RLS handles event notification suppression request and suppresses the generation of event notifications accordingly.

	
	SCOMP
	Compression of the Subscription SIP signalling
	Verify that the SIP/IP Core and the Location Clients use the signalling compression procedures.

	
	BCOMP
	Compression of the body of a Notify request


	Verify that

· a Location Client supports compression of the body of notify request; and
· a Location Server and/or RLS compresses the body of notification requests accordingly.

	
	ARUL
	Applying Location Rules


	Verify that the Location Server applies the Location Rules expressed by the users via XDM.

	
	AUTH
	Subscription Authentication


	Verify that

· a Location Client supports subscription authentication procedures; and
· a Location Server and/or RLS authenticate incoming subscription requests.

	
	INT
	Integrity and Confidentiality protection


	Verify that Location Client, Watcher Agent, Location Server and SIP/IP Core network applies integrity and confidentiality protection of subscriptions and notifications requests.

	
	REG
	Registration


	Verify that a Location Client implemented in a UE registers on the network previously to subscriptions.

	Error Flow
	N/A
	
	


Table 1: Mandatory Test Requirements for Subscription
5.1.1.2   XDM Operations

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	CRUL
	Location Rules creation

	Verify that 
· an XDMC requests for creating a new Location Rule; and 
· a Location Policy XDMS creates a new rule successfully upon receiving such a request from the XDMC.

	
	MRUL
	Location Rules modification

	Verify that 
· an XDMC requests for modifying a Location Rule; and 
· a Location Policy XDMS modifies the rule successfully upon receiving such a request from the XDMC.

	
	RRUL
	Location Rules retrieval
	Verify that 
· an XDMC requests for retrieving a Location Rule; and 
· a Location Policy XDMS provides the rule successfully upon receiving such a request from the XDMC.

	
	DRUL
	Location Rules deletion

	Verify that 
· an XDMC requests for deleting a Location Rule; and 
· a Location Policy XDMS deletes the rule successfully upon receiving such a request from the XDMC.

	
	SRUL
	Subscribe to changes in Location Policy XDMS documents

	Verify that 

· an XDMC sends initial subscription and handles the corresponding notification; and 

· a Location Policy XDMS handles the subscription request, and sends the corresponding notification, as required.
NOTE: Support for the subscription is optional for an XDMC

	Error Flow
	N/A
	
	


Table 2: Mandatory Test Requirements for XDM Operations
5.1.2   Optional Test Requirements

Optional test requirements cover optional features/functions of the Enabler LOCSIP V1.0.

If an optional requirement of the Enabler LOCSIP V1.0 is implemented in the Location Client, Watcher Agent, Location Server, and/or RLS, this requirement SHALL be tested.



5.1.2.1   Subscription to Location Information

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	RURI
	Subscription to a Request-contained URI List


	Verify that

· a Location Client supports subscription to multiple Targets using a request-contained subscription; and
· a RLS handles request-contained subscriptions and sends notifications accordingly.

	
	LIM
	Limiting the number of entries in URI Lists and Request-contained URI List


	Verify that

· a Location Client do not subscribe to more Targets than the defined limit; and
· a RLS do not notifies about more Targets than the defined limit.

	
	DIRE
	Notification of Direct MIME Objects


	Verify that

· a Location Server and/or RLS supports notification of MIME objects with a size less than the defined limit; and
· a Location Client accepts direct content notification requests.

	
	CSUP
	Conditional Event Notification Suppression 
	Verify that

· a Location Client supports event notification suppression;
· a Watcher Agent handles the events notification suppression request and/or local policy event notification suppression conditions, and requests event notification suppression accordingly; and
· a Location Server and/or RLS handles event notification suppression request, and suppresses the generation of event notifications accordingly.

	
	SAUTH
	Location Client Service Authorization


	Verify that a Watcher Agent is able to perform authorization on a Location Client’s service request based on local policy.

	
	LCLI
	Limiting the number of subscriptions for a Location Client


	Verify that a Watcher Agent rejects new subscriptions when the maximum number of simultaneous subscriptions for a Location Client is exceeded.

	Error Flow
	LTAR
	Limiting the maximum number of simultaneous subscriptions to a Target


	Verify that a Location Server rejects new subscriptions when the maximum number of simultaneous subscriptions per Target is exceeded.


Table 3: Optional Test Requirements for Subscription
Change 7:  Add new text in section 5.3 re: dependencies.

5.3   Enabler Dependencies

The LOCSIP V1.0 Enabler reuses the OMA Presence SIMPLE [OMA PRSAD], OMA XDM [OMA XDMAD], and IMS in OMA Architecture [IMSARCH] enablers.
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