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1 Reason for Change

While trying to compile the ASN.1 for LPPe 1.0, ETSI TF 160 identified the following minor errors in the ASN.1:

1. maxAssistanceContainerList: missing type (INTEGER)

2. OMA-LPPe-CommonIEsRequestLocationInformation: 0x97 used instead of "--" as token for comments

3. OMA-LPPe-CommonIEsRequestLocationInformation:  missing comma in the last field before "--"
4. OMA-LPPe-AGNSS-HAgnssProvide: invalid line break in the comment
5. OMA-LPPe-ECID-UTRA-CellData: 0x97 used instead of "--" as token for comments

2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to proposed changes.
6 Detailed Change Proposal

1.1.1 LPPe Common low level IEs
–
OMA-LPPe-AssistanceContainer-DataSerialNumber
The OMA-LPPe-AssistanceContainer-DataSerialNumber is used to identify the version of the vendor-/operator-specific assistance data. 
-- ASN1START

OMA-LPPe-AssistanceContainer-DataSerialNumber ::= SEQUENCE {


dataSerialNumber

INTEGER(0..4294967295),


...
}

-- ASN1STOP

–
OMA-LPPe-AssistanceContainerID
The OMA-LPPe-AssistanceContainerID is used to identify vendor-/operator-specific assistance data.
-- ASN1START

OMA-LPPe-AssistanceContainerID ::= SEQUENCE {


containerID


INTEGER (0..65535),


...

}
-- ASN1STOP

–
OMA-LPPe-AssistanceContainerProvideList

The OMA-LPPe-AssistanceContainerProvideList is a black-box data container meant for carrying vendor-/operator-specific assistance data. 

-- ASN1START

OMA-LPPe-AssistanceContainerProvideList ::= SEQUENCE (SIZE(1.. maxAssistanceContainerList)) OF OMA-LPPe-AssistanceContainerProvide

maxAssistanceContainerList INTEGER ::= 16
OMA-LPPe-AssistanceContainerProvide ::= SEQUENCE  {


dataIdentifier


OMA-LPPe-VendorOrOperatorAssistanceDataIdentifier,


checkOrUpdateOrError
ENUMERATED
{








targetHasLatestData, 









targetDataNotLatest,









targetDataNotLatestButServerCannotProvideLatestData,









targetHasValidData, 









targetDataInvalidButServerCannotProvideValidData,









serverHasRequestedDataButUnableToProvideTemporarily,









serverDoesNotHaveRequestedData,









serverDoesNotRecognizeRequestedData,









undefined,









... }






OPTIONAL, 
 --Cond CheckorUpdate


dataResult



CHOICE

{









simulationResult 
INTEGER(0..5000),









data



OMA-LPPe-AssistanceContainerData,









 ...









 }
OPTIONAL,


errorCode



OMA-LPPe-AssistanceContainerProvideError
OPTIONAL,


...

}

OMA-LPPe-AssistanceContainerData ::= SEQUENCE {


dataSerialNumber

OMA-LPPe-AssistanceContainer-DataSerialNumber


OPTIONAL,


data




OCTET STRING,


validityPeriod


OMA-LPPe-ValidityPeriod


OPTIONAL,


validityArea


OMA-LPPe-ValidityArea


OPTIONAL,


...

}

OMA-LPPe-AssistanceContainerProvideError ::= SEQUENCE {


serverError

ENUMERATED { assistanceContainerUnknownDataIdentifier,







  

 assistanceContainerUnknownDataSerialNumber,   







  

 assistanceContainerDataTemporarilyUnavailable,







  

 assistanceContainerDataNoLongerSupported,








 assistanceContainerVendorOrOperatorNotSupported,






  

...} OPTIONAL,


...

}
-- ASN1STOP
	Conditional presence
	Explanation

	CheckOrUpdate
	The field is mandatory present if the target requested CheckOrUpdate, otherwise it is not present.


	OMA-LPPe-AssistanceContainerProvideList  field descriptions

	dataIdentifier

This field identifies the data being provided.

	checkOrUpdateOrError
This field is used to carry the result of comparison between the dataSerialNumber of the target’s data and of the server’s data.

In case updated data shall be provided to the target, the field shall be set either to “targetDataNotLatest” or “targetDataInvalid” depending upon the request parameters.



	dataResult

This field carries either the size of data (in simulated case) or the actual data (in data-request case).

In case of simulated case, the approximate size of the payload rounded upwards is returned. The scale factor is 1024 OCTETS. Thus in case the payload size is x octets, the number to be returned is ceil(x/1024). A value 5000 means >= 5 120 000 OCTETS.
In case simulation was requested together with Check-Or-Update, the ‘simulationResult’ parameter is used to carry information on the payload size in case the check-or-update request would be fulfilled. Thus, for instance in case the target has the latest data, then the checkOrUpdate field indicates ‘targetHasLatestData’ and the payload size is 0 octets. On the other hand, for example, in case the target data is invalid, the checkOrUpdate field indicates ‘targetDataInvalid’ and the ‘simulationResult’ indicates the would-be payload size.
In a special case that the target requests for updated data and the target data is not the latest, but the server only knows that the data is not the latest but does not have it, the server shall indicate ‘targetDataNotLatestButServerCannotProvideLatestData’ in checkOrUpdate field and does not provide dataResult. Similarly, in case the target requests for updated data in case the target data is invalid, but the server only knows the data is invalid but does not have valid data, the server shall indicate ‘targetDataInvalidButServerCannotProvideValidData’ in checkOrUpdate field and does not provide dataResult..

	dataSerialNumber

This field is used to indicate the version of the assistance data. When the server updates the assistance data, it labels the data with a new serial number. The combination of OMA-LPPe-VendorOrOperatorID , dataIdentifier and dataSerialNumber should uniquely and precisely identify the assistance data.

	data

This field contains the actual data.

	validityPeriod

This field is used to indicate when (in time) the assistance data is valid. 

	validityArea

This field is used to indicate the geographical area where the assistance data is valid. If this field is missing, the validity area is either self-evident from the data (e.g. a local map) or the data is global.


<TEXT SKIPPED>
1.1.2 LPPe Common Positioning IEs

Common positioning information elements are IEs that are included in the corresponding message extensions.
–
OMA-LPPe-CommonIEsRequestCapabilities

The OMA-LPPe-CommonIEsRequestCapabilities carries common IEs for a Request Capabilities message extension.

-- ASN1START

OMA-LPPe-CommonIEsRequestCapabilities ::= SEQUENCE {


iP-Address-RequestCapabilities



OMA-LPPe-IP-Address-RequestCapabilities

OPTIONAL,


assistanceContainerSupportReq 



OMA-LPPe-AssistanceContainerSupportReq 

OPTIONAL,


locationInformationContainerSupportReq

OMA-LPPe-LocationInformationContainerSupportReq
























OPTIONAL,


relativeLocationChange-RequestCapabilities
OMA-LPPe-RelativeLocationChange-RequestCapabilities






















OPTIONAL,


highAccuracyFormatCapabilitiesReq


OMA-LPPe-HighAccuracyFormatCapabilitiesReq
OPTIONAL,


segmentedAssistanceData-ReqCapabilities

OMA-LPPe-SegmentedAssistanceData-ReqCapabilities























OPTIONAL,


referencePointCapabilitiesReq



OMA-LPPe-ReferencePointCapabilitiesReq

OPTIONAL,


scheduledLocation-RequestCapabilities

OMA-LPPe-ScheduledLocation-RequestCapabilities 
























OPTIONAL,


accessCapabilitiesReq





OMA-LPPe-AccessCapabilitiesReq



OPTIONAL,


segmentedLocationInformation-ReqCapabilities














OMA-LPPe-SegmentedLocationInformation-ReqCapabilities
























OPTIONAL,


...

}

OMA-LPPe-IP-Address-RequestCapabilities ::= SEQUENCE {


...

}

OMA-LPPe-AssistanceContainerSupportReq ::= SEQUENCE {


vendorOrOperatorIDList





OMA-LPPe-VendorOrOperatorIDList



OPTIONAL,


...

}

OMA-LPPe-LocationInformationContainerSupportReq ::= SEQUENCE {


vendorOrOperatorIDList





OMA-LPPe-VendorOrOperatorIDList



OPTIONAL,


...

}

OMA-LPPe-VendorOrOperatorIDList ::= SEQUENCE (SIZE(1..maxVendorOrOperatorIDList)) OF 




















OMA-LPPe-VendorOrOperatorID

maxVendorOrOperatorIDList
INTEGER ::= 32

OMA-LPPe-RelativeLocationChange-RequestCapabilities ::= SEQUENCE {


...

}

OMA-LPPe-HighAccuracyFormatCapabilitiesReq ::= SEQUENCE {


...

}

OMA-LPPe-SegmentedAssistanceData-ReqCapabilities ::= SEQUENCE {


...

}

OMA-LPPe-ReferencePointCapabilitiesReq ::= SEQUENCE {


referencePointProviderSupportListReq   SEQUENCE (SIZE (1..128)) OF













OMA-LPPe-VendorOrOperatorID



OPTIONAL,

...

}
OMA-LPPe-ScheduledLocation-RequestCapabilities ::= SEQUENCE {


...

}
OMA-LPPe-AccessCapabilitiesReq ::= SEQUENCE {


...

}
OMA-LPPe-SegmentedLocationInformation-ReqCapabilities ::= SEQUENCE {


...

}
-- ASN1STOP

	OMA-LPPe-CommonIEsRequestCapabilities  field descriptions

	iP-Address-RequestCapabilities

This parameter is included by the server to request the target capabilities to report its local IP address(es).

	assistanceContainerSupportReq

This field is used to request for the proprietary data capabilities. The following parameters may be optionally included with this request:

vendorOrOperatorIDList        This parameter provides a list of vendor or operators IDs. If present, the target shall only report its capabilities to support assistance containers associated with these vendors and operators. If absent, the target shall report its capabilities to support assistance containers for all vendors and operators.

	locationInformationContainerSupportReq

This presence of this parameter indicates a request for the level of support by the target for the Location Information Container.  The following parameters may be optionally included with this request:

vendorOrOperatorIDList        This parameter provides a list of vendor or operators IDs. If present, the target shall only report its capabilities to support location information containers associated with these vendors and operators. If absent, the target shall report its capabilities to support location information containers for all vendors and operators.

	relativeLocationChange-RequestCapabilities

This parameter is included by the server to request the target capabilities to report relative change of location.

	highAccuracyFormatCapabilitiesReq

This parameter is included by the server to request the target capabilities to report position in high accuracy format.

	segmentedAssistanceData-ReqCapabilities

This parameter is included by the server to request the target capabilities to support segmented transfer of assistance data.

	referencePointCapabilitiesReq

This parameter is included by the server to request the reference point capabilities of the target.

	scheduledLocation-RequestCapabilities

This parameter is included by the server to request the target capabilities to support scheduled location.

	accessCapabilitiesReq
This parameter is included by the server to request the access type capabilities of the target.

	segmentedLocationInformation-ReqCapabilities

This parameter is included by the server to request the target capabilities to support segmented transfer of location information.

	vendorOrOperatorIDList

This parameter is used to request vendor-/operator-specific assistance data / location information capabilties.

	referencePointProviderSupportListReq

This field lists the reference point provider IDs for which the support indication is requested. If absent, a support indication is requested for all reference point provider IDs that are supported by the target.


–
OMA-LPPe-CommonIEsProvideCapabilities

The OMA-LPPe-CommonIEsProvideCapabilities carries common IEs for a Provide Capabilities message extension.

-- ASN1START

OMA-LPPe-CommonIEsProvideCapabilities ::= SEQUENCE {


iP-Address-Capabilities




OMA-LPPe-IP-Address-Capabilities



OPTIONAL,


assistanceContainerSupport



OMA-LPPe-AssistanceContainerSupport



OPTIONAL,


locationInformationContainerSupport

OMA-LPPe-LocationInformationContainerSupport
OPTIONAL,


relativeLocationChange-Capabilities

OMA-LPPe-RelativeLocationChange-Capabilities
OPTIONAL,


highAccuracyFormatCapabilities


OMA-LPPe-HighAccuracyFormatCapabilities 

OPTIONAL,

segmentedAssistanceData-ProvideCapabs
OMA-LPPe-SegmentedAssistanceData-ProvideCapabs
OPTIONAL,


referencePointCapabilities



OMA-LPPe-ReferencePointCapabilities



OPTIONAL,


scheduledLocation-Capabilities


OMA-LPPe-ScheduledLocation-Capabilities


OPTIONAL,


accessCapabilities





OMA-LPPe-AccessCapabilities





OPTIONAL, 


segmentedLocationInformation-ProvideCapabs
























OMA-LPPe-SegmentedLocationInformation-ProvideCapabs
























OPTIONAL,


...

}

OMA-LPPe-IP-Address-Capabilities ::= SEQUENCE {


iP-Address-support

BIT STRING {
iPv4

(0), 












iPv6

(1),












nat


(2)
} (SIZE(1..8))

OPTIONAL,


...

}

OMA-LPPe-AssistanceContainerSupport ::= SEQUENCE (SIZE(1..maxVendorOrOperatorIDList)) OF
 












OMA-LPPe-VendorOrOperatorAssistanceContainerList

OMA-LPPe-VendorOrOperatorAssistanceContainerList ::= SEQUENCE {

vendorOrOperatorID


OMA-LPPe-VendorOrOperatorID,


assistanceContainerList

OMA-LPPe-AssistanceContainerList,


...

}

OMA-LPPe-AssistanceContainerList ::= SEQUENCE (SIZE(1.. maxAssistanceContainerList))OF





















OMA-LPPe-AssistanceContainerID

OMA-LPPe-LocationInformationContainerSupport ::= SEQUENCE (SIZE(1..maxVendorOrOperatorIDList)) OF
 










OMA-LPPe-VendorOrOperatorLocationInformationContainerList

OMA-LPPe-VendorOrOperatorLocationInformationContainerList ::= SEQUENCE {

vendorOrOperatorID




OMA-LPPe-VendorOrOperatorID,


locationInformationContainerList
OMA-LPPe-LocationInformationContainerList,


...

}

OMA-LPPe-LocationInformationContainerList ::= SEQUENCE (SIZE(1..maxLocationInformationContainerList))OF















OMA-LPPe-LocationInformationContainerID

maxLocationInformationContainerList
INTEGER ::= 64
OMA-LPPe-RelativeLocationChange-Capabilities ::= SEQUENCE {


numberOfChanges

INTEGER (1..5)


OPTIONAL,


...

}

OMA-LPPe-HighAccuracyFormatCapabilities ::= BIT STRING {
hAposition(0),
















hAvelocity(1) } (SIZE(1..8))
OMA-LPPe-SegmentedAssistanceData-ProvideCapabs ::= SEQUENCE {


maxSegments

INTEGER (2..4096)

OPTIONAL,


maxSize


INTEGER
(1..5000)

OPTIONAL,


minSize


INTEGER (1..5000)

OPTIONAL,


resume


NULL




OPTIONAL,


...

}

OMA-LPPe-ReferencePointCapabilities ::= SEQUENCE {


relativeLocationReportingSupport
BIT STRING { 
geo



(0),















civic


(1),















otherProviders
(2)  } (SIZE (1..8)),


referencePointProviderSupportList  
SEQUENCE (SIZE (1..128)) OF










 

OMA-LPPe-ReferencePointProviderSupportElement
OPTIONAL,


...

}

OMA-LPPe-ReferencePointProviderSupportElement ::= SEQUENCE {


referencePointProvider


OMA-LPPe-VendorOrOperatorID,


mapDataSupport




SEQUENCE {











mapDataFormat

OCTET STRING

OPTIONAL,











...











}

OPTIONAL,


...

}

OMA-LPPe-ScheduledLocation-Capabilities ::= SEQUENCE {


minimumWindow


INTEGER (1..1024)

OPTIONAL,


gnssTimeReference

GNSS-ID-Bitmap


OPTIONAL,


networkTimeReference
ENUMERATED {serving,











servingOrNonServing,











... }

OPTIONAL,

...

}
OMA-LPPe-AccessCapabilities ::= SEQUENCE {


accessTypeUnknown


NULL






OPTIONAL,


fixedAccessTypes


OMA-LPPe-FixedAccessTypes

OPTIONAL,


wirelessAccessTypes


OMA-LPPe-WirelessAccessTypes
OPTIONAL,

...

}
OMA-LPPe-SegmentedLocationInformation-ProvideCapabs ::= SEQUENCE {


maxSegments

INTEGER (2..4096)

OPTIONAL,


maxSize


INTEGER
(1..5000)

OPTIONAL,


minSize


INTEGER (1..5000)

OPTIONAL,


resume


NULL




OPTIONAL,


...

}

-- ASN1STOP

	OMA-LPPe-CommonIEsProvideCapabilities  field descriptions

	 iP-Address-Capabilities

This parameter is included to report the capabilities of a target to provide its local IP addresses. The parameter is not included if the target does not support IP address reporting. The parameter contains a bit string, with a one‑value at any bit position meaning a particular capability is supported and a zero‑value meaning not supported. The assigned bits and corresponding capabilities are as follows.

iPv4: the target supports and can report IPv4 addresses

iPv6: the target supports and can report IPv6 addresses

nat:    the target may be able to determine and then report whether an IP address is subject to NAT

	assistanceContainerSupport

This field lists the vendor-/operator-specific data IDs for the vendor-/operator-specific assistance data sets that the target supports.

	locationInformationContainerSupport

This field lists the vendor-/operator-specific data IDs for the vendor-/operator-specific location information types that the target supports.

	relativeLocationChange-Capabilities

This parameter is included by the target to indicate its capabilities to report relative change of location.

	highAccuracyFormatCapabilities

This parameter is included by the server to request the target capabilities to report position in high accuracy format. The assigned bits and corresponding capabilities are:

HAposition: the target supports and can report OMA-LPPe-HighAccuracy3Dposition

HAvelocity: the target supports and can report OMA-LPPe-HighAccuracy3Dvelocity

	segmentedAssistanceData-ProvideCapabs

This parameter is included by the target to indicate support of segmented transfer of assistance data. The target may optionally include the following fields:

maxSegments        maximum number of separate LPP messages into which assistance data should be segmented by the server

maxSize                 maximum overall size of all assistance data that is transferred for segmented transfer that is supported by the target in multiples of 1024 octets after rounding up to a multiple of 1024. A value of 5000 for maxSize indicates that the maximum overall size is not limited.
minSize                  minimum overall size of all assistance data for which segmented assistance data transfer should be used by the server in preference to sending all assistance data in a single LPP message

resume                   included if the target can support segmented transfer with the resume capability

	referencePointCapabilities

This parameter is included if the target supports assistance data or location reporting relative to a reference point.

	scheduledLocation-Capabilities

This parameter is included by the target to indicate its capabilities to schedule location at a requested time. The following fields can be provided:

minimumWindow              minimum time window in units of 10 ms within which the target is capable of scheduling location measurements

gnssTimeReference            indicates the target can use GNSS time to schedule location measurements and provides the GNSS IDs that can be supported for this

networkTimeReference     indicates the target can use network time to schedule location measurements and indicates whether network time can be supported only relative to a serving cell or relative to a serving or non-serving cell

	accessCapabilities

This parameter provides the access capabilities of the target device. The following fields can be included:

accessTypeUnknown             this field shall be included if the target cannot determine the access types it supports – e.g. if the target is using a separate wireless or wireline modem of unknown type.

fixedAccessTypes                  this field indicates the fixed access types supported by the target and shall be included if the target can support one or more fixed access types.

wirelessAccessTypes             this field indicates the wireless access types supported by the target and shall be included if the target can support one or more wireless access types.

Note that the capabilities refer to access types that can be supported by the target device as opposed to access types that may currently be in use.

	segmentedLocationInformation-ProvideCapabs

This parameter is included by the target to indicate support of segmented transfer of location information. The target may optionally include the following fields:

maxSegments        maximum number of separate LPP messages into which location information can be segmented
maxSize                 maximum overall size of all location information that can be transferred using segmented transfer in multiples of 1024 octets after rounding up to a multiple of 1024. A value of 5000 for maxSize indicates that the maximum overall size is not limited.

minSize                 minimum overall size of all location information for which segmented transfer is preferred by the target in preference to sending all location information in a single LPP message

resume                   included if the target can support segmented transfer with the resume capability

	assistanceContainerList

This parameter provides a list of the assistance data containers that a target supports for a particular vendor or operator. Each location assistance data container is identified by an integer in the range 0 to 65535. The identification is vendor or operator specific and may refer to a particular type of assistance data, a particular version of assistance data or to a combination of these or to some other characteristics.

	locationInformationContainerList

This parameter provides a list of the location information containers that a target supports for a particular vendor or operator. Each location information container is identified by an integer in the range 0 to 65535. The identification is vendor or operator specific and may refer to a particular type of location information, a particular version of location information or to a combination of these or to some other characteristics. 

	numberOfChanges

This field indicates the maximum number of relative changes of location that can be reported by the target. The default if absent is one.

	relativeLocationReportingSupport

This parameter indicates that the target supports location reporting relative to a reference point. The bit map indicates the reference point location type (geographic, or civic) supported for relative location reporting and whether the target is able to support location reporting relative to other reference point providers not listed in referencePointProviderSupportList. A one value at the bit position indicates support and a zero value no support.

NOTE: location reporting relative to other providers includes the ability to report information associated with a reference point that is not dependent on proprietary assistance data from the provider of the reference point (e.g. includes an ability to use a reference point simply to report relative location).

	referencePointProviderSupportList

This parameter provides a list of reference point provider IDs that the target supports for location reporting and associated attributes that the target supports within reference point assistance data for these provider IDs. This parameter shall not be included if no reference point provider IDs are specifically supported.

	mapDataSupport

This field, if present, indicates whether the target supports map data information for this reference point provider and may include additional information specific to the provider in mapDataFormat about the supported map data format(s). If this field is absent, no map data information is supported for this reference point provider.


–
OMA-LPPe-CommonIEsRequestAssistanceData

The OMA-LPPe-CommonIEsRequestAssistanceData carries common IEs for a Request Assistance Data message extension.

-- ASN1START

OMA-LPPe-CommonIEsRequestAssistanceData ::= SEQUENCE  {


approximate-location


EllipsoidPointWithAltitudeAndUncertaintyEllipsoid
OPTIONAL,


assistanceContainerRequestList
OMA-LPPe-AssistanceContainerRequestList



OPTIONAL,


requestPeriodicADwithUpdate

OMA-LPPe-RequestPeriodicADwithUpdate



OPTIONAL,



















--Cond RequestPeriodicADWithUpdate


segmentedADpreference


ENUMERATED {useBasic, useResume, ...}



OPTIONAL,


segmentedADResume



OMA-LPPe-SegmentedADResume






OPTIONAL,



















--Cond segmentedTransferResume 


referencePointAssistanceReq

OMA-LPPe-ReferencePointAssistanceReq



OPTIONAL,


...

}

OMA-LPPe-RequestPeriodicADwithUpdate ::= SEQUENCE {


periodicAD-session-ID


INTEGER (1..256),


typeOfADRequest

TypeOfADRequest,


...

}

TypeOfADRequest ::= ENUMERATED {


initialRequest,


updateAndContinueIfUpdateFails,


updateAndAbortIfUpdateFails,


...

}

OMA-LPPe-SegmentedADResume ::= SEQUENCE {


segmentedAD-session-ID



OMA-LPPe-Session-ID,


next-segment-number

INTEGER (1..4096)

}

OMA-LPPe-ReferencePointAssistanceReq ::= SEQUENCE {


referencePointReq


SEQUENCE (SIZE (1..16)) OF OMA-LPPe-ReferencePointAssistanceReqElement,


...

}

OMA-LPPe-ReferencePointAssistanceReqElement ::= SEQUENCE {


referencePointProvider

OMA-LPPe-VendorOrOperatorID,


mapDataReq




OCTET STRING





OPTIONAL,


...

}
-- ASN1STOP

	Conditional presence
	Explanation

	RequestPeriodicADWithUpdate
	The parameter shall be present in a new request or modified request for Periodic/Triggered Assistance Data Transfer with Target Update. The field shall be omitted in other cases.

	segmentedTransfeResume
	This parameter shall be included when the target requests resumption of a segmented transfer of assistance data. No other assistance data shall then be requested.


	OMA-LPPe-CommonIEsRequestAssistanceData  field descriptions

	approximate-location

This parameter provides an approximate location for the target device.

	assistanceContainerRequestList

This field is used by the target to request proprietary assistance data.

	requestPeriodicADwithUpdate

This field is used to request periodic/triggered assistance data session (accompanied by the request for the actual data).

	periodicAD-session-ID

This field provides the periodic/triggered session ID assigned to the Periodic/Triggered Assistance Data Transfer with Update procedure.

	segmentedADpreference

This field shall be included if the target prefers the server to use segmented transfer of assistance data. Values can indicate "use the basic method" or "use the basic method with resume capability".

	segmentedADResume

The parameter is used to request resumption of an LPPe segmented transfer of assistance data following realease or failure and later restoration of the connection and any location session between the server and the target. The parameter includes the following fields:

segmentedAD-session-ID                     session ID assigned by the server for the segmented transfer 

next-segment-number    segment number of next expected LPP Provide Assistance Data

	referencePointAssistanceReq

This field is used by the target to specify the target preference for particular types of reference point in any subsequent assistance data sent by the server that includes one or more reference points.

	typeOfADRequest

This field indicates whether this is an initial request for a new procedure, an update request where the previously agreed assistance delivery will continue if the request cannot be supported or an update request where the previously agreed assistance data delivery will be aborted if the request cannot be supported.

	referencePointReq

This field provides a list of reference point types, in the order of preference. The first reference point type in the list is the most preferred type, etc.

	referencePointProvider

This field defines the preferred reference point provider.

	mapDataReq

This field, if present, indicates that map data is requested for any reference point assistance data provided later by the server to the target for the indicated provider. The content of the field is specific to the reference point provider and may indicate additional information on the map format or data requested.


–
OMA-LPPe-CommonIEsProvideAssistanceData

The OMA-LPPe-CommonIEsProvideAssistanceData carries common IEs for a ProvideAssistance Data message extension.

-- ASN1START

OMA-LPPe-CommonIEsProvideAssistanceData ::= SEQUENCE  {


assistanceContainerList



OMA-LPPe-AssistanceContainerProvideList

OPTIONAL,



providePeriodicADwithUpdate


OMA-LPPe-ProvidePeriodicADwithUpdate

OPTIONAL,

















--Cond ProvidePeriodicADWithUpdate,


segmentedADTransfer




OMA-LPPe-SegmentedADTransfer



OPTIONAL,

















--Cond segmentedTransferWithResume


default-reference-point



OMA-LPPe-ReferencePoint





OPTIONAL,

...

}

OMA-LPPe-ProvidePeriodicADwithUpdate ::= SEQUENCE {


periodicAD-session-ID


INTEGER (1..256),


typeOfADProvide

OMA-LPPe-TypeOfADProvide,


...

}

OMA-LPPe-TypeOfADProvide ::= ENUMERATED {


responseToInitialRequest,


providePeriodicAD,


responseToTargetUpdateRequest,


serverUpdate,


...

}

OMA-LPPe-SegmentedADTransfer ::= SEQUENCE {


segmentedAD-session-ID


OMA-LPPe-Session-ID,


segment-number

INTEGER (1..4096),


...

}

-- ASN1STOP

	Conditional presence
	Explanation

	ProvidePeriodicADWithUpdate
	The parameter shall be present in a Provide Assistance Data for Periodic/Triggered Assistance Data Transfer with Update. The field shall be omitted in other cases.

	segmentedTransferWithResume
	This parameter shall be present in each LPP Provide Assistance Data message sent to a target when a segmented transfer of assistance data with resume capability is either started or resumed.


	OMA-LPPe-CommonIEsProvideAssistanceData  field descriptions

	assistanceContainerList

This field is used to deliver the requested vendor-/operator-specific assistance data.

	providePeriodicADwithUpdate

This field is used in the periodic/triggered assistance data procedure to provide the session ID and the reason for providing the assistance data.

	segmentedADTransfer

This parameter provides the following fields to support segmented transfer of assistance data with a resume capability.

segmentedAD-session-ID              session ID assigned by the server which should be unique across all servers

segment-number    segment number starting from 1 and incremented by 1 in each successive LPP Provide Assistance Data message

	default-reference-point

This field includes a default reference point applicable to other assistance data for which a reference point is associated. Usage of the default reference point is specified in the description of other applicable assistance data. The default reference point can also be provided to support location reporting relative to a reference point.

	periodicAD-session-ID

This field provides the session ID assigned to the Periodic/Triggered Assistance Data Transfer with Update procedure.

	typeOfADProvide

This field indicates whether this is a response to an initial request for a new procedure, normal delivery of periodic/triggered assistance data, a response to an update request from the target or an unsolicited server update.


–
OMA-LPPe-CommonIEsRequestLocationInformation

The OMA-LPPe-CommonIEsRequestLocationInformation carries common IEs for a Request Location Information message extension.

-- ASN1START

OMA-LPPe-CommonIEsRequestLocationInformation ::= SEQUENCE  {


iP-Address-Request




OMA-LPPe-IP-Address-Request






OPTIONAL,


locationInformationContainerRequest
OMA-LPPe-LocationInformationContainerRequest 

OPTIONAL,


requestPeriodicLocInfoWithUpdate
OMA-LPPe-RequestPeriodicLocInfoWithUpdate


OPTIONAL,
















--Cond RequestPeriodicLocInfoWithUpdate


relativeLocationChange-Request

OMA-LPPe-RelativeLocationChange-Request



OPTIONAL,


localPositionRequest



OMA-LPPe-LocalPositionRequest





OPTIONAL,


scheduledLocation-Request


OMA-LPPe-ScheduledLocation-Request




OPTIONAL,

accessTypeRequest




OMA-LPPe-AccessTypeRequest






OPTIONAL,

segmentedLIpreference



ENUMERATED {useBasic, useResume, ...}



OPTIONAL,


segmentedLIResume




OMA-LPPe-SegmentedLIResume






OPTIONAL,















--Cond segmentedTransferResume


...

}

OMA-LPPe-IP-Address-Request ::= SEQUENCE {


...

}

OMA-LPPe-RequestPeriodicLocInfoWithUpdate ::= SEQUENCE {


session-ID




INTEGER (1..256),


typeOfLocInfoRequest

OMA-LPPe-TypeOfLocInfoRequest,


...

}

OMA-LPPe-TypeOfLocInfoRequest ::= ENUMERATED {


initialRequest,


updateAndContinueIfUpdateFails,


updateAndAbortIfUpdateFails,


...

}

OMA-LPPe-RelativeLocationChange-Request ::= SEQUENCE {


numberOfChanges

INTEGER (1..5)


OPTIONAL,


...

}

OMA-LPPe-LocalPositionRequest ::= SEQUENCE {


typeOfRequest




ENUMERATED { localOptional, localMandatory, localOnly, ... },


referencePointReq



SEQUENCE (SIZE (1..8)) OF 











OMA-LPPe-ReferencePointUniqueID


OPTIONAL,


...

}
OMA-LPPe-ScheduledLocation-Request ::= SEQUENCE {


gnssTime


GNSS-SystemTime


OPTIONAL,

--Cond AtLeastOne


networkTime


NetworkTime



OPTIONAL,

--Cond AtLeastOne


relativeTime

INTEGER (1..1024)

OPTIONAL,

--Cond AtLeastOne


windowSize


INTEGER (1..1024)

OPTIONAL,


...

}
OMA-LPPe-AccessTypeRequest ::= SEQUENCE {


...

}

OMA-LPPe-SegmentedLIResume ::= SEQUENCE {


segmentedLI-session-ID

INTEGER (1..256),


next-segment-number


INTEGER (1..4096)}
-- ASN1STOP

	Conditional presence
	Explanation

	RequestPeriodicLocInfoWithUpdate
	The parameter shall be present in a new request or modified request for Periodic/Triggered Location Information Transfer with Target Update. The field shall be omitted in other cases.

	AtLeastOne
	At least one of these parameters shall be present

	segmentedTransferResume
	This parameter shall be included when the server requests resumption of a segmented transfer of location information. No other location information shall then be requested.


	OMA-LPPe-CommonIEsRequestLocationInformation  field descriptions

	iP-Address-Request

This parameter is included by the server to request the target to report its local IP addresses.

	locationInformationContainerRequest

This parameter specifies the list of location information containers for a specified vendor or operator that the target should provide.

	requestPeriodicLocInfoWithUpdate

This field is used to request periodic/triggered location information session (accompanied by the request for the actual location information).

	relativeLocationChange-Request

This parameter is included by the server to request the target to report its relative change of location.

	localPositionRequest

This field is included by the server to request or permit the target to report its location relative to a reference point. This request only applies when the target has information on one or more reference points and is reporting a location estimate and shall be ignored by the target when the target has no information on reference points or reports location measurements but not a location estimate.

	scheduledLocation-Request
This parameter is included by the server to request the target to perform all requested location measurements and obtain any other requested location information (except for information that can be computed from other information) within a scheduled time window (see note) defined by the following parameters:

gnssTime             absolute GNSS time of the start of the time window

networkTime       network time of the start of the time window 

relativeTime        relative Time in seconds from current time to the start of the time window. Current time is defined as the time the message was received.
windowSize         width of the time window in units of 10 ms; absence of this parameter implies best effort to perform all measurements as close to the start time as possible

This parameter should not be included by the server and shall if present be ignored by the target if other LPP or LPPe parameters are present that require repeated (e.g. periodic or triggered) location information reporting by the target or if qos is present containing responseTime in CommonIEsRequestLocationInformation in the LPP Request Location Information. When gnssTime and networkTime are both present, the target shall give precedence to gnssTime if the referenced GNSS time is known to within 1ms but shall other otherwise give precedence to networkTime. The target shall give lowest preference to relativeTime when another start time is present that can be used (e.g. gnssTime is present and the target knows the associated GNSS time).

NOTE:   it is required that measurement time be within the scheduled window. Measurement time refers to the time or times at which a measurement is valid – e.g. the time a measurement was completed or the time to which a measurement can reliably and accurately be adjusted.

	accessTypeRequest
This parameter is included by the server to request the access type or types currently in use by the target device.

	segmentedLIpreference

This field shall be included if the server prefers the target to use segmented transfer of location information. Values can indicate "use the basic method" or "use the basic method with resume capability".

	segmentedLIResume

The parameter is used to request resumption of an LPPe segmented transfer of location information following realease or failure and later restoration of the connection and any location session between the server and the target. The parameter includes the following fields:

segmentedLI-session-ID                     session ID assigned by the target for the segmented transfer 

next-segment-number    segment number of next expected LPP Provide Location Information

	session-ID

This field provides the periodic/triggered session ID assigned to the Periodic/Triggered Location information Transfer with Update procedure.

	typeOfLocInfoRequest

This field indicates whether this is an initial request for a new procedure, an update request where the previously agreed location information delivery will continue if the request cannot be supported or an update request where the prevuiously agreed location information delivery will be aborted if the request cannot be supported.

	numberOfChanges

This field indicates the number of relative changes of location to be reported by the target. The default if absent is one. The target shall report the indicated number of changes if available or, if not available, the number of changes that are available.

	typeOfRequest

This field indicates whether local position reporting is an optional addition to reporting of absolute location, a mandatory addition to reporting of absolute location, or a mandatory alternative to absolute location (which shall then not be reported). 

	referencePointReq

This field, if included, specifies a list of desired reference points relative to which the subject location is requested in the order of preference. The first reference point in the list is the most preferred reference point, etc. Details of the reference points would have been provided to the target in previous assistance data. If no reference points are specified, the target may reports its location using any available reference point.


<TEXT SKIPPED>

1.1.2.1 AGNSS Location Information Elements
– 
OMA-LPPe-AGNSS-HAgnssProvide

The OMA-LPPe-AGNSS-HAgnssProvide is used to provide periodic high accuracy AGNSS measurements from the target device to the server.  Unless otherwise instructed in LPP proper CommonIEsRequestLocationInformation, the target shall report its position and reference time information. However, in case the target is allowed to report only measurements (locationMeasurementsRequired and onlyReturnInformationRequested in LPP proper CommonIEsRequestLocationInformation), position and reference time are not included. Appendix D.1 shows a few examples of periodic HA GNSS sessions. 
-- ASN1START

OMA-LPPe-AGNSS-HAgnssProvide ::= CHOICE {


controlParameters
SEQUENCE {



duration



OMA-LPPe-Duration,



rate




INTEGER(1..64),



antennaDescription 

OMA-LPPe-AGNSS-AntennaDescription

OPTIONAL, --Cond HAantenna



...


},


measurements
SEQUENCE {



position

EllipsoidPointWithAltitudeAndUncertaintyEllipsoid 
OPTIONAL, 






















--Cond NotForbidden



referenceTime
GNSS-SystemTime, 



localPressure
SEQUENCE {








pressure



INTEGER(-1024..1023),








pressureUncertainty

INTEGER(0..127),








...







} OPTIONAL, --Cond HApressure



antennaOrientation

OMA-LPPe-Orientation
OPTIONAL, --Cond HAantOrientation


signalMeasurements

SEQUENCE (SIZE(1..16)) OF OMA-LPPe-AGNSS-HAgnssMeasurementElement,



...



},


...

}

OMA-LPPe-AGNSS-HAgnssMeasurementElement::= SEQUENCE {


gnss-ID




GNSS-ID,


haGNSSperSignalList 
SEQUENCE (SIZE(1..8)) OF OMA-LPPe-HAgnssPerSignalElement,


...

}

OMA-LPPe-HAgnssPerSignalElement ::= SEQUENCE {


signal-ID



GNSS-SignalID,


haGNSSperSVlist 

SEQUENCE (SIZE(1..64)) OF OMA-LPPe-HAgnssPerSVelement,


...

}

OMA-LPPe-HAgnssPerSVelement ::= SEQUENCE {


svID 



SV-ID,


integerCodePhase 
INTEGER (0..255)
OPTIONAL, --Cond IfAvailable


codePhase 


INTEGER (0..14989622),


codePhaseRMSError 
INTEGER (0..63),


multipathDetection
ENUMERATED
{low,










 moderate,










 high,










 notMeasured,










 ...},


cnr




INTEGER(0..255),



adr 



INTEGER (0..536870911),


adrRMSerror


INTEGER (0..127),


lockIndicator

BOOLEAN,


...

}

-- ASN1STOP

	Conditional presence
	Explanation

	HAantenna
	This field shall be included in case the server requested for the antenna description information in the HA GNSS measurement session request and antenna description information is supported. Otherwise it is not present.

	NotForbidden
	This field shall be present unless otherwise instructed in LPP proper.

	HApressure
	This field shall be included in case the server requested for pressure measurements in the HA GNSS measurement session request and pressure information is supported. Otherwise it is not present.

	HAantOrientation
	This field shall be present, if the server requests for the antenna orientation information and such can be provided. Otherwise the field shall not be present.

	IfAvailable
	This field shall be present, if the target has position fix and can report millisecond ambiguity. Otherwise the target shall not be present.


	OMA-LPPe-AGNSS-HAgnssProvide field descriptions

	controlParameters

This field specifies the control parameters of the HA GNSS session

	duration

This field specifies the length of the HA GNSS measurement session. 

	rate

This field specifies the rate of delivery of the HA GNSS measurements. Scale factor 1 second.

	antennaDescription

This field species the GNSS antenna in the target device.

	measurements

This field species the HA GNSS measurements.

	position

This field species the position of the target device.

	referenceTime

This field specifies the time, when the measurements included are applicable.

	localPressure

This field specifies the local atmospheric pressure measurement at the target’s altitude for improved altitude or delta-altitude performance.

	pressure

Local atmospheric pressure measurement (hPa) at the target’s altitude.

The scale factor is 0.1 hPa. The value is added to the average pressure 1013hPa.

	pressureUncertainty

The 1-sigma standard deviation of the pressure measurement.

The scale factor is 0.1 hPa. 

	antennaOrientation

This field specifies the orientation of the antenna with respect to the earth-fixed coordinate system.

	signalMeasurements

This field carries the HA GNSS signal measurements.

	gnss-ID

This field defines the ID of the GNSS for which measurements are being provided.

	haGNSSperSignalList

This field carries the HA GNSS measurements for the given signals.

	signal-ID

This field defines the ID of the GNSS signal for which measurements are being provided.

	haGNSSperSVlist

This field carries the HA GNSS measurements for specific satellites.

	svID

This field identifies the SV for which HA GNSS measurements are provided.

	integerCodePhase

This field indicates the integer milli‑second part of the code phase.

	codePhase

This field contains the sub-millisecond part of the code phase observation for the particular satellite signal at the reference time. The target shall reconstruct the full pseudorange by Pseudorange = (Integer Code Phase) + (Code Phase).

Scale factor 0.02 meters. Range [0, 299792.44] meters,

	codePhaseRMSError

This field contains the pseudorange RMS error value. This parameter is specified according to a floating-point representation defined in the corresponding table in 3GPP in section “GNSS-MeasurementList”. 

	multipathDetection

This field contains an estimate of the multipath environment.

	cnr

This field contains an estimate of the carrier-to-noise ratio. Scale factor 0.25 dB-Hz. Range [0, 63.75] dB-Hz.

	adr

This field contains the continuous carrier phase with direct data polarity.

Scale factor 2-10 meters, in the range [0, 524287.999023438) meters.

	adrRMSerror

This field contains the RMS error of the continuous carrier phase.

Scale factor 2-10 meters, in the range [0, 0.12403) meters.

	lockIndicator

This field is set to true if the carrier phase tracking has been continuous between the previous and the current measurement delivery. If false, a cycle slip has occurred.


<TEXT SKIPPED>

1.1.2.2 UTRA ECID Assistance Data Elements

–
OMA-LPPe-ECID-UTRA-NetworkData

The IE OMA-LPPe-ECID-UTRA-NetworkData is used by the location server to provide Node B and/or HNB information for one UTRA network as part of UTRA ECID assistance data.

-- ASN1START

OMA-LPPe-ECID-UTRA-NetworkData ::= SEQUENCE {


plmn-Identity


SEQUENCE {









mcc

SEQUENCE (SIZE (3)) 
OF INTEGER (0..9),









mnc

SEQUENCE (SIZE (2..3)) 
OF INTEGER (0..9)








},


multiple-PLMNs


BOOLEAN,


reference-location

OMA-LPPe-ReferencePoint

OPTIONAL,
--Cond nodeBlocations


ecid-utra-nodeB-list
SEQUENCE (SIZE (1..maxUTRAnodeBs)) 
















OF OMA-LPPe-ECID-UTRA-NodeBData
OPTIONAL,


ecid-utra-HNB-list

SEQUENCE (SIZE (1..maxUTRAHNBs)) OF OMA-LPPe-ECID-UTRA-HNBData
OPTIONAL,


...


}

maxUTRAnodeBs
INTEGER ::= 32

maxUTRAHNBs

INTEGER ::= 128

-- ASN1STOP

	Conditional presence
	Explanation

	nodeBlocations
	The field is mandatory when one or more Node B or HNB locations are provided for the network and a default reference point is not provided in LPPe common IEs.


	OMA-LPPe-ECID-UTRA-NetworkData field descriptions

	plmn-Identity

This field identifies the PLMN as defined in [23.003]. For a network supporting multiple PLMNs, this field identifies the first listed (i.e. primary) PLMN.

	multiple-PLMNs

This field indicates whether the network supports multiple PLMNs (true) or not (false).

	reference-Location

This field specifies an arbitrary reference location for the UTRA network. If this field is absent, the reference location is provided by the default reference point in LPPe common IEs.

	ecid-utra-nodeB-list

This parameter provides information for one or more Node Bs belonging to the indicated UTRA network. Either ecid-utra-nodeB-list or ecid-utra-HNB-list or both shall be included.

	ecid-utra-HNB-list

This parameter provides information for one or more HNBs belonging to the indicated UTRA network. Either ecid-utra-nodeB-list or ecid-utra-HNB-list or both shall be included.


–
OMA-LPPe-ECID-UTRA-NodeBData

The IE OMA-LPPe-ECID-UTRA-NodeBData is used by the location server to provide information for one UTRA Node B or several collocated Node Bs as part of UTRA ECID assistance data.

-- ASN1START

OMA-LPPe-ECID-UTRA-NodeBData ::= SEQUENCE {


relative-location



OMA-LPPe-RelativeLocation

OPTIONAL, 


ecid-utra-nodeB-CellData

SEQUENCE (SIZE (1..maxUTRAMacroCells)) OF 




















OMA-LPPe-ECID-UTRA-CellData,


...


}

maxUTRAMacroCells
INTEGER ::= 8

-- ASN1STOP

	OMA-LPPe-ECID-UTRA-NodeBData field descriptions

	relative-location

This field provides the location and optional uncertainty in location of the antenna of the UTRA Node B relative to the reference location for the network. For a Node B with multiple antennas or a set of collocated Node Bs, the location can be averaged. This field shall be provided if requested and available.

	ecid-utra-nodeB-CellData

This field provides information for one or more UTRA macro or pico cells sharing a common Node B antenna or using antennas in close proximity to one another.


–
OMA-LPPe-ECID-UTRA-HNBData

The IE OMA-LPPe-ECID-UTRA-HNBData is used by the location server to provide information for one UTRA HNB as part of UTRA ECID assistance data.

-- ASN1START

OMA-LPPe-ECID-UTRA-HNBData ::= SEQUENCE {


relative-location



OMA-LPPe-RelativeLocation

OPTIONAL, 


location-reliability


INTEGER (1..100)


    OPTIONAL,


coverageArea




OMA-LPPe-WLANFemtoCoverageArea 
OPTIONAL,


ecid-utra-HNB-CellData


OMA-LPPe-ECID-UTRA-CellData,


...


}

-- ASN1STOP

	OMA-LPPe-ECID-UTRA-HNBData field descriptions

	relative-location

This field provides the location and optional uncertainty in location of the antenna of the HNB relative to the reference location for the network.

	location-reliability

The field provides the reliability R of the HNB location. The probability that the HNB location has not changed is given as a percentage. R may be based on historic change or persistence of the HNB location over a period of time and the time interval since the HNB location was last provided to or verified by the server. Note that location reliability is distinct from location accuracy and refers to the possibility of an HNB having been moved to a new location. This field shall be provided if requested and available.

	coverageArea

This parameter provides the coverage area of the HNB. This parameter shall be provided if requested and available.

	ecid-utra-HNB-CellData

This field provides information for the HNB femtocell.


–
OMA-LPPe-ECID-UTRA-CellData

The IE OMA-LPPe-ECID-UTRA-CellData is used by the location server to provide information for one UTRA macro, pico or femto cell as part of UTRA ECID assistance data.

-- ASN1START

OMA-LPPe-ECID-UTRA-CellData ::= SEQUENCE {


cellIdentity




BIT STRING (SIZE (32))
OPTIONAL, --Cond AtLeastOne


modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







  
primaryCPICH-Scrambling-Code
OMA-LPPe-OTDOA-UTRA-PrimaryScramblingCode,







  
primaryCPICH-Tx-Power


INTEGER (-127..128)

OPTIONAL,







  
uarfcn-dl





ARFCN-ValueUTRA,








...








},






tdd







SEQUENCE {







  
cellParametersID


OMA-LPPe-OTDOA-UTRA-CellParametersID,

                          
primaryCCPCH-Tx-Power

INTEGER (-127..128)


OPTIONAL,







  
uarfcn-nt




ARFCN-ValueUTRA,








...








}



} 
OPTIONAL, --Cond AtLeastOne


antenna-gain




INTEGER (-127..128)



OPTIONAL,


beam-width





INTEGER (1..360)



OPTIONAL,


transmit-direction



INTEGER (0..360)



OPTIONAL, 


frequency-accuracy



INTEGER (0..100)



OPTIONAL, 


...


}

-- ASN1STOP

	Conditional presence
	Explanation

	AtLeastOne
	At least one of the fields with the condition “AtLeastOne” must be present.


	OMA-LPPe-ECID-UTRA-CellData field descriptions

	cellIdentity

This field defines the identity of the cell within the context of the PLMN as defined in [25.331].  The size of the bit string allows for the 32-bit extended UTRAN cell ID; in case the cell ID is shorter, the first bits of the string are set to 0.

	primaryCPICH-Scrambling-Code

This field provides the scrambling code for the primary CPICH and is applicable to FDD only.

	primaryCPICH-Tx-Power

This field specifies the transmit power for the primary CPICH in dBm and is applicable to FDD only. This field shall be provided if requested and available.

	uarfcn-dl

This field provides the downlink UARFCN for FDD and is encoded as defined in [25.101]. 

	cellParametersID

This field provides the cell parameter ID (0-127) for TDD as defined in [25.331].

	primaryCCPCH-Tx-Power

This field provides the transmit power for the primary CCPCH for TDD as defined in [25.331]. This field shall be provided if requsted and available.

	uarfcn-nt

This field provides the UARFCN for TDD and is encoded as defined in [25.102].

	antenna-gain

This field specifies the antenna gain in dBi. This field is applicable to a macro or pico cell only and shall be provided if requested and available.

	beam-width

This field specifies the engineered horizontal width of the antenna beam in degrees. This field is applicable to a macro or pico cell only and shall be provided if requested and available.

	transmit-direction

This field specifies the direction of the center of the main transmission lobe in degrees clockwise from north (0-359). A value of 360 indicates omnidirectional transmission. This field is applicable to a macro or pico cell only and shall be provided if requested and available.

	frequency-accuracy

This field specifies the minimum frequency accuracy of the cell in units of 0.005 ppm. A value of zero indicates frequency accuracy is outside the provided range. 
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