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1 Reason for Change

Section 6.1.5.1 E-SLP FQDN states:
The FQDN of the E-SLP shall be:

1. The FQDN provided to the SET as E-SLP address in the SUPL INIT. The E-SLP FQDN shall have format "e-slp.xxx.xxx.xxx.xxx.xxx" where "xxx" can be any valid string.

2. If FQDN is not provided in SUPL INIT, the provisioned H-SLP address shall be used.

3. If FQDN is not available as per 1 or 2 above, the FQDN shall be defaulted to one of the three alternatives below:

· (if connected to a 3GPP bearer network) “e-slp.mnc<MNC>.mcc<MCC>.pub.3gppnetwork.org” if no FQDN is explicitly provided. In this case, the MCC and MNC correspond to the serving 3GPP network as defined in [3GPP 23.167]. 

· (if connected to a 3GPP2 bearer network) “e-slp.mnc<MNC>.mcc<MCC>.pub.3gpp2network.org” if no FQDN is explicitly provided. In this case, the MCC and MNC correspond to the serving 3GPP2 network as defined in [3GPP2 X.S0049-0].

· (if connected to a WiMAX bearer network) "e-slp.operator.com" where operator.com is the FQDN of the H-SLP operator.

However, this only works as long as the SET is not roaming. If the SET is roaming, following the procedure above would lead to the SET contacting its H-SLP in case no E-SLP address was provided in the SUPL INIT message. The H-SLP, however, would in general not be able to provide service (the H-SLP would only be able to provide service if the SET – while PLMN roaming – was not also SUPL roaming).

It is therefore proposed to change the second bullet to:

2. If FQDN is not provided in SUPL INIT, the provisioned H-SLP address shall be used if the SET is not roaming. If the SET is roaming, then the SET shall skip this step and move to step 3.

2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed changes and updated SUPL 2.1 TS ULP accordingly.
6 Detailed Change Proposal

6.1.5.1
E-SLP FQDN

The FQDN of the E-SLP shall be:

1. The FQDN provided to the SET as E-SLP address in the SUPL INIT. The E-SLP FQDN shall have format "e-slp.xxx.xxx.xxx.xxx.xxx" where "xxx" can be any valid string.

2. If FQDN is not provided in SUPL INIT, the provisioned H-SLP address shall be used if the SET is not roaming. If the SET is roaming, then the SET shall skip this step and move to step 3.
3. If FQDN is not available as per 1 or 2 above, the FQDN shall be defaulted to one of the three alternatives below:

· (if connected to a 3GPP bearer network) “e-slp.mnc<MNC>.mcc<MCC>.pub.3gppnetwork.org” if no FQDN is explicitly provided. In this case, the MCC and MNC correspond to the serving 3GPP network as defined in [3GPP 23.167]. 

· (if connected to a 3GPP2 bearer network) “e-slp.mnc<MNC>.mcc<MCC>.pub.3gpp2network.org” if no FQDN is explicitly provided. In this case, the MCC and MNC correspond to the serving 3GPP2 network as defined in [3GPP2 X.S0049-0].

· (if connected to a WiMAX bearer network) "e-slp.operator.com" where operator.com is the FQDN of the H-SLP operator.
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