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1 Reason for Change

SUPL 2.0 TS ULP defines a status code “Service Not Supported” to be used whenever a requested SUPL service is not supported by the entity receiving the request (SET or H-SLP). This entity shall then respond with a SUPL END message including the status code “Service Not Supported”.
The current SUPL 2.0 TS ULP specification does not describe this particular use case in the any of the call flow scenarios. This CR proposes to add a section to describe this use case for Network Initiated SUPL sessions.
2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed changes and updated SUPL 2.0.1 TS ULP accordingly.
6 Detailed Change Proposal

5.1.18
Other Exception Procedures

5.1.18.1
SET does not support the service requested in SUPL INIT

During a Network Initiated SUPL Session, if a SUPL INIT message is received by the SET requesting a service which is not supported by the SET, the SET shall send a SUPL END message to the requesting H-SLP including the status code  “Service Not Supported”.

Possible use cases for service not supported scenarios are: 
1. The requested Trigger ( Periodic / AreaEvent ) is not supported by the SET.

2. Historical Data Retrieval Feature is not supported by the SET.

3. Session Info Query Feature is not supported by the SET.

4. Notification Based on Current Location Feature is not supported by the SET.
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Figure 37: Network Initiated, SET does not support the service requested in SUPL INIT

A. The SUPL Agent issues an appropriate MLP message to the H-SLP to invoke the desired service for the target SET. The H-SLP shall authenticate the SUPL Agent and check if the SUPL Agent is authorized for the service it requests, based on the client-id recived. Further, based on the received msid the H-SLP shall apply subscriber privacy against the client-id.

B. The H-SLP verifies that the target SET is currently not SUPL roaming. The H-SLP may also verify that the target SET supports SUPL.

C. The H-SLP initiates a SUPL session with the SET using by sending a SUPL INIT message to the SET requesting the desired service. If the result of the privacy check in Step A indicates that notification or verification to the target subscriber is needed, the H-SLP SHALL also include Notification element in the SUPL INIT message.

D. When the SUPL INIT is received by the SET, it will either attach itself to Packet Data Network if it is not already attached or establish a circuit switched data connection.

E. The SET evaluates the requested service. If the SET does not support the requested service, the SET sends a SUPL END message containing the session-id, hash of the SUPL INIT message and a status code indicating “Service Not Supported” to the H-SLP. 
F. The H-SLP notifies the SUPL Agent using the appropriate MLP message.
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