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1 Reason for Change

SUPL 2.0 TS ULP defines the SETCapability to be used by the SET to indicate its capabilities to the H-SLP. H-SLP shall look at this capability before it initiates any particular service. The current version of the specification does not include “historicaldataRetrieval” and “SessionInfoQuery” in SETCapability.

In order to inform the SET capabilities completely to the SLP, this proposal enhances the SET Capability with “HistoricaldataRetrieval” & “SessionInfoQuery”.

With this enhancement, SLP can verify the SET capability from the previous SUPL session and then decide whether to initiate the “historicaldataRetrieval” / “sessioninfoQuery” SUPL session with the SET.

2 Impact on Backward Compatibility

N.A.
3 Impact on Other Specifications

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposal and update the document OMA-TS-ULP-V2_0_1-20120926-D
6 Detailed Change Proposal

Change 1:  Add the below enhancements to the document OMA-TS-ULP-V2_0_1-20120926-D section 11.4
ULP-Version-2-parameter-extensions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

EXPORTS

maxGANSS, Ver2-Notification-extension, Ver2-SETCapabilities-extension, Ver2-PosProtocol-extension, Ver2-PosTechnology-extension, Ver2-RequestedAssistData-extension, Ver2-PosPayLoad-extension;

IMPORTS


GANSSSignals, ReportingCap

FROM Ver2-ULP-Components


maxNumGeoArea, maxAreaId, maxAreaIdList

FROM SUPL-TRIGGERED-START;

Ver2-Notification-extension ::= SEQUENCE {

  emergencyCallLocation  NULL OPTIONAL,

  ...}

Ver2-SETCapabilities-extension ::= SEQUENCE {

serviceCapabilities
ServiceCapabilities OPTIONAL,
...,

  supportedBearers SupportedBearers OPTIONAL}

ServiceCapabilities ::= SEQUENCE {

  servicesSupported

ServicesSupported,

  reportingCapabilities
ReportingCap OPTIONAL,

  eventTriggerCapabilities
EventTriggerCapabilities OPTIONAL,

  sessionCapabilities

SessionCapabilities,

...}

ServicesSupported ::= SEQUENCE {

  periodicTrigger
BOOLEAN,

  areaEventTrigger
BOOLEAN,

...}

EventTriggerCapabilities ::= SEQUENCE {

  geoAreaShapesSupported        
GeoAreaShapesSupported,

  maxNumGeoAreaSupported
INTEGER (0..maxNumGeoArea) OPTIONAL,

  maxAreaIdListSupported
INTEGER (0..maxAreaIdList) OPTIONAL,

  maxAreaIdSupportedPerList
INTEGER (0..maxAreaId) OPTIONAL,

...}

GeoAreaShapesSupported ::= SEQUENCE {

  ellipticalArea   BOOLEAN,

  polygonArea      BOOLEAN,

...}

SessionCapabilities ::= SEQUENCE {

  maxNumberTotalSessions
INTEGER (1..128),

  maxNumberPeriodicSessions
INTEGER (1..32),

  maxNumberTriggeredSessions
INTEGER (1..32),

...}

SupportedBearers ::= SEQUENCE {

  gsm

BOOLEAN,

  wcdma

BOOLEAN,

  lte

BOOLEAN,

  cdma

BOOLEAN,

  hprd

BOOLEAN,

  umb

BOOLEAN,

  wlan

BOOLEAN,

  wiMAX

BOOLEAN,

...}

Ver2-PosProtocol-extension ::= SEQUENCE {

  lpp     BOOLEAN,

posProtocolVersionRRLP
PosProtocolVersion3GPP OPTIONAL,
posProtocolVersionRRC
PosProtocolVersion3GPP OPTIONAL,

posProtocolVersionTIA801
PosProtocolVersion3GPP2 OPTIONAL,

posProtocolVersionLPP  PosProtocolVersion3GPP OPTIONAL,

...}

PosProtocolVersion3GPP ::= SEQUENCE {

  majorVersionField      INTEGER(0..255),

  technicalVersionField  INTEGER(0..255),

  editorialVersionField  INTEGER(0..255),

...}

PosProtocolVersion3GPP2 ::= SEQUENCE (SIZE(1..8)) OF Supported3GPP2PosProtocolVersion
Supported3GPP2PosProtocolVersion ::= SEQUENCE {

  revisionNumber   

BIT STRING(SIZE (6)), -- the location standard revision number the SET supports coded according to 3GPP2 C.S0022

  pointReleaseNumber  
INTEGER(0..255),

  internalEditLevel  

INTEGER(0..255),

...}

Ver2-PosTechnology-extension ::= SEQUENCE {

  gANSSPositionMethods  GANSSPositionMethods OPTIONAL,

...
   historicalDataRetrieval   BOOLEAN,

   sessioninfoQuery
          BOOLEAN,
}
GANSSPositionMethods ::= SEQUENCE (SIZE(1..16)) OF GANSSPositionMethod

GANSSPositionMethod ::= SEQUENCE {

ganssId


INTEGER(0..15), -- coding according to parameter definition in section 10.10
ganssSBASid 

BIT STRING(SIZE(3)) OPTIONAL, --coding according to parameter definition in section 10.10
gANSSPositioningMethodTypes
GANSSPositioningMethodTypes,

gANSSSignals

GANSSSignals,

...}

GANSSPositioningMethodTypes ::= SEQUENCE {

  setAssisted
BOOLEAN,

  setBased
BOOLEAN,

  autonomous
BOOLEAN,

...}

Ver2-RequestedAssistData-extension ::= SEQUENCE {

  ganssRequestedCommonAssistanceDataList          GanssRequestedCommonAssistanceDataList OPTIONAL,

  ganssRequestedGenericAssistanceDataList GanssRequestedGenericAssistanceDataList OPTIONAL,

  extendedEphemeris

ExtendedEphemeris OPTIONAL,

  extendedEphemerisCheck
ExtendedEphCheck OPTIONAL,

...}

GanssRequestedCommonAssistanceDataList ::= SEQUENCE {

  ganssReferenceTime


BOOLEAN,

  ganssIonosphericModel

BOOLEAN,

  ganssAdditionalIonosphericModelForDataID00
BOOLEAN,

  ganssAdditionalIonosphericModelForDataID11
BOOLEAN,

  ganssEarthOrientationParameters

BOOLEAN,

...}

GanssRequestedGenericAssistanceDataList ::= SEQUENCE(SIZE(1..maxGANSS)) OF GanssReqGenericData
GanssReqGenericData ::= SEQUENCE {

  ganssId   INTEGER(0..15), -- coding according to parameter definition in section 10.10
  ganssSBASid BIT STRING(SIZE(3)) OPTIONAL, --coding according to parameter definition in section 10.10
  ganssRealTimeIntegrity
BOOLEAN,

  ganssDifferentialCorrection
DGANSS-Sig-Id-Req OPTIONAL,

  ganssAlmanac

BOOLEAN,

  ganssNavigationModelData
GanssNavigationModelData OPTIONAL,

  ganssTimeModels

BIT STRING(SIZE(16)) OPTIONAL,

  ganssReferenceMeasurementInfo
BOOLEAN,

  ganssDataBits

GanssDataBits OPTIONAL,

  ganssUTCModel

BOOLEAN,

  ganssAdditionalDataChoices GanssAdditionalDataChoices OPTIONAL,

  ganssAuxiliaryInformation
BOOLEAN,

  ganssExtendedEphemeris         
ExtendedEphemeris OPTIONAL,

  ganssExtendedEphemerisCheck    
GanssExtendedEphCheck OPTIONAL,

...}

DGANSS-Sig-Id-Req ::= BIT STRING (SIZE(8)) -- coding according to parameter definition in section 10.9
GanssNavigationModelData ::= SEQUENCE {

ganssWeek

INTEGER(0..4095),

ganssToe


INTEGER(0..167),

t-toeLimit

INTEGER(0..15),

satellitesListRelatedDataList
SatellitesListRelatedDataList OPTIONAL,

...}

SatellitesListRelatedDataList ::= SEQUENCE(SIZE(0..maxGANSSSat)) OF SatellitesListRelatedData

SatellitesListRelatedData ::= SEQUENCE {

  satId
INTEGER(0..63),

  iod
INTEGER(0..1023),

...}

maxGANSS    INTEGER ::= 16

maxGANSSSat INTEGER ::= 32

GanssDataBits ::= SEQUENCE {

  ganssTODmin     

INTEGER (0..59),

  reqDataBitAssistanceList 
ReqDataBitAssistanceList,

...}

ReqDataBitAssistanceList ::= SEQUENCE {

  gnssSignals  
     
GANSSSignals,

  ganssDataBitInterval  
INTEGER (0..15),

  ganssDataBitSatList

SEQUENCE (SIZE(1..maxGANSSSat)) OF INTEGER (0..63) OPTIONAL,

...}

GanssAdditionalDataChoices ::= SEQUENCE {

  orbitModelID
INTEGER(0..7) OPTIONAL,

  clockModelID
INTEGER(0..7) OPTIONAL,

  utcModelID
INTEGER(0..7) OPTIONAL,

  almanacModelID
INTEGER(0..7) OPTIONAL,

...}

ExtendedEphemeris ::= SEQUENCE {

  validity        INTEGER (1..256), -- Requested validity in 4 hour steps

  ...}

ExtendedEphCheck ::= SEQUENCE {

  beginTime       GPSTime, -- Begin time of ephemeris extension held by SET

  endTime         GPSTime, -- End time of ephemeris extension held by SET

  ...}

GanssExtendedEphCheck ::= SEQUENCE {

  beginTime  GANSSextEphTime, -- Begin time of ephemeris extension held by SET

  endTime    GANSSextEphTime, -- End time of ephemeris extension held by SET

  ...}

GPSTime ::= SEQUENCE {

  gPSWeek    INTEGER (0..1023),

  gPSTOWhour INTEGER (0..167),

...}

GANSSextEphTime ::= SEQUENCE {

  gANSSday       INTEGER (0..8191),

  gANSSTODhour   INTEGER (0..23),

...}

Ver2-PosPayLoad-extension ::= SEQUENCE {

   lPPPayload SEQUENCE (SIZE (1..3)) OF OCTET STRING(SIZE (1..60000)) OPTIONAL,

   tIA801Payload SEQUENCE (SIZE(1..3)) OF OCTET STRING(SIZE (1..60000)) OPTIONAL,

...}

END

Change 2:  Another change
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