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5. Requirements
(Normative)
























The requirements in this section define the full SUPL Configuration Services Enabler.
5.1 High-Level Functional Requirements
	Label
	Description
	Release

	SUPLCS-HLF-01
	SUPLCS SHALL support configuring an H-SLP for a mobile operator.
	SUPLCS V1.0

	SUPLCS-HLF-02
	SUPLCS SHALL support configuring an E-SLP for a mobile operator.
	SUPLCS V1.0

	SUPLCS-HLF-03
	SUPLCS SHALL support configuring an H-SLP for an MVNO.
	SUPLCS V1.0

	SUPLCS-HLF-04
	SUPLCS SHALL support configuring an E-SLP for an MVNO.
	SUPLCS V1.0

	SUPLCS-HLF-05
	SUPLCS SHALL support configuring an H-SLP for each roaming partner of the mobile operator.
	SUPLCS V1.0

	SUPLCS-HLF-06
	SUPLCS SHALL support configuring an E-SLP for each roaming partner of the mobile operator.
	SUPLCS V1.0

	SUPLCS-HLF-09
	SUPLCS SHALL support configuring an H-SLP for each mobile OEM vendor of the mobile operator.
	SUPLCS V1.0

	SUPLCS-HLF-10
	SUPLCS SHALL support configuring an H-SLP for each mobile application provider of the mobile operator.
	SUPLCS V1.0

	SUPLCS-HLF-11
	SUPLCS SHALL support configuring one or more D-SLP's for a mobile operator.
	SUPLCS V1.0

	SUPLCS-HLF-12
	SUPLCS SHALL support one or more geographic areas for each D-SLP.
	SUPLCS V1.0


5.2 Security
	Label
	Description
	Release

	SUPLCS-SEC-01
	SUPLCS SHALL utilize the security mechanisms defined in [OMA DM].
	SUPLCS V1.0


5.3 Authentication

	Label
	Description
	Release

	SUPLCS-AUT-01
	SUPLCS SHALL utilize the authentication mechanisms defined in [OMA DM].
	SUPLCS V1.0


5.4 Authorization

	Label
	Description
	Release

	SUPLCS-AUTH-01
	SUPLCS SHALL utilize the authorization mechanisms defined in [OMA DM].
	SUPLCS V1.0


5.5 Data Integrity

	Label
	Description
	Release

	SUPLCS-DI-01
	Management Objects defined for SUPLCS SHALL be valid based on the schema definitions for [OMA DM].
	SUPLCS V1.0


5.6 Confidentiality

None identified.
5.7 Charging
None identified.
5.8 Administration and Configuration

	Label
	Description
	Release

	SUPLCS-ADMC-01
	SUPLCS SHALL utilize the administration and configuration mechanisms defined in [OMA DM].
	SUPLCS V1.0


5.9 Usability
None identified.
5.10 Interoperability
	Label
	Description
	Release

	SUPLCS-IOP-01
	SUPLCS SHALL be independent of the [OMA DM] release.
	SUPLCS V1.0

	SUPLCS-IOP-02
	SUPLCS SHALL be independent of the [SUPL] release.
	SUPLCS V1.0

	SUPLCS-IOP-03
	A mobile operator MAY utilize the [SUPL MO] management object to define their H-SLP or this Enabler.
	SUPLCS V1.0


5.11 Privacy

	Label
	Description
	Release

	SUPLCS-PRIV-01
	SUPLCS SHALL utilize the privacy mechanisms defined in [OMA DM].
	SUPLCS V1.0


5.12 Overall System Requirements

	Label
	Description
	Release

	SUPLCS-OSR-01
	
	SUPLCS V1.0
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