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1 Reason for Change

This CR addresses the following ADRR comments:
	A3
	2007.05.28
	T
	General
	Source: Anders Lindgren, Ericsson

Form: INP doc

Comment:  The whole AD is informative. It is proposed to make most sections normative

Proposed Change:  Make the whole document normative and mark informative parts as informative. Add a new section 2.2 Informative References and rename 2.1 to Normative References.
	Status: OPEN / CLOSED

Closed by OMA-PAG-2007-0490R01

	A8
	2007may28
	T
	2
	Source: Enrique Izaguirre, Telefonica SA, leig@tid.es 

Form: INP doc

Comment: update references to last releases?

Proposed Change:
	Status: OPEN / CLOSED

Closed by OMA-PAG-2007-0490R01


	A9
	2007may28
	T
	2
	Source: Enrique Izaguirre, Telefonica SA, leig@tid.es 

Form: INP doc

Comment: Clarify which references are normative, if any

Proposed Change: add a new subsection with normative references
	Status: OPEN / CLOSED

Closed by OMA-PAG-2007-0490R01


	A18
	2007.05.28
	T
	2.1
	Source: Anders Lindgren, Ericsson

Form: INP doc

Comment:  Not latest 3GPP references are used.

Proposed Change: Update to latest references
	Status: OPEN / CLOSED

Closed by OMA-PAG-2007-0490R01


	A169
	2007.05.28
	E
	2
	Source: Samsung

Form: INP doc

Comment: “Normative References” Chapter is missing.

Proposed Change: 
	Status: OPEN / CLOSED

Closed by OMA-PAG-2007-0490R01



According to the current OMA AD template are all chapters except Scope, Introduction and Change History Normative. 
This means that the Chapters  “References”,  “Terminology and Definitions” and  “Architecture Model” should be Normative. Currently they all are, except “Architecture Model”.
=> All references in normative chapters are moved to chapter 2.1 “Normative references”. 
URLs are added where missing and version info removed for all 3GPP/3GPP2 specs
Note: No changes related to DM references as should be a separate CR
R01 Included the changes agreed in “OMA-PAG-2007-0387-CR_PRS2_ADRR_Section_2.1” to make it easier for the editor
2     Impact on Backward Compatibility

N/A
3     Impact on Other Specifications

N/A
4      Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

2   Recommendation

Change the text according to the detailed proposal. 

3 Detailed Change Proposal

NOTE to the editor: All changes from “OMA-PAG-2007-0387-CR_PRS2_ADRR_Section_2.1” are now included in sections 2.1 and 2.2 but the changes below in “Change 1” add new changes so will in fact replace those sections 
Change 1:  Chapter 2
2       References

2.1 Normative References
	OMA:
	

	[OMA CHARGING]
	“OMA Charging Architecture”, Version 1.0, Open Mobile Alliance(, OMA-AD-Charging-V1_0, URL:http://www.openmobilealliance.org

	[OMA DICT]
	“Dictionary for OMA Specifications”, Version 2.4, Open Mobile Alliance(, OMA-ORG-Dictionary-V2_4, URL: http://www.openmobilealliance.org

	[OMA DM]
	“OMA Device Management, ( based on SyncML DM) )”, V1.1.2, OMA-DM-V1_1_2,  , Open Mobile Alliance™,
URL:http://www.openmobilealliance.org/

	[OMA PRESRD]
	“OMA Presence SIMPLE 2.0 Requirements“, V2.0, OMA-RD-Presence_SIMPLE-V2_0, Open Mobile Alliance™, URL: http://www.openmobilealliance.org/

	[OMA PROAD]
	“OMA Provisioning Architecture Overview” V1.1, OMA-WAP-ProvArch-V1_1, Open Mobile Alliance™, 
URL:http://www.openmobilealliance.org/

	[OMA PROCONT]
	“OMA Provisioning Content”, V1.1, OMA-WAP-TS-ProvCont-V1_1Open Mobile Alliance™, 
URL:http://www.openmobilealliance.org/

	[OMA PROSEC]
	“OMA Provisioning Bootstrap”, V1.1, OMA-WAP-ProvBoot-V1_1, Open Mobile Alliance™, 
URL:http://www.openmobilealliance.org/

	[OMA PROUA]
	“OMA Provisioning User Agent Behaviour”, V1.1, OMA-WAP-ProvUAB-V1_1, Open Mobile Alliance™, URL:http://www.openmobilealliance.org/

	[OMA XDMAD]
	“OMA XML Document Management (XDM) Architecture, V2.0”,OMA-AD-XDM-V2_0, Open Mobile Alliance™, URL:http://www.openmobilealliance.org/

	IETF:
	

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, RFC 2119, URL: http://www.ietf.org/rfc/rfc2119.txt

	[RFC2778]
	“A Model for Presence and Instant Messaging”, M. Day et al., February 2000, RFC 2778, URL:http://www.ietf.org/rfc/rfc2778.txt 

	[RFC3265]
	“Session Initiation Protocol (SIP)-Specific Event Notification”, A.B. Roach, June 2002, RFC 3265, URL:http://www.ietf.org/rfc/rfc3265.txt

	[RFC3863]
	“Presence Information Data Format (PIDF)”, H.Sugano et al., August 2004, 
URL: http://www.ietf.org/rfc/rfc3863.txt

	[RFC4483]
	"A Mechanism for Content Indirection in Session Initiation Protocol (SIP) Messages", E. Burger, Ed et al, RFC 4483, May 2006 ,
URL: http://www.ietf.org/rfc/rfc4483.txt

	3GPP / 3GPP2:
	

	[3GPP TS 23.228]
	“IP Multimedia Subsystem (IMS); Stage 2”, 3GPP TS 23.228,
URL: http://www.3gpp.org/ftp/Specs/archive/23_series/23.228/ 

	[3GPP TS 33.222]
	“Generic Authentication Architecture (GAA);
Access to network application functions using Hypertext Transfer Protocol over Transport Layer Security (HTTPS)” 3GPP TS 33.222, 
URL: http://www.3gpp.org/ftp/Specs/archive/33_series/33.222/

	[3GPP2 X.S0013-002-A]
	“All-IP Core Network Multimedia Domain:  IP Multimedia Subsystem - Stage 2”, Revision A, Version 1.0, 3GPP2, URL: , http://www.3gpp2.org/Public_html/specs/index.cfm


2.2  Informative References

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	IETF:
	

	
	

	
	

	
	

	[RFC3856]
	“A Presence Event Package for the Session Initiation Protocol (SIP)”, J.Rosenberg, August. 2004, RFC3856, URL: http://www.ietf.org/rfc/rfc3856.txt

	[RFC3857]
	“A Watcher Information Event Template-Package for the Session Initiation Protocol (SIP)”, J. Rosenberg, August 2004, RFC 3857, URL: http://www.ietf.org/rfc/rfc3857.txt

	[RFC3903]
	“Session Initiation Protocol (SIP) Extension for Event State Publication”, A. Niemi, October 2004, RFC 3903, URL: http://www.ietf.org/rfc/rfc3903.txt

	[RFC4662]
	“A Session Initiation Protocol (SIP) Event Notification Extension for Resource Lists”, A. B. Roach et al, August 2006, RFC 4662, URL:http://www.ietf.org/rfc/rfc4662.txt

	
	

	
	

	3GPP / 3GPP2:
	

	[3GPP TS 23.141]
	 “Presence Service; Architecture and functional description”, 3GPP TS 23.141, 
URL: http://www.3gpp.org/ftp/Specs/archive/23_series/23.141/

	
	

	[3GPP TS 24.141]
	“Presence service using the IP Multimedia (IM) Core Network (CN) subsystem; Stage-3“, 3GPP TS 24.141,  URL: http://www.3gpp.org/ftp/Specs/archive/24_series/24.141/

	
	


	[3GPP2 X.P0027-003-0]
	“Presence Service using IP Multimedia Core Network Subsystem; Stage 3”, Revision 0, Version 1.0, 3GPP2,  URL: , http://www.3gpp2.org/Public_html/specs/index.cfm
Note: 3GPP2 Work in progress

	
	

	[3GPP2 X.S0027-001-0]
	“Presence Service; Architecture and functional description”, Revision 0, Version 1.0, 3GPP2, URL: http://www.3gpp2.org/Public_html/specs/index.cfm



Change 2:  Chapter 6
6      Architectural Model 



The following figure illustrates the OMA Presence architecture
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