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1 Reason for Change

This contribution proposes to update the SCR tables in the Presence SIMPLE Specification.
R01:
· gzip related entries marked as PRSv2.0

· all Presence 1.1 entries marked as PRSv1.1
2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the changes below for the latest version of the Presence SIMPLE Specification.

6 Detailed Change Proposal
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Appendix A. Static Conformance Requirements 
(Normative)
The notation used in this appendix is specified in [SCRRULES].

The SCRs defined in the following tables include SCR for:

· Presence Source
· Presence Server
· Watcher Information Subscriber
· Resource List Server

· 
· Watcher
· Watcher Agent
· XDM Client

· Presence XDMS

· RLS XDMS




















A.1 Presence Source

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	Item
	Function
	Reference
	Requirement

	PRS-SRC-C-001-M
	Event Publication Agent and sending SIP PUBLISH, according to [RFC3903] (PRSv1.1)
	5.1.1
	PRS-SRC-C-007-O  OR PRS-SRC-C-008-O

	PRS-SRC-C-002-M
	application/pidf+xml content type, according to [RFC3863] (PRSv1.1)
	5.1.1
	

	PRS-SRC-C-003-M
	Presence Data Model (PRSv1.1)
	5.1.1, 10.1, 10.2
	

	PRS-SRC-C-004-O
	Partial Publication (PRSv1.1)
	5.1.1.1
	

	PRS-SRC-C-005-O
	Publishing large objects using content indirection (PRSv1.1)
	5.1.1.2.1
	

	PRS-SRC-C-006 -O
	Publishing large objects using direct content (PRSv1.1)
	5.1.1.2.2
	

	PRS-SRC-C-007 -O
	IMS SIP PUBLISH Method (PRSv1.1)
	11.2
	

	PRS-SRC-C-008-O
	NON-IMS SIP PUBLISH Method (PRSv1.1)
	11.2
	

	PRS-SRC-C-009-O
	Limiting the rate of publications (PRSv1.1)
	5.1.1.3
	

	PRS-SRC-C-010-M
	Setting “entity” attribute of <presence> element to registered PUI (PRSv1.1)
	5.1.1
	PRS-SRC-C-007-O

	PRS-SRC-C-011-O
	Compression of a PUBLISH request (PRSv1.1)
	5.1.1.4
	

	PRS-SRC-C-012-O
	Permanent Presence State (PRSv2.0)
	5.1.1.5
	

	PRS-SRC-C-013-O
	Optimizing publication of Presence Information (PRSv2.0)
	5.1.3
	


A.2 Presence Server

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	







	
	
	
	
	






	
	
	
	
	







	
	
	
	
	







	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	Item
	Function
	Reference
	Requirement

	PRS-PS-S-001-M
	Presence Data Model (PRSv1.1)
	10.1
	

	PRS-PS-S-002-M
	Event State Compositor and handling SIP PUBLISH, according to [RFC3903] (PRSv1.1)
	5.5.1
5.5.1.1
	PRS-PS-S-009-O OR PRS-PS-S-010-O

	PRS-PS-S-003-M
	application/pidf+xml content type, according to [RFC3863] (PRSv1.1)
	5.5.1
	

	PRS-PS-S-004-M
	Presence publication authorisation (PRSv1.1)
	5.5.1.2
	

	PRS-PS-S-005-O
	Handling partial publications (PRSv1.1)
	5.5.1.3
	

	PRS-PS-S-006-O
	Handling publication of large objects using content indirection (PRSv1.1)
	5.5.1.4
	

	PRS-PS-S-007-O
	Handling publication of large objects using direct content (PRSv1.1)
	5.5.1.4
	

	PRS-PS-S-008-O
	Permanent Presence State (PRSv2.0)
	5.5.1.5
	

	PRS-PS-S-009-O
	IMS SIP PUBLISH Method (PRSv1.1)
	11.2
	

	PRS-PS-S-010-O
	NON-IMS SIP PUBLISH Method (PRSv1.1)
	11.2
	

	PRS-PS-S-011-M
	Presence information Subscriptions (PRSv1.1)
	5.5.2
	PRS-PS-S-013-O OR PRS-PS-S-014-O

	PRS-PS-S-012-O
	Local policy to limit the maximum number of simultaneous subscriptions to a Presentity (PRSv2.0)
	5.5.2
	

	PRS-PS-S-013-O
	IMS SIP SUBSCRIBE Method (PRSv1.1)
	11.1
	

	PRS-PS-S-014-O
	NON-IMS SIP SUBSCRIBE Method (PRSv1.1)
	11.1
	

	PRS-PS-S-015-M
	Presence Information Notifications (PRSv1.1)
	5.5.2
5.5.3.7
	PRS-PS-S-018-O OR PRS-PS-S-019-O

	PRS-PS-S-016-O
	Handling notification of large objects using content indirection (PRSv1.1)
	5.5.2.1
	

	PRS-PS-S-017-O
	Handling notification of large objects using direct content (PRSv1.1)
	5.5.2.1
	

	PRS-PS-S-018-O
	IMS SIP NOTIFY Method (PRSv1.1)
	11.3
	

	PRS-PS-S-019-O
	NON-IMS SIP NOTIFY Method (PRSv1.1)
	11.3
	

	PRS-PS-S-020-M
	Apply Composition Policy (PRSv1.1)
	5.5.3.1
	

	PRS-PS-S-021-M
	Fetch Presence Authorisation Rules from Presence XDMS (PRSv1.1)
	5.5.3.2
5.5.5
	

	PRS-PS-S-022-O
	Subscription to Presence Authorisation Rules changes (PRSv2.0)
	5.5.3.2
5.5.5
	

	PRS-PS-S-023-M
	Fetch URI List(s) from Shared List XDMS (PRSv1.1)
	5.5.3.2
5.5.5
	

	PRS-PS-S-024-O
	Subscribe to URI List(s) changes (PRSv2.0)
	5.5.3.2
5.5.5
	

	PRS-PS-S-025-M
	Apply Presence Authorisation Rules (PRSv1.1)
	5.5.3.2
	

	PRS-PS-S-026-M
	Polite Blocking (PRSv1.1)
	5.5.3.2.1
	

	PRS-PS-S-027-O
	Apply event notification filtering (PRSv1.1)
	5.5.3.3
	

	PRS-PS-S-028-O
	Generate entity tag according to [SUBNOT-ETAGS] and suppressing notifications (PRSv2.0)
	5.5.3.4
	

	PRS-PS-S-029-M
	Apply partial notification (PRSv1.1)
	5.5.3.5
	

	PRS-PS-S-030-O
	Apply event notification throttling according to [Throttling] (PRSv2.0)
	5.5.3.6
	

	PRS-PS-S-031-M
	Watcher Information subscriptions (PRSv1.1)
	5.5.4
	PRS-PS-S-013-O OR PRS-PS-S-014-O

	PRS-PS-S-032-M
	Watcher Information notifications (PRSv1.1)
	5.5.4
	PRS-PS-S-018-O OR PRS-PS-S-019-O

	PRS-PS-S-033-O
	Triggering subscription to Watcher Information (PRSv2.0)
	5.5.4.2
	

	PRS-PS-S-034-O
	Extensions to Watcher Information content (PRSv2.0)
	5.5.4.3
	

	PRS-PS-S-035-M
	Compression of a NOTIFY request (PRSv1.1)
	5.5.6.1
	

	PRS-PS-S-036-M
	Compression of NOTIFY body using gzip (PRSv2.0)
	5.5.6.2
	


A.3 Watcher Information Subscriber

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	Item
	Function
	Reference
	Requirement

	PRS-WIS-C-001-M
	Watcher Information subscriptions (PRSv1.1)
	5.3.1
	PRS-WIS-C-003-O OR PRS-WIS-C-004-O 

	PRS-WIS-C-002-O
	Optimizing publication of Presence Information (PRSv2.0)
	5.3.1
	

	PRS-WIS-C-003-O
	IMS SIP SUBSCRIBE Method (PRSv1.1)
	11.1
	

	PRS-WIS-C-004-O
	NON-IMS SIP SUBSCRIBE Method (PRSv1.1)
	11.1
	

	PRS-WIS-C-005-M
	Watcher Information notifications (PRSv1.1)
	5.3.1
	PRS-WIS-C-006-O OR PRS-WIS-C-007-O

	PRS-WIS-C-006-O
	IMS SIP NOTIFY Method (PRSv1.1)
	11.3
	

	PRS-WIS-C-007-O
	NON-IMS SIP NOTIFY Method (PRSv1.1)
	11.3
	

	PRS-WIS-C-008-O
	Event notification filtering (PRSv1.1)
	5.3.1.1
	

	PRS-WIS-C-009-O
	Triggering subscription to Watcher Information (PRSv2.0)
	5.3.1.2
	

	PRS-WIS-C-010-O
	Compression of a NOTIFY request (PRSv1.1)
	5.3.2.1
	

	PRS-WIS-C-011-O
	Compression of Watcher Information in a NOTIFY body using gzip (PRSv2.0)
	5.3.2.2
	


A.4 Resource List Server

	
	
	
	
	

	
	
	
	
	


	
	
	
	
	


	
	
	
	
	


	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	







	
	
	
	
	







	
	
	
	
	


	Item
	Function
	Reference
	Requirement

	PRS-RLS-S-001-M
	Subscriptions to Presence List (PRSv1.1)
	5.6.1
	PRS-RLS-S-003-O OR PRS-RLS-S-004-O

	PRS-RLS-S-002-O
	Subscriptions to Request-contained Presence List according to [URILISTSUB] (PRSv2.0)
	5.6.1
	PRS-RLS-S-003-O OR PRS-RLS-S-004-O

	PRS-RLS-S-003-O
	IMS SIP SUBSCRIBE Method (PRSv1.1)
	11.1
	

	PRS-RLS-S-004-O
	NON-IMS SIP SUBSCRIBE Method (PRSv1.1)
	11.1
	

	PRS-RLS-S-005-M
	List notifications (PRSv1.1)
	5.6.1
	PRS-RLS-S-006-O OR PRS-RLS-S-007-O

	PRS-RLS-S-006-O
	IMS SIP NOTIFY Method (PRSv1.1)
	11.3 
	

	PRS-RLS-S-007-O
	NON-IMS SIP NOTIFY Method (PRSv1.1)
	11.3 
	

	PRS-RLS-S-008-M
	Back-end Subscriptions (PRSv1.1)
	5.6.2
	PRS-RLS-S-003-O OR PRS-RLS-S-004-O

PRS-RLS-S-006-O OR PRS-RLS-S-007-O

	PRS-RLS-S-009-O
	Limiting the number of back-end subscriptions (PRSv1.1)
	5.6.2
	

	PRS-RLS-S-010-O
	Event notification filtering (PRSv1.1)
	5.6.3
	

	PRS-RLS-S-011-M
	Fetch Presence List from Presence XDMS (PRSv1.1)
	5.6.4
	

	PRS-RLS-S-012-O
	Subscription to Presence List changes (PRSv2.0)
	5.6.4
	

	PRS-RLS-S-013-M
	Fetch URI List(s) from Shared List XDMS (PRSv1.1)
	5.6.4
	

	PRS-RLS-S-014-O
	Subscribe to URI List(s) changes (PRSv2.0)
	5.6.4
	

	PRS-RLS-S-015-O
	Apply event notification throttling according to [Throttling] (PRSv2.0)
	5.6.5
	

	PRS-RLS-S-016-O
	Compression of a NOTIFY request (PRSv1.1)
	5.6.6.1
	

	PRS-RLS-S-017-O
	Compression of NOTIFY body using gzip (PRSv2.0)
	5.6.6.2
	


A.5 Watcher

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	Item
	Function
	Reference
	Requirement

	PRS-WTR-C-001-M
	Presence Data Model (PRSv1.1)
	10.1
	

	PRS-WTR-C-002-M
	Presence subscriptions (PRSv1.1)
	5.2.1

5.2.2
	PRS-WTR-C-006-O OR PRS-WTR-C-007-O

	PRS-WTR-C-003-O
	Presence List subscriptions (PRSv1.1)
	5.2.2.1.1
	PRS-WTR-C-006-O OR PRS-WTR-C-007-O

	PRS-WTR-C-004-O
	Request-contained Presence List Subscription (PRSv2.0)
	5.2.2.1.2
	PRS-WTR-C-006-O OR PRS-WTR-C-007-O

	PRS-WTR-C-005-M
	Limiting the number of entries in list subscriptions (PRSv1.1)
	5.2.2.1.3
	

	PRS-WTR-C-006-O
	IMS SIP SUBSCRIBE Method (PRSv1.1)
	11.1
	

	PRS-WTR-C-007-O
	NON-IMS SIP SUBSCRIBE Method (PRSv1.1)
	11.1
	

	PRS-WTR-C-008-M
	Presence notifications (PRSv1.1)
	5.2.1

5.2.2
	PRS-WTR-C-017-O OR PRS-WTR-C-018-O

	PRS-WTR-C-009-M
	Presence information processing (PRSv1.1)
	5.2.3
	

	PRS-WTR-C-010-O
	List notifications (PRSv1.1)
	
	PRS-WTR-C-017-O OR PRS-WTR-C-018-O

	PRS-WTR-C-011-O
	Partial notification (PRSv1.1)
	5.2.4
	

	PRS-WTR-C-012-O
	Event notification filtering (PRSv1.1)
	5.2.5
	

	PRS-WTR-C-013-O
	Handling notification of large objects using content indirection (PRSv1.1)
	5.2.6.1
	

	PRS-WTR-C-014-O
	Handling notification of large objects using direct content (PRSv1.1)
	5.2.6
	

	PRS-WTR-C-015-O
	Conditional event notification according to [SUBNOT-ETAGS] (PRSv2.0)
	5.2.7
	

	PRS-WTR-C-016-O
	Event notification throttling according to [Throttling] (PRSv2.0)
	5.2.8
	

	PRS-WTR-C-017-O
	IMS SIP NOTIFY Method (PRSv1.1)
	11.3
	

	PRS-WTR-C-018-O
	NON-IMS SIP NOTIFY Method (PRSv1.1)
	11.3
	

	PRS-WTR-C-019-O
	Compression of a NOTIFY request (PRSv1.1)
	5.2.9.1
	

	PRS-WTR-C-020-O
	Compression of Presence Information in a NOTIFY body using gzip (PRSv2.0)
	5.2.9.2
	


A.6 Watcher Agent
	Item
	Function
	Reference
	Requirement

	PRS-WA-S-001-M
	Watcher service authorisation (PRSv2.0)
	5.4.1
	


A.7 XDM Client

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	Item
	Function
	Reference
	Requirement

	PRS-XDM-C-001-M
	Mandatory XDMC functions (PRSv1.1)
	5.7
	

	PRS-XDM-C-002-O
	Optional XDMC functions (PRSv1.1)
	5.7
	

	PRS-XDM-C-003-M
	Presence Authorisation Rules Application Usage (PRSv1.1)
	5.7
	

	PRS-XDM-C-004-M
	Presence List Application Usage (PRSv1.1)
	5.7
	

	PRS-XDM-C-005-M
	URI List Application Usage (PRSv1.1)
	5.7
	

	PRS-XDM-C-006-O
	Permanent Presence State Application Usage (PRSv2.0)
	5.7
	


A.8 Presence XDMS

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	Item
	Function
	Reference
	Requirement

	PRS-PRSXDM-S-001-M
	Mandatory XDMS functions (PRSv1.1)
	5.8
	

	PRS-PRSXDM-S-002-O
	Optional XDMS functions (PRSv1.1)
	5.8
	

	PRS-PRSXDM-S-003-M
	Presence Authorisation Rules Application Usage (PRSv1.1)
	5.8
	

	PRS-PRSXDM-S-004-O
	Permanent Presence State Application Usage (PRSv2.0)
	5.8
	

	PRS-PRSXDM-S-005-M
	Subscription to XML Document Changes (PRSv2.0)
	5.8
	


A.9 RLS XDMS

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	Item
	Function
	Reference
	Requirement

	PRS-RLSXDM-S-001-M
	Mandatory XDMS functions (PRSv1.1)
	5.8
	

	PRS-RLSXDM-S-002-O
	Optional XDMS functions (PRSv1.1)
	5.8
	

	PRS-RLSXDM-S-003-M
	Presence List Application Usage (PRSv1.1)
	5.8
	

	PRS-RLSXDM-S-004-M
	Subscription to XML Document Changes (PRSv2.0)
	5.8
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