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1 Reason for Contribution

In the current version of the OSPE RD, there is no distinction between the Trace Session and the Trace Recording Session. This contribution proposes the addition of the corresponding definitions. Based on those definitions, better and more precise requirements can be specified. 
2 Summary of Contribution

See section 3.

3 Detailed Proposal

3.2 Definitions

Definitions contained in [Dictionnary] are not repeated here.

	Component
	A replaceable/reusable unit in the service provider system that is responsible for a particular set of functionality and associated information

	Control Plane
	TBD

	Mark
	The activities and processes involved in preparing the end-user’s device to create and insert an service level tracing trace trigger request, and populate the associated information elements, the next time the end-user initiates a particular service

	Mark Device Request
	A request, initiated by the Service Provider, which instructs the device to create and insert an service level tracing trace trigger request in the service establishment phase, only when the user of that device next initiates a request for a service

	Mark Device
	A device that has received a mark device request from a Service Provider, and which will create and insert an service level tracing trace trigger request when the user of the device next initiates a request for a service

	Service Chain
	A concatenation of enabler implementations that is used to support a service offering

	Service Level Tracing Global Unique Identifier
	An identifier that uniquely identifies an individual service level trace

	Service Level Tracing Sequence Number
	A number that is incremented each time the service level tracing trace trigger request is propagated through each enabler implementation forming the service chain. The sequence number is used to help the Service Provider order the retrieved logged information

	Service Level Tracing Trace Trigger Request
	A request that is inserted in the control plane and which is propagated through each enabler implementation forming the service chain. When an enabler implementation receives a service level tracing trace initiation request token, it will invoke its service level tracing functionality

	User Plane
	TBD

	Trace Recording Session
	Time interval within a Trace Session while trace records are generated for the object being traced.
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Figure 1: Trace Recording Session



	Trace Recording Session Reference
	Identifies a Trace Recording Session within a Trace Session.

	Trace Reference
	Identifies a Trace Session and is globally unique (see figure 2)

	Trace Session
	Time interval started with a Trace Session Activation and lasts until the Deactivation of that specific Trace Session (see figure 2)
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Figure 2: Trace Session




3.3 Abbreviations

.

.

.

6 Requirements

6.1 High-Level Functional Requirement

Service Life-Cycle Management Requirements

.

.

.

Service level tracing requirements

.

.

.
[SLT-HL-9] After the enabler implementation completes its phase of the service for the Trace Session it shall transfer the Trace Session to request to the next implementation (e.g. enabler or application) within the service chain as soon as possible, according to Trace Session data. After the Trace Session is started in the the enabler implementation, it shall start detetcting if a Trace Recording Session shall be started. When a match is found for the SLT trigger request logging should start.
.

.

.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To review, agree and include the new requirements as described in section 3 in to section 6 of the OSPE RD.
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