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1 Reason for Change

Note that this CR proposes to move SUP description to paragraph 5.3.2 SUPM-1 interface description and impacts where comments  A021, A023, A024 need to be corrected.

	A022 
	2010.02.10
	T
	5.0 fourth para from end
	Source: OMA-ARC-SUPM-2010-0017R02, Huawei

Form: INP doc

Comment:  “not tied to the physical technology used to access the user’s information” – does “access” have a physical technology (which I think of as silicon or metal).  
Proposed Change:  delete “physical”.  Is “access” or is “storage” the key aspect, or perhaps both??
	Status: Closed by CR #0049

Text is removed. 


	A025
	2010.02.14
	E
	5.0 


	Source: OMA-ARC-SUPM-2010-0027, Alcatel-Lucent

Form: INP

Comment: Section 5 is mostly redundant with section 4 and with technical description. Simplify and move details in detailed sections. 
Proposed Change: Section 5.0: “SUPM architecture specifies one interface and one component described in following sections.” 

Move description of User profile data (paragraph 2 plus bullets, and paragraph 5) to the SUPM-1 interface definition section. Explain better “computed type”

Move paragraph 4 to SUPM component description or to informal appendix. Clarify the second sentence by removing “even if SP may not be able to identify all the resources that manage/use this information”
	Status: Closed with CR #0049
See also A0071

. 


	A071
	2010.02.14
	T
	5.0 
	Source: OMA-ARC-SUPM-2010-0031, TMO

Form: INP

Comment:  This section consists of information either expected in the introduction section (here redundant) or in detailed technical description (there missing).

Proposed Change:  move text to appropriate sections
	Status: Closed with CR #0049
Related to A0025




2 Impact on Backward Compatibility

n/a

3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

ARC is kindly requested to review and agree the changes detailed in section 6 below.
6 Detailed Change Proposal

Change 1:  Updates to chapter 5.0 Architecture Model
SUPM architecture specifies one interface and one component described in following sections.









Change 2:  Updates to chapter 5.3.2 SUPM-1 Interface

This interface provides the entry point to SUPM enabler for data consumers.
It operates in real-time, following a request/response model.
The request contains the following information related to the operation to be performed:

· Identification of the user 

· Type of operation: read/update/create/delete
· Identification of the set of data 
SUPM-1 interface gives access to User’s  Service User Profile Information. This information can be static or dynamic; managed by Service Providers, users and/or other principals; explicitly specified by someone or computed (e.g., based on user data or user actions):

-  related to the user himself, the services he uses, the preferences he has  (often static type) 

-  related to the current situation of the user, such as location, presence, current device capabilities (often dynamic type)

-  related to User’s Characteristic Description Information (often computed type)

Change 3:  Updates to chapter 5.3.1 SUPM Component Description

This component allows a data consumer to read, update, create, or delete Service User Profile data for a specific user.  If needed, this component may perform some data transformation (for data to be presented in a given way), as well as some data consolidation (grouping of data).
The read operation requests the SUPM Component to return a single value for each data element indicated in the request.
To perform its role, the SUPM component executes the following features:

· Analysis and validation of the request: decodes the request in terms of which data elements are to be accessed, and what operation is to be performed on those data elements
· For each data element, determine where the data is stored, performs the requested operation, and captures any resulting information to be returned to the data consumer.  The format of the data may have to be changed between the incoming request, where it is actually stored, and the outgoing response.
So SUPM provides access to existing information. It uses the existing interfaces to manage/use that information without making copies, duplication, and without changing the existing interfaces.  

Note that sometimes it is needed to collect some data element before determining where and how to access other data elements.
Note that in the implementation, SUPM Component could cache the Service User Profile data retrieved from different data sources. The cached Service User Profile data should be kept consistent and how to achieve this is out of scope of SUPM enabler.

Note that in the implementation, the user identifier used in the SUPM-1 interface may need to be mapped by the SUPM component to the various identifiers used across the different data sources (e.g. map MSISDN to SIP URI).
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