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1. Scope


This document aims at specifying
· the common template for KPI definition 

· the functions and interface of KPIinOMA-enabled instance

· the expected behaviors of KPIinOMA-enabled instance 

The common template for KPI definition specifies all the fields for the KPI definition. All of the KPI definition for different OMA Enabler will follow the same template.

These functions and behaviors of KPIinOMA-enabled instance relate to:

· Performance Measurement Collection function

· Performance Measurement Reporting function

· Configuration function

This document also specifies the message flows, message patterns and data formats used for message exchanges between KPIinOMA-enabled instance and requestor (Operational Environment). The parameters used for the message will be specified as well.
2. References

2.1 Normative References

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC4234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. October 2005, URL:http://www.ietf.org/rfc/rfc4234.txt

	[SCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures, URL:http://www.openmobilealliance.org/

	[OMA-KPIinOMA-RD]
	“Key Performance Indicators for OMA Enablers Requirements”, Open Mobile Alliance™, OMA-RD-KPIinOMA-V1_0, URL:http://www.openmobilealliance.org/ 

	[OMA-KPIinOMA-AD]
	“Key Performance Indicators for OMA Enablers Architecture”, Open Mobile Alliance™, OMA-AD-KPIinOMA-V1_0, URL:http://www.openmobilealliance.org/ 


2.2 Informative References

	 [OMADICT]
	“Dictionary for OMA Specifications”, Version x.y, Open Mobile Alliance™,
OMA-ORG-Dictionary-V2_7, URL:http://www.openmobilealliance.org/

	
	

	
	


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.
3.1.1 Additional Conventions
Explanation of the XML Type in tables is as follows:

· E = Elements
· A = Attributes
· 1,2,3, etc = nesting level of the element

· Attributes apply to the parent Element.

Each message start with a message element, noted as E.

The cardinality of the data type is “1” unless specified otherwise. Explanation of the data type canrdinality in message Tables is as follow:

· 0..1 means the parameter is either missing or has exactly one occurrence

· 0..unbounded means the parameter has zero or more occurrences.

· 1..unbounded means the parameter has one or more occurrences.

Informative illustration of a table:

	Parameter name
	XML Type
	Data type
	Description

	Message Name
	E
	
	Indicates the name of the message.

	Name
	E1
	String
	Indicates the name of the element.

	SubName
	A
	Byte [0..unbounded]
	Indicate the possible subNames of the Name element.


3.2 Definitions

	Key Performance Indicator
	See [OMA-KPIinOMA-RD]

	KPIinOMA-enabled Instance
	See [OMA-KPIinOMA-RD]

	Operational Environment
	See [OMA-KPIinOMA-RD]

	Performance Measurement 
	See [OMA-KPIinOMA-RD]


3.3
Abbreviations

	KPI
	Key Performance Indicator

	KPIinOMA
	Key Performance Indicators in OMA

	OMA
	Open Mobile Alliance

	
	


4. Introduction


· 
· 
· 
· 

This document defines the interface and functionalities of Key Performance Indicators in OMA (KPIinOMA) based on requirements defined by the KPIinOMA Requirement Document [KPIinOMA-RD] and in accordance with the architecture defined by the KPIinOMA Architecture Document [KPIinOMA-AD].

Section 5 contains the template for the KPI definition.
Section 6 contains the detailed functional descriptions and operations of the KPIinOMA enabler.
Section 7 contains the description of the message exchange patterns, operations and parameters of the KPI-1 interface.
Section 8 contains interface message bindings and message data formats over the selected protocols.
Section 9 contains details on security considerations between KPIinOMA-enabled Instance and the requestor (Operational Environment).
4.1 Version 1.0
The KPIinOMA Technical Specification covers all requirements [KPIinOMA-RD] of KPIinOMA V1.0.


4.2 



4.2.1 


5. KPI Definition Template
When defining the KPIs for individual enablers, each KPI SHALL follow the template below. All fields are mandatory, unless indicated otherwise.


[image: image2]
Editor’s note: make this box a table
Following section will be the detail description for above fields.

5.1 Name

This field is the name of the KPI. The name of the KPI MUST be unique.

5.2 Description
This field is the brief description of the KPI.

5.3 Purpose

This field is the purpose of the KPI, to describe what kind of information or requirement will be reflected for the service delivered by the KPIinOMA-enabled instance.

5.4 Formula
This field is the formula of the KPI. The field is used to explain how to calculate the KPI based on the collected Performance Measurement. 

The formula of one KPI can reference another KPI. The referred KPI MUST be defined beforehand and be enclosed in square brackets.

5.5 Unit

This field is the unit information of the KPI, which could be percentage, time interval, bit/s and etc. 
5.6 Data Type

This field is the data type and the accuracy information of the KPI, which could be real, integer and etc
5.7 Reporting Frequency
This field is the minimal reporting frequency for the KPI, e.g. every five minutes.
5.8 Reporting Duration

This field is the period for which the KPI will be reported. The KPI reporting duration could be calculated as multiples of the reporting frequency. How to calculate is out of scope for KPI definition.

5.9 Data Source
This field is about the data source of the KPI, which could be the KPIinOMA-enabled Instance, such as CPM, CAB and etc.
5.10 Category (optional)
This field is the KPI category information, which is used by OE to categorize different KPIs. This field is an optional field.
6. KPIinOMA Functions and Operations

7. KPI-1 Interface
8. Protocol Bindings
KPI-1 is an interface exposed by the KPIinOMA-enabled Instance to the requestor (Operational Environment). 
The KPI-1 interface allows the requestor (Operational Environment) to:

· query Performance Measurement, KPI data or configuration data,
· receive Performance Measurement and/or KPI data reported from KPIinOMA-enabled Instance,
· request the Performance Measurement collection, and 
· accomplish configuration to KPIinOMA-enabled Instance.
Messages over KPI-1 interface are defined, each of which contains a number of required parameters, as described below.
8.1 HTTP Binding
8.1.1 Performance Measurement Report
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Figure 1: Flow of Performance Measurement Report
	Message
	Requirement
	Direction

	InstancePMReport
	Mandatory
	KPIinOMA-enabled Instance ( Operational Environment


8.1.1.1 InstancePMReport message

This message is used by the Operational Environment to receive Performance Measurement reported from the KPIinOMA-enabled Instance.
It is assumed that the underlying transport layer is responsible for acknowledgement of Performance Measurement report. 

The parameters are defined in the table below:
	Parameter name
	XML Type
	Data type
	Description

	InstancePMReport
	E
	String
	Indicate the name of the message.

	InstanceID
	A
	String
	Indicates the KPIinOMA-enabled Instance reporting the Performance Measurement.

	PerformanceMeasurement
	E1
	Structure [1..unbounded] 
	Indicates the reported Performance Measurement.

There can be multiple Performance Measurements reported at the same time.
Editor’s Note: Detailed Structure is TBD.


Table 1: InstancePMReport message parameters
8.1.2 Configuration Command 


[image: image4]
Figure 2: Flow of Configuration Command
	Message
	Requirement
	Direction

	OEConfigurationCmd
	Mandatory
	KPIinOMA-enabled Instance ( Operational Environment


8.1.2.1 OEConfigurationCmd message

This message is used by the Operational Environment to send the configuration command the KPIinOMA-enabled Instance.
It is assumed that the underlying transport layer is responsible for acknowledgement of configuration command. 

The parameters are defined in the table below:
	Parameter name
	XML Type
	Data type
	Description

	OEConfigurationCmd
	E
	String
	Indicate the name of the message.

	OEID
	A
	String
	Indicates the identifier of the Operational Environment.

	ConfigurationInfo
	E1
	Structure 
	Indicates the configuration information.

Editor’s Note: Detailed Structure is TBD.


Table 2: OEConfigurationCmd message parameters
9. Security Considerations

10. 

10.1 

10.1.1 

10.1.1.1 



	
	
	

	
	
	

	
	
	



Appendix A. Change History
(Informative)


A.1 Approved Version History

	Reference
	Date
	Description

	n/a
	n/a
	No prior version –or- No previous version within OMA

	OMA-xxyyz-V1_0-20021001-A
	01 Oct 2002
	Initial document to address the basic starting point

   Ref TP Doc# OMA-TP-2002-1234-xxyyzForApproval

	OMA-xxyyz-V1_1-20030405-A
	05 Apr 2003
	description of changed

   Ref TP Doc# OMA-TP-2003-0321-xxyyzV1_1forApproval


A.2 Draft/Candidate Version 1.0 History


	Document Identifier
	Date
	Sections
	Description

	Draft Versions

OMA-TS-KPIinOMA-V1_0
	07 Apr, 2010
	all
	Incorporates input to committee:

 OMA-ARC-KPIinOMA-2010-0017-INP_TS_Baseline


	
	19 May, 2010
	all
	Incorporates agreed inputs:
OMA-ARC-KPIinOMA-2010-0031R01-CR_KPI_Template_Definition;
OMA-ARC-KPIinOMA-2010-0032-CR_Definitions_and_Abbreviations;

OMA-ARC-KPIinOMA-2010-0033R01-CR_Scope;

OMA-ARC-KPIinOMA-2010-0034R01-CR_TS_Introduction;

OMA-ARC-KPIinOMA-2010-0035R02-CR_TS_KPI_1_Interface;

OMA-ARC-KPIinOMA-2010-0036R01-CR_TS_Configuration_Message.

	
	
	
	


	

	
	
	


	

	
	
	


	

	
	
	


	
	
	
	




	
	
	
	





Appendix B. Static Conformance Requirements
(Normative)

The notation used in this appendix is specified in [SCRRULES].


B.1 SCR for XYZ Client

	Item
	Function
	Reference
	Requirement

	XYZ-C-001-M
	Something mandatory
	Section x.y
	(XYZ-C-004-O OR XYZ-C-003-M) AND
 XYZ-C-002-O

	XYZ-C-002-O
	Something optional
	Section x.y
	

	XYZ-C-003-M
	Dependencies on ZYX
	Section x.y
	ZYX:MCF

	XYZ-C-004-O
	Dependencies on ZYX
	Section x.y
	ZYX:OCF


B.2 SCR for XYZ Server

	Item
	Function
	Reference
	Requirement

	XYZ-S-001-M
	Something mandatory
	Section x.y
	XYZ-S-004-O OR XYZ-S-002-O OR XYZ-S-003-M

	XYZ-S-002-O
	Something optional
	Section x.y
	

	XYZ-S-003-M
	Dependencies on ZYX
	Section x.y
	ZYX:MSF

	XYZ-S-004-O
	Dependencies on ZYX
	Section x.y
	ZYX:OSF


Appendix C. 



C.1 

C.1.1 

C.1.1.1 

Name


Description


Purpose


Formula


Unit


Data Type


Reporting Frequency


Reporting Duration


Data Source


Category (optional)





Operational Environment





KPIinOMA-enabled Instance





InstancePMReport





Operational Environment





KPIinOMA-enabled Instance





OEConfigurationCmd
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