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1 Reason for Contribution

As identified by CPM-AD, the charging architecture will be charging enabler talking with six functions identities to perform charging. This should be aligned before we developing the chargeable events. 
2 Summary of Contribution

This contribution is intended to align the charging architecture of CPM AD as a new baseline for further CPM charging architecture.
3 Detailed Proposal

Change 1:  Change to Reference Section
2.1 Normative References

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[CPM-AD]
	“Converged IP Messaging Architecture ”, Open Mobile Alliance™, 
OMA-AD_CPM-V1_0, URL: http://www.openmobilealliance.org/ 

	[OMA-CHRG-AD]
	“Charging Architecture”, Open Mobile Alliance™, OMA-AD-Charging-V1_0, URL:http://www.openmobilealliance.org/


2.2 Informative References

	[OMADICT]
	“Dictionary for OMA Specifications”, Version x.y, Open Mobile Alliance™,
OMA-ORG-Dictionary-Vx_y, URL:http://www.openmobilealliance.org/

	[RFC3261]
	IETF RFC 3261: "SIP: Session Initiation Protocol".

	[RFC3265]
	IETF RFC 3966: "The tel URI for Telephone Numbers".


Change 2:  Add the following section  to Architecture section 5
5.1 CPM Offline Charging Architecture

The architecture for CPM offline charging is described in the following figure. As identified in the [CPM-AD], the  Application Control Function, Interworking Function(s), Content Storage Server, Message Storage Server, CPM Participating Function, CPM Controlling Function will talk with Charging Enabler for offline charging. The CH-1 interface is described in [OMA-CHRG-AD].

[image: image1]
5.2 CPM Online Charging Architecture

The architecture for CPM offline charging is described in the following figure. As identified in the [CPM-AD], the  Application Control Function, Interworking Function(s), Content Storage Server, Message Storage Server, CPM Participating Function, CPM Controlling Function will talk with Charging Enabler for online charging. The CH-2 interface is described in [OMA-CHRG-AD].
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4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation
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