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1 Reason for Change

This CR will try to describe some clerical changes

2 Impact on Other Specifications

None 

3 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

4 Recommendation

Review and incorporate into CPM Charging TS.
5 Detailed Change Proposal

Change 1:  Change to section 4

4. Introduction

Offline and Online charging for the OMA Charging Enabler are defined in the OMA Charging respectively.
Change 2:  Changes to section 5
5. CPM Charging Architecture
The OMA CPM service general architecture is described in [CPM-AD]. Figure 1 depicts the CPM charging architecture.
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Figure 1 Charging architecture for CPM charging
In this figure:

· CH-1 is Offline charging reference point between CPM Server and the Offline Function of the Charging Enabler.
· CH-2 is Online charging reference point between CPM Server and the Online Function of the Charging Enabler.
The OMA CPM Server MAY comprise of the Charging Enabler User, an integrated function that monitors and generates the charging events, sends the charging requests to the Charging Enabler and receives the responses from the Charging Enabler, over the CH-1 or the CH-2 interface, or both.
The OMA CPM Enabler defines following functions:

· Participating function

· Controlling function
· Application Control Function
· Message Storage Server
· Content Storage Server

· Interworking Function
When the OMA CPM server serves as the controlling function, the Charging Enabler User SHALL generate charging requests for all the users in that session. However, if the OMA CPM server serves as a CPM participating function, then it SHALL provide charging requests only for its users, only if the CPM participating function is in a different network than the controlling function. If the CPM participating function is in the same administrative domain as the CPM controlling function, then the CPM participating function MAY generate charging information only for its own users. A Charging Enabler SHALL consider the charging requests from the CPM controlling function and CPM participating function as independent requests.
Regardless the CPM Application Control Function deployed as a separate physical component or co-located with the CPM Participating Function, when OMA CPM participant function happens communication with applications, the Charging Enabler User SHALL generate charging requests for the users of the OMA CPM participating function according to the scheme of that application.
When OMA CPM Message Storage Server serves storing service for CPM messages of CPM sessions, the Charging Enabler User SHALL generate charging requests for the users of the OMA CPM participating function according to the scheme of CPM Message Storage.
When OMA CPM Content Storage Server serves storing service for contents of CPM sessions, the Charging Enabler User SHALL generate charging requests for the users of the OMA CPM participating function according to the scheme of CPM Message Storage.
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