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1 Reason for Change

This contribution adds new mapping of IM Information to OMA Charging Data Elements.
2 Impact on Backward Compatibility

The parameters have not previously been mapped.
3 Impact on Other Specifications

No impacts known.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Include the changes in the document.
6 Detailed Change Proposal

Change 1:  Definition and mapping of charging information
7. Definition of charging information

7.1 Definition of the IM Information

IM specific charging information is provided within the IM Information. The detailed structure of the IM-Information can be found in table Table 1. 
	IM Field Name
	Category
	Type
	Description
	OMA Charging Data Element

	IM Server Role
	OM
	Enumerated 
	Identifies the IM server function as participating function, controlling function.
	Role of node

	IM User Role
	OC
	Enumerated 
	Identifies if the IM user is the owner of the session or the normal participant 
	Role of User

	IM Messaging Service
	OM
	Enumerated
	Identifies the type of the IM session as: Pager mode, Large message mode, Session mode, conversation history , 
	Service Identifier

	IM Message Service Type
	OC
	Enumerated
	Identifies the type of the service as 

Sending, Receiving, Retrieval, Inviting, Leaving, Joining.
	New AVP: 

	
	
	
	
	

	Number of Participants
	OC
	Integer
	Indicates the number of invited parties of the IM session when included in the initial charging request message. When included in interim / update charging messages, it indicates the number of parties currently who are attached to the session at the time the interim / update charging messages are sent.
	Number Of Participants

	List Of Participants
	OC
	String
	Holds the information for participants, e.g., the addresses.
	Participant Group

	Called Party Address
	OC
	String
	The address of the participants can be of the following type:

- SIP URI

- TEL URI
	Called Party Address

	IM Server Identity
	OC
	String


	Identifies the IM server 
	Application Server Id

	IM Group Name
	OC
	String


	Identifies a pre-defined group 
	Group Name

	IM Session Id
	OC
	Integer
	Uniquely identifies an IM session.


	Application Session Id



	Served Party
	OM
	String


	Holds the identity of the party that the charging information relates to. 
	Subscription Id

	Inter Operator Identifier
	OC
	Integer
	The IOI identifies both originating and terminating networks involved in a session/transaction. The IOI may be generated from each side of session/transaction to identify the home networks associated with each side. The orig-ioi and term-ioi parameters of P-Charging-Vector represent the originating and terminating operator identifiers. For further information regarding the composition and usage of the orig-ioi and term-ioi parameters refer to RFC 3455
	Inter Operator Identifier

	Access Network Identifier
	OC
	String
	This identifies the access network and may be populated if available.
	Access Network Charging Identifier Value

	MSRP info
	OC
	Group
	Identifies the information of MSRP message
	Message Body

	     Content Type
	OC
	Enumerated
	Identifies the 
	Content Type

	
	
	
	
	

	     Message Size
	OC
	Integer
	Identifies the content summary delivered in MSRP 
	Content Length

	Delivery status
	OC
	String
	Identifies if the message is successfully or unsuccessfully sent
	Delivery Status

	Total Number of messages sent
	OC
	Integer
	Identifies the total Number of messages (incremental) sent during a specified time interval within an IM session by a single user.
It also applies to number of messages sent when not within an IM session.
	Service Specific Units

	Total Number of messages exploded
	OC
	Integer
	Number of exploded message is number of messages sent multiplied by number of recipients.
Identifies the total Number of messages (incremental) exploded during a specified time interval within an IM session on behalf of a single sender.
It also applies to number of messages exploded when not within an IM session.
	

	Number of messages successfully sent 
	OC
	Integer
	Identifies the total Number of messages successfully sent by a user during a portion of an IM session.
	New AVP: 

	Number of messages successfully exploded 
	OC
	Integer
	Identifies the total Number of messages successfully exploded on behalf of a user during a portion of an IM session
	New AVP: 

	Charging Correlation Identifier
	OC
	Integer
	Identifies the correlation information to correlate with bearer network. It can be populated from 'icid-value', a mandatory part of the P-Charging-Vector and coded as a text-based UTF-8 charset (as are all SIP messages). For further information regarding the composition and usage of the P-Charging-Vector refer RFC 3455 [reference code xxx]
	Application Charging Identifier

	
	
	
	
	

	SIP Method
	OC
	
	Specifies the SIP-method for which the CDR is generated. Only available in session unrelated cases. 
	SIP Method

	Expires Information
	OC
	
	This field indicates the validity time of either the SIP message or its content, depending on the SIP method.
	Expires

	
	
	
	
	


	Service Request Time Stamp
	OM
	
	This field contains the time stamp which indicates the time at which the service was requested. This parameter corresponds to SIP Request Timestamp. Present with Charging Data Request [Start] and Charging Data Request [Event].
	Event Timestamp

	Service Delivery Start Time Stamp
	OM
	
	This field holds the time stamp reflecting either: successful session set-up, a delivery unrelated service, an unsuccessful session set-up and an unsuccessful session unrelated request. This parameter corresponds to SIP Response Timestamp. Present with Charging Data Request [Start] and Charging Data Request [Event].
	SIP Request Timestamp

	Service Delivery End Time Stamp
	OC
	
	This field records the time at which the service delivery was terminated. It is Present only in SIP session related case. This parameter corresponds to SIP Request Timestamp.  Present with Charging Data Request [Stop].
	SIP Response Timestamp

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	Service Reason Return Code
	OM
	
	This parameter provides the returned SIP status code for the service request for the successful and failure case,
	Cause Code


Table 1 Structure of the IM_Information
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