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1 Reason for Change

This Change Request introduces a translation to show two different deployment scenarios, where the Ro and Rf reference points could be used either as I0 or I2 interfaces.
2 Impact on Backward Compatibility

No impact.

3 Impact on Other Specifications

No impact.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Include the change in the OMA-TS-3GPP_3GPP2_Charging_in_OMA-V1_0.
6 Detailed Change Proposal

5.2  3GPP/2 Charging Architecture model supporting OSE (Normative)

The main components of the 3GPP and 3GPP2 charging architecture in relation to enablers are depicted in Figure 1 together with the interfaces between Charging and the enabler implementations. The Charging interfaces are described in chapter Error! Reference source not found. and the functionalities of the main Charging elements in the figure are described in chapter Error! Reference source not found..


[image: image1.wmf] 

 

Charging Enabler User

 

CH

-

2

 

CH

-

1

 

OCS

 

Adaptation

 

CDF

 

CGF

 

3GPP/2

 

Charging Enabler

 

Ro

 

Rf

 

I0/I2

 

I0/I2

 

I0

 

CH

-

2

 

CH

-

1

 

I0

 



Figure 1: OMA service enabler interfaces to 3GPP/2 Charging

The OCS implements the following functions from the Charging Architecture Document: Quota Management, Rating, Credit Authorization and Account Management.

The CGF together with CDF implements the following functions from the Charging Architecture Document: Correlation/Aggregation.

The picture above shows how the reference points, Ro and Rf, in 3GPP/2 can be reused in OMA in two different deployment scenario as either I0 or I2 interfaces. The Rf reference point corresponds to the CH-1 interface, and Ro to CH-2. The functions of the Charging Enabler are in these deployment scenario implemented by the 3GPP/2.
In a deployment scenario where Ro and Rf reference points are used as I2 interfaces there is a need for some kind of adaptation between the Charging Enabler User and 3GPP/2 network, and in the case Ro and Rf reference points are used as I0 the corresponding functionality of the adaptation could be seen as implemented by the Charging Enabler User.
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