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	Doc to Change:
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	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Mingjun Shan, Huawei, shan.mingjun@huawei.com
Dong Bin, China Telecom dongbin@sttri.com.cn

	Replaces:
	<previous revision DocIdent of CR> or n/a


1 Reason for Change

MSCC definition in 3GPP was changed to use ‘Trigger’ as grouped Trigger-Type to enabler and disable the Trigger condition. Otherwise, OCS can’t disable all the trigger type armed by it to charging enabler user. In this case, Trigger AVP as GROUP type can not be present multiple times
Since OMA re-use 3GPP definition, OMA should align this with 3GPP

2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To discuss and agree the CR
6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

<this is where the actual text or description of activity is placed.  Note that the common Word Document Styles are available to be used so that simple cut-n-paste items from a specification or similar document can occur (somewhat unique styles are used for the section heads in this doc).

· To preserve document numbering after doing a cut-n-paste, select the paragraph in question (e.g. Heading 1-5) select Bullets and Numbering under the Word Format menu, Select the Outline Numbering tab and hit the Customize button where you can then set the starting values for the different levels of the outline.

· For changes to existing text, please use change tracking to capture changes being performed.

· When there are multiple changes in the document, use the AltChangeList paragraph to separate changes.

>

Change 2:  Another change

6.1.1 Summary of AVPs used on CH-2

The following table lists the Diameter AVPs specifically re-used by OMA for the Online Charging interface (CH-2).

The table contains the following information:

· AVP Name: The name used in Diameter.

· AVP Code: The AVP Code used in the Diameter AVP Header.

· Used in CCR: Indicates if it is mandatory, optional or not used in the CCR command.

· Used in MSCC CCR: Indicates if it is mandatory, optional or not used in the Multiple Services Credit Control parameter in the CCR command.

· Used in CCA: Indicates if it is mandatory, optional or not used in the CCA command.

· Used in MSCC CCA: Indicates if it is mandatory, optional or not used in the Multiple Services Credit Control parameter in the CCA command.

· AVP Defined: A reference to where this AVP is defined.

· Value Type: The Diameter format of the AVP data as defined in Basic or Derived AVP Data Format.

· AVP Flag Rules: The rules for how the AVP Flags in the AVP Header may be set.

· May Encr.: Indicates if the AVP may be encrypted or not.

	AVP Name
	AVP Code
	Used in
	AVP defined
	Value Type
	AVP Flag rules
	May Encr.

	
	
	CCR
	CCR
MSCC
	CCA
	CCA
MSCC
	
	
	Must
	May
	Should
not
	Must
not
	

	Auth-Application-Id
	258
	M
	-
	M
	-
	[RFC3588]
	Unsigned32
	M
	P
	-
	V
	N

	CC-Input-Octets
	412
	-
	O
	-
	O
	[RFC4006]
	Unsigned64
	-
	P,M
	-
	V
	Y

	CC-Money
	413
	-
	O
	-
	O
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	CC-Output-Octets 
	414
	-
	O
	-
	O
	[RFC4006]
	Unsigned64
	M
	P
	-
	V
	Y

	CC-Request-Number
	415
	M
	-
	M
	-
	[RFC4006]
	Unsigned32
	M
	P
	-
	V
	Y

	CC-Request-Type
	416
	M
	-
	M
	-
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	CC-Service-Specific-Units
	417
	-
	O
	-
	O
	[RFC4006]
	Unsigned64
	M
	P
	-
	V
	Y

	CC-Session-Failover
	418
	-
	-
	O
	-
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	CC-Time
	420
	-
	O
	-
	O
	[RFC4006]
	Unsigned32
	M
	P
	-
	V
	Y

	CC-Total-Octets
	421
	-
	O
	-
	O
	[RFC4006]
	Unsigned64
	M
	P
	-
	V
	Y

	Check-Balance-Result
	422
	-
	-
	O
	-
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	Cost-Information
	423
	-
	-
	O
	-
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	Cost-Unit
	424
	-
	-
	-
	O
	[RFC4006]
	UTF8String
	M
	P
	-
	V
	Y

	Credit-Control-Failure-Handling
	427
	-
	-
	O
	-
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	Currency-Code
	425
	-
	M
	-
	M
	[RFC4006]
	Unsigned32
	M
	P
	-
	V
	Y

	Destination-Host
	293
	O
	-
	-
	-
	[RFC4006]
	DiamIdent
	M
	P
	-
	V
	N

	Destination-Realm
	283
	M
	-
	-
	-
	[RFC4006]
	DiamIdent
	M
	P
	-
	V
	N

	Event-Timestamp
	55
	O
	-
	O
	-
	[RFC3588]
	Time
	M
	P
	-
	V
	N

	Exponent
	429
	-
	O
	-
	O
	[RFC4006]
	Integer32
	M
	P
	-
	V
	Y

	Failed-AVP
	279
	-
	-
	O
	-
	[RFC3588]
	Grouped
	M
	P
	-
	V
	N

	Final-Unit-Action
	449
	-
	-
	O
	-
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	Final-Unit-Indication
	430
	-
	-
	O
	-
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	Granted-Service-Unit
	431
	-
	-
	-
	O
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	Multiple-Services-Credit-Control
	456
	O
	-
	O
	-
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	Multiple-Services-Indicator
	455
	O
	-
	O
	-
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	Origin-Host
	264
	M
	-
	M
	-
	[RFC3588]
	DiamIdent
	M
	P
	-
	V
	N

	Origin-Realm
	296
	M
	-
	M
	-
	[RFC3588]
	DiamIdent
	M
	P
	-
	V
	N

	Origin-State-Id
	278
	O
	-
	-
	-
	[RFC3588]
	Unsigned32
	M
	P
	-
	V
	Y

	Proxy-Info
	284
	O
	-
	O
	-
	[RFC3588]
	Grouped
	M
	-
	-
	P,V
	N

	Proxy-Host
	280
	M
	-
	M
	-
	[RFC3588]
	DiamIdent
	M
	-
	-
	P,V
	N

	Proxy-State
	33
	M
	-
	M
	-
	[RFC3588]
	OctetString
	M
	-
	-
	P,V
	N

	Quota-Consumption-Time
	881
	-
	-
	-
	O
	[TS32.299]
	Unsigned32
	V,M
	P
	-
	-
	N

	Quota-Holding-Time
	871
	-
	-
	-
	O
	[TS32.299]
	Unsigned32
	V,M
	P
	-
	-
	N

	Rating-Group 
	432
	O
	O
	O
	O
	[RFC4006]
	Unsigned32
	M
	P
	-
	V
	Y

	Redirect-Address-Type
	433
	M
	-
	M
	-
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	Redirect-Host
	292
	-
	-
	O
	-
	[RFC3588]
	DiamURI
	M
	P
	-
	V
	N

	Redirect-Host-Usage
	261
	-
	-
	O
	-
	[RFC3588]
	Enumerated
	M
	P
	-
	V
	N

	Redirect-Max-Cache-Time
	262
	-
	-
	O
	-
	[RFC3588]
	Unsigned32
	M
	P
	-
	V
	N

	Redirect-Server
	434
	-
	-
	O
	-
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	Redirect-Server-Address
	435
	-
	-
	M
	-
	[RFC4006]
	UTF8String
	M
	P
	-
	V
	Y

	Reporting-Reason
	872
	-
	O
	-
	-
	[TS32.299] 
	Enumerated
	V,M
	P
	-
	-
	N

	Requested-Action
	436
	O
	-
	-
	-
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	Requested-Service-Unit
	437
	-
	O
	-
	-
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	Restriction-Filter-Rule
	438
	-
	-
	O
	-
	[RFC4006]
	IPFilterRule
	M
	P
	-
	V
	Y

	Result-Code
	268
	-
	-
	M
	O
	[RFC3588]
	Unsigned32
	M
	P
	-
	V
	N

	Route-Record
	282
	O
	-
	O
	-
	[RFC3588]
	DiamIdent
	M
	-
	-
	P,V
	N

	Service-Context-Id
	461
	M
	-
	-
	-
	[RFC4006]
	UTF8String
	M
	P
	-
	V
	Y

	Service-Identifier
	439
	-
	O
	-
	O
	[RFC4006]
	UTF8String
	M
	P
	-
	V
	Y

	Service-Information
	873
	O
	-
	O
	-
	[TS32.299] 
	Grouped
	V,M
	P
	-
	-
	N

	Session-Id
	263
	M
	-
	M
	-
	[RFC3588]
	UTF8String
	M
	P
	-
	V
	Y

	Subscription-Id
	443
	O
	-
	-
	-
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	Subscription-Id-Data
	444
	M
	-
	-
	-
	[RFC4006]
	UTF8String
	M
	P
	-
	V
	Y

	Subscription-Id-Type
	450
	M
	-
	-
	-
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	Tariff-Change-Usage
	452
	O
	-
	-
	-
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	Tariff-Time-Change
	451
	-
	-
	O
	-
	[RFC4006]
	Time
	M
	P
	-
	V
	Y

	Termination-Cause
	295
	O
	-
	-
	-
	[RFC3588]
	Enumerated
	M
	P
	-
	V
	N

	Time-Quota-Threshold
	868
	-
	-
	-
	O
	[TS32.299] 
	Unsigned64
	V,M
	P
	-
	-
	N

	Trigger
	1264
	
	O
	
	O
	[TS32.299]
	Grouped
	V,M
	P
	
	
	N

	Trigger-Type
	870
	-
	O
	-
	O
	[TS32.299] 
	Enumerated
	V,M
	P
	-
	-
	N

	Unit-Value
	445
	-
	M
	-
	M
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	Used-Service-Unit
	446
	-
	O
	-
	-
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	User-Equipment-Info
	458
	O
	-
	-
	-
	[RFC4006]
	Grouped
	-
	P,M
	-
	V
	Y

	User-Equipment-Info-Type
	459
	M
	-
	-
	-
	[RFC4006]
	Enumerated
	-
	P,M
	-
	V
	Y

	User-Equipment-Info-Value
	460
	M
	-
	-
	-
	[RFC4006]
	OctetString
	-
	P,M
	-
	V
	Y

	User-Name
	1
	O
	-
	-
	-
	[RFC3588]
	UTF8String
	M
	P
	-
	V
	Y

	Validity-Time
	448
	-
	-
	-
	O
	[RFC4006]
	Unsigned32
	M
	P
	-
	V
	Y

	Value-Digits
	447
	-
	M
	-
	M
	[RFC4006]
	Integer64
	M
	P
	-
	V
	Y

	Volume-Quota-Threshold
	869
	-
	-
	-
	O
	[TS32.299] 
	Unsigned64
	V,M
	P
	-
	-
	N


Table 11: Summary of AVPs used on CH-2

OMA specific AVP usage is described in the following subsections.
Change 3:  etc

8.1.5.2 Multiple-Services-Credit-Control AVP

The Multiple-Services-Credit-Control AVP (AVP code 456) is of type grouped as specified in [RFC4006]. It contains additional 3GPP specific charging parameters.

It has the following ABNF grammar:


<Multiple-Services-Credit-Control> ::=

< AVP Header: 456 >

       [ Granted-Service-Unit ]
       [ Requested-Service-Unit ]
     *[ Used-Service-Unit ]
       [ Tariff-Change-Usage ]  
     *[ Service-Identifier ]  
       [ Rating-Group ]  
     *[ G-S-U-Pool-Reference ]
       [ Validity-Time ]
       [ Result-Code ]
       [ Final-Unit-Indication ]
       [ Time-Quota-Threshold ]
       [ Volume-Quota-Threshold]
       [ Quota-Holding-Time ]
       [ Quota-Consumption-Time ]
     *[ Reporting-Reason ]
       [ Trigger ]
     *[ AVP ]
Change 4:  etc

Change 5:  etc
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