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1 Reason for Change

This contribution provides the technical detail of record conference function for OMA-TS-NGSI NGSI Call Control and Configuration -20091215-D NGSI-6 interface (Multimedia Conference Extension Interface) as defined in the NGSI AD.
This CR addresses the following functions of NGSI-6:
The NGSI-6 Interface supports the following functions:

· Record/retrieve one or more Media of a conference

The technical detail in this contribution address the following requirements in NGSI RD:
	Label
	Description
	Release
	Functional module

	NGSI-ECE-007
	The NGSI Enabler SHALL provide interfaces to allow an application to record and/or retrieve one or more Media of a conference which is used when the participants want to record the content of conference and conference’s attendees list.

Informational Note: Attendees list may include not only attendees’ identifiers but also their name, role in the conference (e.g. chairman, minutes taker, etc) and other associated information.
	1.0
	Enhanced Conferencing


R01: simplify the RecordConference operation 

R02: includes: 1) add Reference [draft-ietf-mediactrl-ivr-control-package-07] , 2) modify RecordInfo type in RecordConferenceRequest , modify Result type in RecordConferenceResponse 3) editorial change.
R03: 1) Implements the NSN&RIM R&A comments as follows:
· change the reference to the IETF draft to informative
· use only a relevant subset of parameters of <record> and <recordinfo> in [draft-ietf-mediactrl-ivr-control-package-07]
2 Impact on Backward Compatibility

These functionalities are built upon the availability of existing Parlay APIs.
3 Impact on Other Specifications

none
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

We recommend to review the input and to agree to integrate the consolidated version into the TS.
6 Detailed Change Proposal

Change 1:  Change section 8 “Technical Details to NGSI-6”
2.2 Informative References
	[draft-ietf-mediactrl-ivr-control-package-07]
	“An Interactive Voice Response (IVR) Control Package for the Media Control Channel Framework”, URL: http://tools.ietf.org/


8.1.3.1.1.x Operation: RecordConference
The invocation of RecordConference requests to record conference during the multi-media conference call identified by callSessionIdentifier, the result of record conference is returned by RecordConference response based on the multimedia conference service

An application can specify the recording information parameters include maxtime, append, loc, media, refer to IETF mediactrl data model <record> in [draft-ietf-mediactrl-ivr-control-package-07]. 

The record result include duration ,loc, media, size , refer to IETF mediactrl data model <recordinfo> in [draft-ietf-mediactrl-ivr-control-package-07].


8.1.3.1.1.x.1 Input message: RecordConferenceRequest

	Part name
	Part type
	Optional
	Description
	New parameters

	CallSessionIdentifier
	xsd:string
	No
	Call session identifier; the main Conference identifier
	NGSI-6: Multimedia Conference extension

	
	


	
	



	

	maxtime
	xsd:int
	Yes
	indicates The maximum duration of the recording
	NGSI-6: Multimedia Conference extension

	append
	xsd: Boolean
	Yes
	indicates whether recorded data is appended or not to a       recording location if a resource already exists.
	NGSI-6: Multimedia Conference extension

	loc
	xsd:anyURI
	No
	specifies the location of the recording media resource
	NGSI-6: Multimedia Conference extension

	media
	Media
	Yes
	type of record media information
	NGSI-6: Multimedia Conference extension


8.1.3.1.1.x.2 Output message : RecordConferenceResponse
	Part name
	Part type
	Optional
	Description
	New Parameter

	
	

	
	



	

	duration
	xsd:int
	Yes
	indicates the duration of the recording
	NGSI-6: Multimedia Conference extension

	loc
	xsd:anyURI
	No
	specifies the location of the recorded media resource
	NGSI-6: Multimedia Conference extension

	media
	Media
	Yes
	type of recorded media information
	NGSI-6: Multimedia Conference extension

	size
	xsd:int
	Yes
	indicates the size of the recorded media resource in bytes.
	NGSI-6: Multimedia Conference extension


8.1.3.1.1.x.3 Referenced faults

ServiceException from [3GPP TS 29.199-1]:

· SVC0001 - Service error.

· SVC0002 - Invalid input value.

PolicyException from [3GPP TS 29.199-1] and [NGSI-CCC]:

· POL0001 - Policy error.
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