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1 Reason for Change

This CR proposes to fix some inconsistencies in the NGSI AD w.r.t. Recording, in particular by removing the wrong claim of “retrieving recorded media during an ongoing call (or conference) as already pinpointed in CR #36.

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

We recommend agreeing the changes. 
6 Detailed Change Proposal

Change 1:  Fix recording in Call Control
5.4.4 NGSI-4 - Call Control Extension Interface

The NGSI-4 interface extends the interface “ThirdPartyCall “ of Parlay X Part 2.

The Parlay X Part 2 interface exposes call control functionalities including call setup and termination, adding/ removing/ transferring participants and retrieval of session information. 

The NGSI-3 interface extends Call establishment with the following functions:

· Identify specific Media or a specific Media address (e.g. SIP-URI, TEL-URI, URL) to be added to a Call

· Record a Call

· Retrieve the recorded Media of a Call
· Configure an application-defined Call handling method, e.g. 
· Chained forwarding order

· Simultaneous forwarding

· Configure parameters for anonymity and Pseudonyms of the Call participants. The actual Pseudonyms being used are retrieved by NGSI-10.

Change 2:  Fix recording in Call Notification

5.4.5 NGSI-5 - Call Notification Extension Interface
The NGSI-5 interface extends the interface “CallDirection “ of Parlay X Part 3.

The Parlay X Part 3 interface exposes call notification functions including status notifications (e.g. busy, not reachable, no answer),  call detail notifications (e.g. called number) and management functions for notifications (e.g. starting/stopping call notifications). 

The NGSI-4 interface extends Parlay X Part 3 action elements with the following:

· Identify a specific Media or a specific Media address (e.g. SIP-URI, TEL-URI, URL) used during an action 

· Record a Call during an action

· Configure an application-defined Call handling method used during an action, e.g. 
· Chained forwarding order

· Simultaneous forwarding.

· Configure parameters for anonymity and Pseudonyms of the Call participants. The actual Pseudonyms being used are retrieved by NGSI-10.
Note: To subscribe to event notifications related to calls initiated by a subscriber in the network, the same interface for subscription as Parlay X Part 3 can be used.
The separation of the NGSI-4 and NGSI-5 interfaces follows the Parlay X Part 2 and Part 3 structure.  Interfaces in Part 3 focus on the notification interfaces to describe events and set the respective actions whereas Part 2 interfaces specify dedicated call control functions. The triggered actions themselves are not part of the Part 3 and NGSI-5. 
Change 3:  Fix recording in Conferencing

5.4.7 NGSI-7 - Multimedia Conference Extension Interface

The NGSI-7 interface extends the interface “MultimediaConference“ of Parlay X Part 12. 

It supports the following functions:

· Manage the Media address

· Configure the participant specific (e.g. depending on the role) Media address (e.g. SIP-URI, TEL-URI, URL) and its usage conditions (e.g. when joining/leaving calls)

· Configure conference presentation preferences available through network side configuration 

· Configure the application-specific authentication (e.g. conference id and password) which is used when a participant joins the conference Call.

· Record a conference

· Retrieve the recorded Media of a conference

· Observe/coach a conference 

· Configuration of the conference control 

· Add and control side/child conference which is additional to main conference. 










