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1 Reason for Change

This CR proposes to remove those data types from TS MLH that are proposed to be added to the NGSI TS Common. 
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

We recommend agreeing the changes. 
6 Detailed Change Proposal

Change 1:  In section 2.1 Normative References
	 [3GPP TS 29.199-1]
	“Open Service Access (OSA) Parlay X web services; Part 1”, URL:http://www.3gpp.org/ 

	[3GPP TS 29.199-14] 
	“Open Service Access (OSA) Parlay X web services; Part 14”, URL:http://www.3gpp.org/ 

	[3GPP TS 29.199-19]
	“Open Service Access (OSA) Parlay X web services; Part 19”, URL:http://www.3gpp.org/

	[NGSI-RD]
	“NGSI Requirements”, Open Mobile Alliance™, OMA-RD-NGSI-V1_0,
URL:http://www.openmobilealliance.org/ 

	
	

	
	

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC4234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. October 2005, URL:http://www.ietf.org/rfc/rfc4234.txt

	[SCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures, URL:http://www.openmobilealliance.org/


Change 2:  in section 5.3 Data Type definition 

5.4 Data Type Definition
NGSI-8 interface uses the data type definition as defined in [NGSI_Common_TS], [3GPP 29.199-19] and [3GPP 29.199-1]. 
· 
· 
· 
In addition, NGSI-8 interface uses the data type definition defined in Section Fehler! Verweisquelle konnte nicht gefunden werden. of this document.
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Change 3:  in section 5.4.1.1.1 
5.4.3.1.1 Input message: setPlaylistRequest
The operation setPlaylist allows the content provider to set content for a Multimedia List on the Multimedia Stream Control.
	Part Name
	Part Type
	Optional
	Description
	New parameters

	contentIdentifier
	xsd:anyURI
	No
	Content ID representing a playlist
	NGSI-8

	playlistData
	xsd:anyURI
	No
	Data defining a playlist (Example: SMIL, defined by W3C.)
	NGSI-8

	UserIdentifier
	xsd;anyURI[0..unbounded]
	Yes
	A set of Identifiers of users or groups to which the indicated playlist will be applied
	NGSI-8

	OnPresenceStatusRules
	Common:PresenceData[0..unbounded]
	Yes
	The condition when the indicated playlist will be used
	NGSI-8


Table 1: setPlaylistRequest










