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1 Reason for Change

The procedure for the selection of the WAP Provisioning file structure on a UICC activated in 3G mode mandates the use of the application template from the EF DIR even though it indicates the use of direct application selection.

For direct application selection, TS 102.221 recommends not to read the content of the EF DIR that is redundant.

2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights Considerations

None

5 Recommendation

Correct the text of the OMA-WAP-ProvSC-v1_1-20021112-C specification as indicated below 

6 Detailed Change Proposal

8. WAP provisioning data on WIM-less telecom smart card

8.1 Introduction

This section is to describe the structure for storing provisioning data, bootstrapping data and trusted certificates on a WIM-less SIM or UICC smart card.

The support of WAP smart card provisioning data will be indicated to the ME’s user agent, by the presence in the EF DIR of a WAP provisioning application template as defined here after.

The EF DIR (ID ‘2F00’) MUST be located under the master file as defined in [ISO7816-5] specification. 

The recommended format of EF(DIR) is a linear fixed record in order to be in line with  [TS102 221]. 

EF (DIR) MUST contain the application template used for a PKCS#15 application as defined in [PKCS15]. Application template MUST consist of Application identifier (tag 0x4F) and Path (tag 0x51) information.
The ME MAY read the EF(DIR) file indicating the presence of the WAP provisioning application template. The EF(ODF) and EF(DODF-prov) MUST be used by the ME to determine which WAP provisioning files are available on the smart card. The EF(ODF) and EF(CDF) MUST be used by the ME to determine which trusted certificates are available on the smart card.

Trusted Certificates on the smart card are ‘read only’ and cannot be changed by the ME. 

UICC smart card platforms can support two modes of activation: 2G and 3G. 

UICC smart card platform activated in a 2G mode has the logical characteristics of the SIM smart card platform [TS51 011]. In that case, smart card operation for accessing WAP provisioning data conform to the ones defined for the SIM as specified in chapter Error! Reference source not found.
UICC smart card platform activated in a 3G mode has the physical en logical characteristics according to [TS102 221]. In that case, smart card operation for accessing WAP provisioning data are specified in chapter 8.3. 

[…]

8.2 WAP provisioning data on UICC activated in 3G mode

8.2.1 Access to the WAP Provisioning file structure

To select the PKCS#15 application, the ME:

· 
· MUST open a logical channel using MANAGE CHANNEL command as specified in [TS102 221],
· MUST select the PKCS#15 ADF using the PKCS#15 AID as parameter of the SELECT command, using direct application selection as defined in [TS102 221].
WAP provisioning files and trusted certificates will be located under the PKCS#15 ADF. 

[…]

B.2.3.1 General ME Support for UICC Options

	Item
	Function
	Reference
	Status
	Requirement

	PROVSC-UICC-C-101
	Direct application selection supported
	8.3.1
	O
	

	PROVSC-UICC-C-102
	Use of EF (DIR), for the case of application selection by use of the EF DIR file
	8.2.1
	O
	

	PROVSC-UICC-C-103
	Logical channel
	8.3.1
	O
	

	PROVSC-UICC -C-104
	Use of PKCS#15 ODF
	6.1, 9.1, 10.3
	O
	

	PROVSC-UICC -C-105
	Use of PKCS#15 DODF-prov
	6.1, 9.3, 10.3
	O
	

	PROVSC-UICC -C-106
	Read Bootstrap data
	9.4, 10.3
	O
	

	PROVSC-UICC -C-107
	Read/Update Config1 data
	9.5, 10.3
	O
	

	PROVSC-UICC -C-108
	Read/Update Config2 data
	9.6, 10.3
	O
	

	PROVSC-UICC -C-109
	Use of PKCS#15 CDF
	9.2, 10.3
	O
	

	PROVSC-UICC -C-110
	Read Trusted certificates 
	9.7, 10.3
	O
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