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1 Reason for Change

This document proposes the new high-level-functional Requirements about Device Triggering. With proposed APIs, a third-party can request a Network Operator to trigger Devices to perform application-specific actions that include initiating communications with the third-party.

The equivalent requirements are found in 3GPP TS 22.368.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

We kindly request the ARC group to review the CR and agree the changes.
6 Detailed Change Proposal

Change 1:  High-Level Functional Requirements
6. Requirements
(Normative)

6.1 High-Level Functional Requirements

	Label
	Description
	Release

	ENCapM-HLF-011
	An OMA API SHALL allow a third-party to trigger Devices to perform application-specific actions that include initiating communications with the third-party.
Informational Note: This function is required when an IP address of the Device is not available or reachable by the third-party.
	1.0


Table 1: High-Level Functional Requirements

Change 2:  Add a reference
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