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1 Reason for Contribution

Comment A120 needs resolution.
2 Summary of Contribution
This INP provides a resolution for comment A120. 
3 Detailed Proposal

	A120
	2013.11.03
	Q
	n/a
	Source: Nokia

Form: OMA-CONR-2013-0047

Comment: Did we reflect all GSMA requirements in the TS?

Proposed Change: Action to Nokia to check
	Status: CLOSED


All requirements are covered, analysis in OMA-ARC-REST-VVOIP-2014-0005.


1.1.1 Call Functionality available to originating side
	Label
	Description
	Required parameters 
	Covered by

	UNI- VVOIP-001
	The VVOIP API SHALL support initiating a VOIP call to a called party.
	oauth_token={access-token}

recipient={contactId | E.164 number}

optional:

service={“bevoicevideo”}

allow_video_upgrade={“yes”|”no”}

return {callId}


	POST WrtcsSession with an appropriate SDP and allowVideoUpgrade flag. 

“bevoicevideo” is now “rcsipcall” and will be covered in RCS profile.

	UNI-VVOIP-002
	The VVOIP API SHALL support initiating a VideoIP call to a called party.
	oauth_token={access-token}

recipient={contacted | E.164}

optional:

service={“bevoicevideo”}

return {callId}
	Same as UNI-VVOIP -001 with different SDP

	UNI-VVOIP -003
	The VVOIP API SHALL support the cancellation of VOIP or VideoIP call setup.
	oauth_token={access-token} 

callId={callId}

return {success/failed}
	DELETE WrtcsSession by Originator before invitation accepted



	UNI-VVOIP -004
	The VVOIP API SHALL support notification about the VOIP call setup state.
	The notifications supported may at least  be “busy”, “not reachable”, “no answer”, ”declined” and “accepted”.

If a VOIP call is accepted, the notification shall carry also the information regarding if it is possible to upgrade the VOIP call to a Video Call as specified by the termination side.


	POST WrtcsEventNotification / WrtcsAcceptanceNotification



	UNI-VVOIP -005
	The VVOIP API SHALL support notification about the VideoIP call setup state.
	The notifications supported may at least be “busy”, “not reachable”, “no answer”, ”declined” and “accepted”.


	POST WrtcsEventNotification / WrtcsAcceptanceNotification




1.1.2 Call Functionality available to terminating side
	Label
	Description
	Required parameters (not complete list)
	Covered by

	UNI-VVOIP-006
	The VVOIP API SHALL support notification about a new incoming VOIP call.
	Information about the VOIP originator, service if present (i.e., “bevoicevideo”) and callId.

The notification shall also carry the information regarding whether it is possible to upgrade the VOIP call to a VideoIP call once it is set up.
	POST WrtcsSessionInvitationNotification



	UNI-VVOIP-007
	The VVOIP API SHALL support notification about a new VideoIP call.
	Information about the VOIP originator, service if present (i.e “bevoicevideo”)   and callId.


	POST WrtcsSessionInvitationNotification

	UNI-VVOIP -008
	The VVOIP API SHALL support accepting a VOIP call by the terminating side.
	oauth_token={access-token} 

callId={callId}

allow_video_upgrade={“yes”|”no”}


	PUT WrtcsAnswer with an appropriate SDP and allowVideoUpgrade flag 
PUT WrtcsSessionStatus(Connected)

	UNI-VVOIP-009
	The VVOIP API SHALL support rejecting a VOIP call by the terminating side.
	oauth_token={access-token}

callId={callId}
	DELETE WrtcsSession

	UNI-VVOIP -010
	The VVOIP API SHALL support accepting a VideoIP call by the terminating side.
	oauth_token={access-token} 

callId={callId}


	Same as UNI-VVOIP -008 with different SDP

	UNI-VVOIP-011
	The VVOIP API SHALL support rejecting a VideoIP call by the terminating side.
	oauth_token={access-token}

callId={callId}
	Same as UNI-VVOIP-009


1.1.3 Call Functionality available to originating side and terminating side
	Label
	Description
	Required parameters (not complete list)
	Covered by

	UNI-VVOIP-012
	The VVOIP API SHALL support terminating a VOIP or VideoIP call.
	oauth_token={access-token} 

callId={callId}
	DELETE WrtcsSession

	UNI-VVOIP-013
	The VVOIP API SHALL allow the application to request a VOIP call to be upgraded to a VideoIP call.
	oauth_token={access-token} 

callId={callId}


	PUT WrtcsOffer (using the update resource URL) containing an appropriate SDP


	UNI-VVOIP-014
	The VVOIP API SHALL support notification of a request to upgrade a VOIP call to a VideoIP call.
	
	POST WrtcsOfferNotification with appropriate SDP/MediaIndicators

	UNI-VVOIP-015
	The VVOIP API SHALL allow to accept or reject the upgrade of a VOIP call to a VideoIP call.


	oauth_token={access-token} 

callId={callId}

action={accept/reject}

send_video = {true/false}
	Accept: PUT WrtcsAnswer
Reject: DELETE WrtcsOffer


	UNI-VVOIP-016
	The VVOIP API SHALL support notification of the result of upgrading a VOIP call to a VideoIP call.
	The notification shall carry also the information whether if the remote side accepting the video upgrade is sending video back or not.
	POST WrtcsAnswerNotification with appropriate SDP / MediaIndicators

	UNI-VVOIP-017
	The VVOIP API SHALL allow to downgrade a VideoIP call to a VOIP call
	oauth_token={access-token} 

callId={callId}


	PUT WrtcsOffer (using the update resource URL) containing an appropriate SDP

	UNI-VVOIP-018
	The VVOIP API SHALL support notification about a downgrade of a VideoIP call to a VOIP call.
	
	POST WrtcsOfferNotification with appropriate SDP/MediaIndicators


1.1.4 Media
	Label
	Description
	Required parameters (not complete list)
	Comment

	UNI-VVOIP-019
	The VVOIP API SHALL support exchanging SDPs in a way that allows to be used by a media stack compatible with RFC 3264 and/or WebRTC.
	
	SDP offer/answer is a core assumption of the API. Also note that ICE and pranswer are required.


4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

ARC is kindly requested to agree to the proposal above.
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