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1 Reason for Change

This CR presents text to be added into BCAST AD, section of Device Management. 

2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

No impact to OMA DM. 

Binding of OMA DM messages to OMA File Delivery to be defined in BCAST.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The CR is presented for agreement and inclusion in to BCAST AD.

6 Detailed Change Proposal

…

2.2 
Informative References

	[OMA DM]
	“Enabler Release Definition for OMA Device Management v1.2”, OMA-ERELD-DM-V1_2_0
[Note: the version of release to be discussed with DM WG]

	[BCAST FSD]
	“File Distribution and Stream Distribution Specification for Mobile Broadcast Services”

[Note: should we have references to other BCAST Technical Specs, or do we assume the reference exist by context?]


…
7.4 Service Provisioning Function

The Service Provisioning Function provides the mechanism that enables a Mobile Broadcast Service Provider to provision mobile broadcast services to the Broadcast User for his/her requirements. The Service Provisioning Function takes charge of registering and fulfilling user transactions such as service subscription or service purchase and also offers the means for the Broadcast User to inquire account status information from the Mobile Broadcast Service Provider. According to the circumstances, the Service Provisioning Function can use either the Interaction Channel or the Broadcast Channel. Interaction Channel is for protected transaction like delivery of Rights Objects and purchase of subscribed services. Also, the Broadcast User can inquire some information like account status, service guide, program additional information from the Mobile Broadcast Service Provider through the Interaction Channel.

…

7.x
Terminal Provisioning Function

The Terminal Provisioning Function provides a mechanism that enables the Terminal to be provisioned and managed. The Terminal Provisioning Function builds on OMA Device Management [OMA DM]. Figure x below depicts functional entities that comprise the Terminal Provisioning Function mapping on logical elements of the BCAST overall architecture.
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The BCAST Terminal Provisioning Function Architecture (Figure x) defines the following interfaces:
	Interface
	Reference Point
	Description

	DM-1
	BCAST-7
	Terminal provisioning and management over the bi-directional Interaction Network as specified in [OMA DM]. 

	DM-2
	BCAST-5
	Terminal provisioning and management over Broadcast Distribution System. The provisioning messages as specified in [OMA DM] are encapsulated and distributed in a mechanism specified for the OMA File Delivery [BCAST FSD].

	DM-3
	BCAST-4
	The provisioning messages as specified in [OMA DM].
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