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Change Request

	Title:
	Further revised SGDD definition
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	BAC BCAST

	Doc to Change:
	OMA-TS-BCAST_ServiceGuide-V1_0_0 (latest revision)

	Submission Date:
	27 Jun 2005

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Martta Seppala, Nokia, martta.seppala@nokia.com 

	Replaces:
	n/a


1 Reason for Change

This Change Request further enhances the Service Guide Delivery Descriptor by

· Adding data type column and proposed first data type allocation for each attribute

· Moving the validTo and validFrom to the “E3”-level they should be

· Introducing the TimeGroupingCriteria – an optional way to express what grouping in SGDD stands for

· Adding optional source IP address to transport.

2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The change request is presented for agreement.

6 Detailed Change Proposanl 

	Name
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	Description
	Data type

	ServiceGuideDeliveryDescriptor
	E
	M
	1..N
	The Service Guide Delivery Descriptor
	

	DescriptorEntry
	E1
	M
	1..N
	An entry in the Service Guide Delivery Descriptor.
	

	TimeGroupingCriteria
	E2
	O
	0..1
	Specifies the period of time this DescriptorEntry describes. (For example: declares all the valid Service Guide fragments for next 2 hours)
	

	StartTime
	A
	M
	1
	Start of the time period this DescriptorEntry declares fragments for. 

(Note: this is different than fragment validity time)
	NTP time as 
unsignedInt
(32 bits)

	EndTime
	A
	M
	1
	Start of the time period this DescriptorEntry declares fragments for..

(Note: this is different than fragment validity time)
	NTP time as 
unsignedInt
(32 bits)

	Transport
	E2
	M
	1
	The pointer to the transport session delivering the Service Guide fragments within Service Guide Delivery Units announced in this DescriptorEntry.
	

	IpAddress
	A
	M
	1
	Destination IP address of the target delivery session
	nonNegativeInteger

	Port
	A
	M
	1
	Destination port of target delivery session
	unsignedShort
(16 bits)

	SrcIpAddress
	A
	O
	0..1
	Source IP address of the target delivery session
	nonNegativeInteger

	SessionID
	A
	M
	1
	Identifier of target delivery session
	unsignedShort 
(16 bits)

	AlternativeAccessURL
	E2
	O
	0..N
	Alternative URL for retrieving the Service Guide delivery units via the interaction channel
	AnyURI

	ServiceGuideDeliveryUnit
	E2
	M
	1..N
	A group of fragments.
	

	transportObjectID
	A
	O
	0..1
	The transport object ID of the Service Guide Delivery Unit carrying the declared fragments within this FragmentGroup.
	unsignedInt
(32 bits)

	
	
	
	
	
	

	
	
	
	
	
	

	Fragment
	E3
	M
	1..N
	Declaration of Service Guide fragment that is available over broadcast channel.
	

	id
	A
	M
	1
	The identifier of the anounced Service Guide fragment.
	unsignedInt
(24 bits)

	version
	A
	M
	1
	The version of the announced Service Guide fragment.

Note: The scope of the FragmentVersion is limited to the given transport session. The value of FragmentVersion turn over from 2^32-1 to 0.
	unsignedByte
(8 bits)

	ValidFrom
	A
	M
	1
	The first moment when this fragment is valid. If not given, the validity is assumed to have started at some time in the past.
	NTP time as 
unsignedInt
(32 bits)

	validTo
	A
	M
	1
	The last moment when this fragment is valid. If not given, the validity is assumed to end in undefined time in the future.
	NTP time as 
unsignedInt
(32 bits)

	Type
	A
	M
	1
	Enumeration value designating the schema or MIME type for fragment. When most significant bit==1: user defined type is allowed. 

Note: The exact enumeration is TBD.
	unsignedInt
(32 bits)
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