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1 Reason for Change

This document presents text for the roaming procedure messages of BCAST Services section 5.8. The text proposed in this document specifies the messages which are required between BCAST components to enable roaming. The contribution is based on another CR contribution “New Roaming Flows for AD, Doc# 0545” which proposes detailed flows for roaming. 
Changes in revision R01:

· Revised roaming message scenarios based on diagrams shown below.
(Based on discussions with operators).
· Home Service Provider initiated roaming:-
Comparing with R1

· The diagram in Reason for change is updated.

· A few notes are added.

· Terminal ID is changed to User ID

· BCAST agreed that BCAST will define the interfaces between A BSM and B BSM. 
· 
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 Note :*1 : When BCAST Terminal or Smartcard is authenticated is subject to an Operator’s policy.
· Visited Service Provider initiated roaming:-
· 
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 Note :*1 : When BCAST Terminal or Smartcard is authenticated is subject to an Operator’s policy.
· Revised format of normative text (i.e. format of messages).
· Some editorial changes.
2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

This CR is presented to BCAST for agreement and inclusion in TS-BCAST-Services.

6 Detailed Change Proposal

5.8 Roaming

Note : Roaming agreement between Visited BSM and Home BSM and the related trust relationship are out of BCAST scope
5.8.1 Roaming initiated via Home Service Provider 
[Note] If BCAST can’t find a reason ( e.g. DRM related issue or some service scenario ), then 5.8.1 will be deleted.
This section defines the roaming procedure message formats for when a terminal requests roaming services directly to its Home Service Provider to initiate the roaming procedure. 
Note: The values used in the messages of the following sub-sections SHALL be extracted from the Service Guide Context and Service Guide unless otherwise stated.
5.8.1.1 Service discovery and Service Guide delivery

To initiate the roaming procedure, BCAST service discovery and Service Guide delivery SHALL be possible via information provided to the terminal from the underlying Broadcast Distribution System (BDS). The specific mechanisms of this step  is defined in OMA BCAST Adaptation specification. 

5.8.1.2 Request access to roaming BCAST services
The terminal SHALL send the following message to the Home Service Provider BSM (BCAST Subscription Management):

	Name
	Type
	Category
	Cardinality
	Description
	Data Type

	Request ID
	E
	NM/TM
	1
	A unique ID that SHALL be used throughout the roaming registration procedure. It SHALL be generated by the terminal when it first requests roaming registration.
	UnsignedInt (32 bits)

	User ID
	E
	NM/TM
	1
	A unique ID that SHALL be used to identify the terminal in both the Home Service Provider and Visited Service Provider BCAST service area. An example is the 3GPP IMSI (International Mobile Subscriber Identity).
Note : User ID is to be defined.
	String

	Visited Service Provider ID
	E
	NM/TM
	1
	A unique ID that SHALL be used to identify the Visited Service Provider.
	anyURI

	Visited Service Provider BSM ID
	E
	NM/TM
	1
	A unique ID that SHALL be used to identify the Visited Service Provider BSM.
	anyURI

	Visited BSDA ID
	E
	NM/TM
	1
	A unique ID that SHALL be used to identify the Visited BSDA.
	anyURI

	PurchaseItem ID
	E
	NM/TM
	1
	Should a user want to purchase a particular service that he/she has seen from the Service Guide this field SHALL be used.
	anyURI


Note: After sending the request for roaming services, the Home Service Provider may initiate terminal authentication. 
5.8.1.3 Roaming service authorisation request

The Home Service Provider BSM SHALL send the following message to the Visited Service Provider BSM:
	Name
	Type
	Category
	Cardinality
	Description
	Data Type

	Request ID
	E
	M
	1
	A unique ID that SHALL be used throughout the roaming registration procedure. It SHALL be generated by the terminal when it first requests roaming registration.
	UnsignedInt (32 bits)

	Terminal ID
	E
	M
	1
	A unique ID that SHALL be used to identify the terminal in both the Home Service Provider and Visited Service Provider BCAST service area. An example is the 3GPP IMSI (International Mobile Subscriber Identity).
	String

	Home Service Provider ID
	E
	M
	1
	A unique ID that SHALL be used to identify the Home Service Provider.
	anyURI

	Home Service Provider BSM ID
	E
	M
	1
	A unique ID that SHALL be used to identify the Home Service Provider BSM.
	anyURI

	Visited BSDA ID
	E
	M
	1
	A unique ID that SHALL be used to identify the Visited BSDA.
	anyURI

	Terminal Subscription Type
	E
	M
	1
	A field that SHALL indicate the subscription scope of the terminal in terms of roaming. The Home Service Provider and the Visited Service Provider have a common understanding of the field according to roaming agreements between them.
	anyURI

	PurchaseItem ID
	E
	M
	1
	Should a user want to purchase a particular service that he/she has seen from the Service Guide this field SHALL be used.
	anyURI


5.8.1.4 Roaming service authorisation response

The Visited Service Provider BSM SHALL send the following message to the Home Service Provider BSM:

	Name
	Type
	Category
	Cardinality
	Description
	Data Type

	Request ID
	E
	M
	1
	A unique ID that SHALL be used throughout the roaming registration procedure. It SHALL be generated by the terminal when it first requests roaming registration.
	UnsignedInt (32 bits)

	Roaming Authorisation Status
	E
	M
	1
	A field that SHALL indicate whether the terminal has been authorised for roaming services or not. This value of this field SHALL be determined by the Visited Service Provider BSM.
	UnsignedInt (32 bits)

	Roaming Service Scope
	E
	M
	1
	A field that SHALL indicate the scope of roaming that has been permitted to the terminal. This field MAY have information such as surcharge of roaming services or the requested PurchaseItem Service etc. The terminal SHALL be able to recognise this field and also be able to present it to the user.
	UnsignedInt (32 bits)


5.8.1.5 Response to access roaming BCAST services
The Home Service Provider BSM SHALL send the following message to the terminal: 
	Name
	Type
	Category
	Cardinality
	Description
	Data Type

	Request ID
	E
	NM/TM
	1
	A unique ID that SHALL be used throughout the roaming registration procedure. It SHALL be generated by the terminal when it first requests roaming registration.
	UnsignedInt (32 bits)

	Roaming Authorisation Status
	E
	NM/TM
	1
	A field that SHALL indicate whether the terminal has been authorised for roaming services or not. This value of this field SHALL be determined by the Visited Service Provider BSM.
	UnsignedInt (32 bits)

	Roaming Service Scope
	E
	NM/TM
	1
	A field that SHALL indicate the scope of roaming that has been permitted to the terminal. This field MAY have information such as surcharge of roaming services or the requested PurchaseItem Service etc. The terminal SHALL be able to recognise this field and also be able to present it to the user.
	UnsignedInt (32 bits)


5.8.1.6 Confirm terms of roaming services

The terminal SHALL send the follow message to the Visited Service Provider BSM. 
	Name
	Type
	Category
	Cardinality
	Description
	Data Type

	Request ID
	E
	NM/TM
	1
	A unique ID that SHALL be used throughout the roaming registration procedure. It SHALL be generated by the terminal when it first requests roaming registration.
	UnsignedInt (32 bits)

	Confirm Roaming
	E
	NM/TM
	1
	A field that SHALL be used to indicate whether a user agrees to the terms of the roaming service scope.
	Boolean


5.8.1.7 Long-term key message request
The Home Service Provider BSM SHALL request the long-term key message to the Visited Service Provider BSM so that it may forward the long-term key message to the terminal.
Note: Actual long-term key message format shall depend on CPSP method used.
5.8.1.8 Long-term key message response

The Visited Service Provider BSM SHALL deliver the long-term key message to the Home Service Provider BSM so that it may forward the long-term key message to the terminal.

Note: Actual long-term key message format shall depend on CPSP method used.
5.8.1.9 Long-term key message delivery
The Visited Service Provider BSM SHALL deliver the long-term key message to the terminal so that it may decode encoded services.

Note: Actual long-term key message format shall depend on CPSP method used.
5.8.1.10 Service delivery

After successful completion of the roaming registration procedure the terminal SHALL be able to receive and present BCAST services provided by the Visited Service Provider to the user. 
5.8.2 Roaming initiated via Visited Service Provider

This section defines the roaming procedure message formats for when a terminal requests roaming services to the Visited Service Provider to initiate the roaming procedure. 

Note: The values used in the messages of the following sub-sections SHALL be extracted from the Service Guide Context and Service Guide unless otherwise stated.
5.8.2.1 Service discovery and Service Guide delivery
To initiate the roaming procedure, BCAST service discovery and Service Guide delivery SHALL be possible via information provided to the terminal from the underlying Broadcast Distribution System (BDS). The specific mechanisms of this step are out of BCAST scope.
5.8.2.2 Request access to roaming BCAST services
The terminal SHALL send the following message to the Visited Service Provider BSM (BCAST Subscription Management):
	Name
	Type
	Category
	Cardinality
	Description
	Data Type

	Request ID
	E
	NM/TM
	1
	A unique ID that SHALL be used throughout the roaming registration procedure. It SHALL be generated by the terminal when it first requests roaming registration.
	UnsignedInt (32 bits)

	Terminal ID
	E
	NM/TM
	1
	A unique ID that SHALL be used to identify the terminal in both the Home Service Provider and Visited Service Provider BCAST service area. An example is the 3GPP IMSI (International Mobile Subscriber Identity).
	String

	Home Service Provider ID
	E
	NM/TM
	1
	A unique ID that SHALL be used to identify the Home Service Provider.
	anyURI

	Home Service Provider BSM ID
	E
	NM/TM
	1
	A unique ID that SHALL be used to identify the Home Service Provider BSM.
	anyURI

	PurchaseItem ID
	E
	NM/TM
	1
	Should a user want to purchase a particular service that he/she has seen from the Service Guide this field SHALL be used.
	anyURI


Note: After sending the request for roaming services, the Visited Service Provider may initiate terminal authentication. 

5.8.2.3 Roaming Service Authorisation Request

The Visited Service Provider BSM SHALL send the following message to the Home Service Provider BSM. 
	Name
	Type
	Category
	Cardinality
	Description
	Data Type

	Request ID
	E
	M
	1
	A unique ID that SHALL be used throughout the roaming registration procedure. It SHALL be generated by the terminal when it first requests roaming registration.
	UnsignedInt (32 bits)

	Terminal ID
	E
	M
	1
	A unique ID that SHALL be used to identify the terminal in both the Home Service Provider and Visited Service Provider BCAST service area. An example is the 3GPP IMSI (International Mobile Subscriber Identity).
	String

	Visited Service Provider ID
	E
	M
	1
	A unique ID that SHALL be used to identify the Visited Service Provider.
	anyURI

	Visited Service Provider BSM ID
	E
	M
	1
	unique ID that SHALL be used to identify the Visited Service Provider BSM.
	anyURI


5.8.2.4 Roaming Service Authorisation Response

The Home Service Provider BSM SHALL send the following message to the Visited Service Provider BSM.
	Name
	Type
	Category
	Cardinality
	Description
	Data Type

	Request ID
	E
	M
	1
	A unique ID that SHALL be used throughout the roaming registration procedure. It SHALL be generated by the terminal when it first requests roaming registration.
	UnsignedInt (32 bits)

	Roaming Authorisation Status
	E
	M
	1
	A field that SHALL indicate whether the terminal has been authorised for roaming services or not. This value of this field SHALL be determined by the Visited Service Provider BSM.
	UnsignedInt (32 bits)

	Terminal Subscription Type
	E
	M
	1
	A field that SHALL indicate the subscription scope of the terminal in terms of roaming. The Home Service Provider and the Visited Service Provider have a common understanding of the field according to roaming agreements between them.


	UnsignedInt (32 bits)


5.8.2.5 Response to access roaming BCAST services

The Visited Service Provider BSM SHALL send the following message to the terminal.
	Name
	Type
	Category
	Cardinality
	Description
	Data Type

	Request ID
	E
	NM/TM
	1
	A unique ID that SHALL be used throughout the roaming registration procedure. It SHALL be generated by the terminal when it first requests roaming registration.
	UnsignedInt (32 bits)

	Roaming Authorisation Status
	E
	NM/TM
	1
	A field that SHALL indicate whether the terminal has been authorised for roaming services or not. This value of this field SHALL be determined by the Visited Service Provider BSM.
	UnsignedInt (32 bits)

	Roaming Service Scope
	E
	NM/TM
	1
	A field that SHALL indicate the scope of roaming that has been permitted to the terminal. This field MAY have information such as surcharge of roaming services or the requested PurchaseItem Service etc. The terminal SHALL be able to recognise this field and also be able to present it to the user.
	UnsignedInt (32 bits)


5.8.2.6 Confirm terms of roaming services

The terminal SHALL send the follow message to the Visited Service Provider BSM. 

	Name
	Type
	Category
	Cardinality
	Description
	Data Type

	Request ID
	E
	NM/TM
	1
	A unique ID that SHALL be used throughout the roaming registration procedure. It SHALL be generated by the terminal when it first requests roaming registration.
	UnsignedInt (32 bits)

	Confirm Roaming
	E
	NM/TM
	1
	A field that SHALL be used to indicate whether a user agrees to the terms of the roaming service scope.
	Boolean


5.8.2.7 Long-term key message delivery

The Visited Service Provider BSM SHALL deliver the long-term key message to the terminal so that it may decode encoded services.

Note: Actual long-term key message format shall depend on CPSP method used.
5.8.2.8 Service delivery

After successful completion of the roaming registration procedure the terminal SHALL be able to receive and present BCAST services provided by the Visited Service Provider to the user. 

5.8.3 Protocol stack for message exchanges between BSMs

[Note: Interface between A BSM and B BSM is to be defined in AD]
The following protocol stack SHALL be used for message exchange between BSMs. HTTP over TCP/IP SHOULD be used for the delivery of the roaming procedure authorisation messages. IPsec SHOULD be used in conjunction with TCP/IP to provide secure delivery of the authorisation messages.
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