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1 Reason for Change

(1) To specify the target area of Service and Content, currently “zip_code” can be described as integer. But actually postal code should include, e.g., hyphen (such as 001-0001 in Japan), or alphabet as used in UK. That’s why string is better for the data type of zip_code.

(2) Access fragment has “AccessServerPhoneNumber” to connect to the interaction server. The data type of this is currently integer, but string is better. By this change, space, hyphen and the phone number that starts from zero (00 81 45 xxxx) can be accepted.

2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Discuss and agree the proposed changes.

6 Detailed Change Proposal

Change 1:  Change the data type of zip_code in Service and Content.
5.2.2.1 Service
5.2.2.2 Content
	Name
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	Data Type
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	broadcast_area
	E1
	NO/
TO
	0..1
	Broadcast area to include location information for BCAST contents.

Attribute:

polarity

Sub-elements:

target_area
hor_acc


	

	polarity
	A
	NO/

TO
	1
	Indication of whether the associated target area is intended for positive or negative terminal reception of the service.

If Polarity = 1, this indicates the associated service is intended for reception by terminals located within the corresponding geographical area. (Default)
If Polarity = 0, this indicates the associated service is not intended for reception by terminals located within the corresponding geographical area.
	boolean

	target_area
	E2
	NO/
TM
	0..N
	The target area to distribute contents (as specified in the [OMA MLP] with modifications)

Sub-elements:
Shape
cc 
name_area 
zip_code
cell_target_area
	

	shape
	E3
	NO/
TM
	0..1
	Shapes used to represent a geographic area that describes (as specified in the [OMA MLP])
	See 
[OMA MLP]

	cc
	E3
	NO/
TM
	0..1
	Country code, 1-3 digits e.g. 355 for Albania (as specified in the [OMA MLP])
	See 
[OMA MLP]

	name_area
	E3
	NO/
TM
	0..1
	Geopolitical name of area such as ‘Seoul’ (as specified in the [OMA MLP])
	See 
[OMA MLP]

	zip_code
	E3
	NO/
TM
	0..1
	Zip code
	string

	cell_target_area
	E3
	NO/

TM
	0..1
	The target area to distribute content specified by he BDS specific network area or minimum transmit area

Attributes:

Type

Sub-element:

cell_area_value
	

	type
	A
	NO/TM
	1
	Allowed values are:

0 –  Unspecified

1 - 3GPP Cell Global Identifier as defined in 3GPP TS 23.003

2 – 3GPP Routing Area Identifier as defined in 3GPP TS 23.003

3 – 3GPP Location Area Identifier as defined in 3GPP TS 23.003

4 – 3GPP2 Subnet ID as defined in [3GPP2 C.S0054-0]
5 – 3GPP2 SID as defined in [3GPP2 C.S0005-D]

6 – 3GPP2 SID+NID as defined in [3GPP2 C.S0005-D]

7 – 3GPP2 SID+NID+PZID as defined in [3GPP2 C.S0005-D]

8 – 3GPP2 SID+PZID as defined in [3GPP2 C.S0005-D]
9 – DVB-H Cell ID (editorial note: to be verified)
10 - 200  reserved for future use

201-255 reserved for proprietary use
	byte
(8 bits)

	cell_area_value
	E4
	NO/

TM
	0..N
	The BDS specific transmit area given in the format as defined by type.  

Sub-element:

3gpp2_Cell_ID
	See relevant BDS spec

	3gpp2_cell_ID
	E5
	NO/

TO
	0..N
	If type = 4, the value is Sector_ID as defined in  [3GPP2 C.S0024-A]

If type = 5, 6, 7 or 8, the value is BASE ID as defined in [3GPP2 C.S0002-0]

NOTE: 3GPP2 terminals SHALL support this element
	See relevant BDS spec

	hor_acc
	E2
	NO/
TM
	0..N
	Horizontal accuracy in meters (as specified in the [OMA MLP])
	See 
[OMA MLP]

	
	
	
	
	
	


Change 2:  Change the data type of AccessServerPhoneNumber
5.2.2.3 Access
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	Data Type
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	AccessType
	E1
	NM/
TM
	1
	Defines the type of access.
Contains the following attribute:

TransmissionMedia
Contains the following elements:
BDSType
BroadcastTransmission

InteractiveTransmissionScheme
	

	TransmissionMedia
	A
	NM/
TM
	1
	This attribute indicates which channel is used for the delivery of service.

0 : Broadcast Channel

1 : Interaction Channel
	integer

	BDSType
	E2
	NO/

TM
	0..N
	Identifier of the type of underlying distribution system that this access fragment relates to.

Defined values 

1: interaction channel

2: DVB-H IPDC 

3. 3GPP MBMS Rel-6

4: 3GPP MBMS Rel-7

5: 3GPP2 BCMCS (1x) 

6: 3GPP2 BCMCS (HRPD) 

7: 3GPP2 Enhanced BCMCS (HRPD) 

8-199: reserved for future use

200-255: reserved for proprietary use
	byte (8bit)

	BroadcastTransmission
	E2
	NO/
TM
	0..1
	This element is used for the indication of IP transmission.
Contains the following attribute:
IpAddress
Contains the following elements:

SessionDescriptionReference
SDP
	

	IpAddress
	A
	NO/
TM
	0..1
	Receiver IP address of IP stream, which transport A Service over Broadcast channel.

Note: This attribute is used when SDP is not included in Access Fragment. 

If SDP in Access Fragment exists, IP address of the receiver IP address in SDP is used. 
	string

	Session
Description
Reference
	E3
	NO/
TM
	0..N
	The reference to the SessionDescription this access relates to.

Note: the SessionDescription itself may be delivered in two ways via broadcast or via fetch over interaction channel. 

In the case of broadcast delivery, the SessionDescription fragment is either delivered in SGDU or encapsulated in this Access fragment. In the latter case the SDP element is used instead of the Session Description Reference.

If AuxiliaryDescription fragments are provided they are referenced by the SessionDescriptionReference.

In the case of fetch over interaction channel, the Session Description can be acquired by accessing the URI (given as attribute of this element).
Attributes:

Type

URI

idRef
	

	Type
	A
	NM/
TM
	1
	Type of the session description referred by this SessionDescriptionReference

1 – SDP

2 – MBMS User Service Description (MBMS-USD) as specified in [26.346] section 5.2. It may contain one or several SDP descriptions.
	integer

	URI
	A
	NO/
TM
	0..1
	The URI to the file containing SessionDescription that the media application in the terminal uses to access the service. 
	anyURI

	idRef
	A
	NO/
TM
	0..1
	The id of the SessionDescription fragment this access refers to, globally unique
	anyURI

	SDP
	E3
	NO/
TM
	0..1
	A session description in SDP (IETF session description protocol) format 
	string
(in SDP format)

	InteractiveTransmissionScheme
	E2
	NO/
TM
	0..1
	This element indicates which communication system or protocol is used for Interaction Channel.
Containing the following attribute:
TansmissionSchemeType
Contains the following elements:

AccessServerIpAddress
AccessServerURL
AccessServerPhoneNumber
	

	TransmissionSchemeType
	A
	NM/
TM
	1
	1 : Interaction Channel provided by Interaction network

2 : MMS

3 : WAP 1.0

4 : WAP 2.x

5: SMS

6: HTTP

7: Voice Call

8: Service Provider defined Transmission Scheme

Note: Other protocol or communication system May be added based on OMA Service interaction function.
	integer

	AccessServerIpAddress
	E3
	NO/
TM
	0..N
	IP address of Sever, which provides different access( over Interaction Channel) of a Service
	string

	AccessServerURL
	E3
	NO/
TM
	0..N
	ULR of Server, which provides different access (over Interaction Channel) of a Service
	anyURI

	AccessServerPhoneNumber
	E3
	NO/
TM
	0..N
	Phone number of Server, which provides different access (over Interaction Channel) of a Service, 

Note: MMS and SMS use phone number as an address.
	string

	<skip>
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