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1 Reason for Change

The current description of Session Description in Sec. 5.2.2.4 – Access is not clear in distinguishing session description related information from its instantiation either as a Session Description fragment, or encapsulation within the Access fragment.  Similarly, Sec. 5.2.2.5 – Session Description is not clear in its description of session description vs. associated delivery procedure description components of the MBMS User Service Description.  In addition, since only Session Description fragment is currently defined in the SG data model, for correctness it is proposed to replace the terms “SessionDescription fragment” and “AuxiliaryDescription fragment” in Sec. 5.2.2.4 and 5.2.2.5 by “session description information” and “auxiliary description information”, respectively.  This CR proposes modified text for these sections.
During the Seoul meeting, a comment was raised that auxiliary description information (as possibly contained in the Session_Description fragment) does not exist in the SDP.  Therefore, this revision contains the corresponding correction.  In addition, it contains some other text improvements relative to the previous version of the CR.  Lastly, the latest version of the SG TS is referenced for the proposed changes of this CR.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Accept the proposed changes and update the SG TS accordingly.
6 Detailed Change Proposal

Change 1:  Session Description Reference description
5.2.2.4 Access

An access fragment describes to the terminal how it can access a service during the lifespan of the access fragment.
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	Access
	E
	
	
	Access fragment

Contains the following attributes:

id
version
validFrom
validTo
ServiceProtection


AudioLanguage

Contains the following sub-elements:

AccessType

KeyManagementSystem

ExtensionURL

ServiceIDRef

ScheduleIDRef
UsageInfo

AlternativeAccessURL
TerminalCapabilityRequirement

BandwidthRequirement

ServiceClass

PreviewDataIDRef

NotificationReception
	

	…
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	…
	…
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	Session
Description
Reference
	E3
	NO/
TM
	0..N
	A reference to a Session_Description fragment associated with this Access fragment.

Note: the Session Description fragment may be delivered in two ways: via broadcast or via fetch over interaction channel. 

In the case of broadcast delivery, the session description or auxiliary description information is contained either in exactly one or more a Session_Description fragments referenced by SessionDescriptionReference, or is encapsulated within this Access fragment. In the latter case the SessionDescriptionReference element Reference is absent and the SDP element is used instead.
Furthermore, as referenced by the SessionDescriptionReference, each the Session_Description fragment contains either SDP-formatted session description information, or XML-formatted auxiliary description information. 
In the case of fetch over interaction channel, the session description or auxiliary description information can be acquired by accessing the URI (given as attribute of this element).
Attributes:

type

URI

idRef
	

	...
	…
	…
	..
	…
	…


Change 2:  Session Description fragment description
5.2.2.5 Session Description fragment
An Access fragment may references zero, one or more Session_Description fragments by the SessionDescriptionReference in the following manner: Each Session_Description fragment can contain:
· Zero or one instance of The Access fragment may reference zero or one Session_Description fragment, containing session description information, formatted according to the syntax of Session Description Protocol (SDP) [RFC 2327], or
Zero, one, or more instances of  it may reference zero or more Session_Description fragments containing 
· auxiliary description information, formatted in XML.

An Access fragment can reference only zero or one SDP-formatted Session_Description fragments with session description information.
The auxiliary description information is provided in text format either as an Associated Delivery Procedure Description, specified by MBMS user service description (MBMS-USD) [26.346, Section 5.2.2.2], or as an associated delivery procedure description, specified in [OMA BCAST Distribution TS] section 5.3.4. 

The session description information MAY be directly contained in the associated Access fragment. Further, when it is contained in the Alternatively, such information, in the form of Session_Description, this fragments MAY be referenced by a URI in the associated Access fragment, and encapsulated in SGDU for delivery. 

The following applies to the SDP-formatted Session_Description fragment.

· For IPv6 support in SDP, RFC 3266 is used. 

· Service Guide fragments may also contain other SDP extensions.
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