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 OMA Confidential

	To:
	BAC-BCAST

	Doc to Change:
	The latest version of TS-Service Guide

	Submission Date:
	8 Dec 2006

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Bosun Jung, Samsung Electronics, bosun7.jung@samsung.com 

	Replaces:
	n/a


1 Reason for Change

This contribution contains the resolution for the following review comments.
	SG188
	2006.5.17
	N
	5.5
	Source: KPN

From: OMA-BCAST-2006-0493
Comment:

There is no request message as part of SG-4 from the BSD/A to the BSM to request for a piece of ESG (e.g. subscription part).
	Status: OPEN



	SG419
	2006.05.24
	N
	5.5.1.2
	Source: QUALCOMM

Form: OMA-BCAST-2006-0509

Comment:

This section only specifies deliver message from SGCCS to SGAS and from SGAS to SG-G. Why  can’t SGAS or SG-G request SG from SGAS or SGCCS?

Proposed resolution:

If the group agrees to add request message, a separate CR will be submitted.
	Status: OPEN


The latest information to generate Service Guide exists in SGCCS, SGAS, and SGSS.  This is why BCAST has the Push delivery of Service Guide source from SGCCS, SGAS, and SGSS to SG-G.  However, if each SGCCS, SGAS, and SGSS has problem to deliver source to SG-G, there is no means to request Service Guide Source from SG-G to others.  Therefore, SG Source request is necessary..
Changes in R01

· Add clarification text in Data Type of SGData

· Editorial Fix
· Contains the resolution for action item regarding entityAddress.
· Replace entityAddress by networkEntityID: networkEntityID is necessary to identify request message.  because each Network Entity can communicate with the other multiple Network Entities (e.g. BSDA can receive different BSAs).
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

If group agreed this CR, then the latest version of TS-Service Guide should be changes as proposed.
6 Detailed Change Proposal

Change 1:  Modified text in Section 5.5.1
5.5.1 Service Guide Source Delivery and Request
Service Guide Source is generated in CC, BSA, BSM.  Each Entity delivers Service Guide source via Backend Interface such as SG-1, SG-2, and SG-4. Contents source will be delivered from SGCCS to SGAS via SG-1, application source will be delivered from SGAS to SG-G via SG-2, and subscription source will be delivered from SGSS to SG-G via SG-4. If SG-G couldn’t have any Service Guide information when necessary, SG-G may request Service Guide Source to SGAS and SGSS.
Change 2:  Addition of Source Request

5.5.1.3 Request Message of Service Guide Source

5.5.1.3.1 Request Message 

The following is the request message of Service Guide Source. If Request message contains any of Global Identifier, then SGAS or SGSS should deliver all Service Guide Source information related to them.  For example, if SG-G send request message with GlobalServiceId to SGAS, then SGAS should deliver all Source Information related to the GlobalServiceId.
	Name
	T
y
p
e
	C
a
t
e
g
o
r
y
	C
a
r
d
i
n
a
l
i
t
y
	Description
	Data Type

	SGSRequest
	
	
	
	Specifies the request message of Service Guide Source which is used for generating Service Guide in SG-G.  
Contains the following attributes

SGSRid
entityAddress
Contains the following elements:

GlobalServiceId
GlobalContentId

GlobalPurchaseItemId
	

	SGSRid
	A
	M
	1
	Identifier of SGSRequest Message, unique in Network Entity which generates this message.
	unsignedInt

	networkEntityID
	A
	M
	1
	
Identifier of Network Entity (e.g. BSMid, BSDAid, BSAid, etc.). which generates this message.

	anyURI

	GlobalServiceId
	E1
	O
	0..N
	Globally Unique Service Identifier
	anyURI

	GlobalContentId
	E1
	O
	0..N
	Globally Unique Content Identifier
	anyURI

	GlobalPurchaseItemId
	E1
	O
	0..N
	Globally Unique PurchaseItem Identifier
	anyURI

	<proprietary elements/attributes>
	E1 or lower
	O
	0..N
	Any number of proprietary or application-specific elements or attributes that are not defined in this specification.
	


5.5.1.3.2 Response Message

The following is the response message of Service Guide Source Request. The response message is sent from SGAS to SG-G over interface SG-2, or from SGSS to SG-G over interface SG-4. Response Messages MAY be immediately sent as a part of “200 OK” to the original Service Guide Component that has initiated SGSRequest message identified with SGSRid. If Response Message cannot be sent immediately with the operation results of Request Message, it MAY be sent using HTTP POST message to the original request message identified with SGSRid and networkEntityID.
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	Data Type

	SGSRRes
	E
	
	
	Specifies the Response message for SGSRequest.

Contains the following elements:

SGSRid 
	

	SGSource
	E1
	M
	1..N
	Contains SG Source Information.
Contains the following attribute:

   SGSRid

StatusCode

Contains the following element:

   SGData
	

	SGSRid
	A
	M
	1
	Identifier of SGSRequest
	unsignedInt

	StatusCode
	A
	M
	1
	Indicates the overall outcome how SGSDelivery is processed, according to the global status code (as specified in Appendix G).
	unsignedByte

	SGData
	E2
	O
	0..1
	Contains source information from the SGAS or SGSS to be included into the Service Guide. It is RECOMMENDED that the information is delivered in the form of BCAST Service Guide fragments (as specified in section 5.1 and Appendix C). Other formats MAY be used only for SG-1 and in case of using BCAST format, namespace will be used.
If BCAST Service Guide fragments are used, network-mandatory elements or attributes which are not relevant SHALL be delivered as empty field, network-optional elements or attributes which are not relevant SHALL NOT be instantiated.
Contains attribute:

namespace
	Complex Type containing fragments from BCAST SG data model, or non-BCAST-SG data

	namespace
	A
	O
	0..1
	Set to the name of the BCAST Service Guide XML namespace to signal that the content of SGData is BCAST SG compliant. 
	anyURI

	<proprietary elements/attributes>
	E1 or lower
	O
	0..N
	Any number of proprietary or application-specific elements or attributes that are not defined in this specification.
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