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1 Reason for Change

The CR addresses the following comment:

	XBS020
	2007.01.24
	T
	A.15.3
	Source: Fraunhofer IIS

From: OMA-BCAST-2006-0069


Comment:
The specification of OFT is incomplete. Especially, it is not specified which one-way function and which mixing function is used.
Proposed Resolution:

Specify one-way function and mixing function.
	Status: OPEN


The comment is resolved by replacing Section A.15.3 by a new section. The new section describes the OFT scheme in detail, and specifies the one-way function and mixing function.

2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

For the group to agree the CR.
6 Detailed Change Proposal

A.15.3 BCRO delivery using OFT

The OFT scheme is an optional broadcast encryption scheme that MAY only be used in Flexible Subscriber Groups. The OFT support is optional for both server and client. The size of a Flexible Subscriber Group can vary from 21 to 231, but is fixed after registration.

The OFT scheme is based on a One-Way Function tree (OFT) [OFT]. This key derivation tree is similar to the zero-message broadcast encryption key derivation tree. The node numbering in the OFT scheme is equal to the node numbering in the zero-message broadcast encryption scheme, see section A.15.1
.

A node in the OFT contains two entries: one node key and one blinded node key. Each node key can be used to create a Deduced Encryption Key:
DEK := HMAC-SHA1-128{ node key }(BCI)
The node keys and blinded node keys in the OFT are computed with the aid of a one way function and a mixing function. In this specification, these are defined as:

one_way_function( a ) := SHA1-128( a )
mixing_function( a, b ) := a XOR b
where a and b are the parameters to the functions.

The keys in the OFT are constructed recursively from the leaves to the root:
· The node keys of the leaves are generated randomly.
· When the node i has a node key NKi , it has a blinded node key BNKi =one_way_function(NKi).

· The parent’s node key NKp of two children nodes that have respectively blinded node keys BNKi and BNKj is derived as NKp = mixing_function(BNKi, BNKj).

Figure 43 illustrates the keys of a parent node and its two children nodes.
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To address a subset of the Flexible Subscriber Group by using the OFT encryption scheme, each device is assigned to a leaf of the OFT. The devices get the node key of their assigned leafs. In addition, each device is given all blinded node keys of the sibling nodes on the path from its leaf to the root node. With this information, a device can calculate the node keys of all nodes on this path, see Figure 44
.
Notice that a device can calculate the appropriate node keys on the path from its leaf to the root node, but none of the other node keys.
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To address a Flexible Subscriber Group subset, the Right Issuer creates a set of BCROs. The number of BCROs and which node keys are used for the associated DEKs depends on the subset: The RI constructs a minimal set of subtrees of which all leaves are addressed [NAOR02]. With each of these subtrees one BCRO is associated, whose DEK is derived from the node key in the root of the subtree. Notice that all devices in a subtree are able to compute the associated DEK and therewith can decrypt the PEK/SEK/CEK in the BCRO. In contrast, a non-subscribed device will not be able to calculate any of the DEKs.

Example:


In the Flexible Subscriber Group from Figure 44
, the RI wants to address {d0, d1, d2, d3, d4}. Therefore two BCROs are needed. In the first one the PEK/SEK/CEK is encrypted with the DEK derived from the node key of node 1. Notice that {d0, d1, d2, d3} can calculate this key and decrypt the PEK/SEK/CEK since they know the node key of node 1. The second BCRO uses the DEK derived from the node key of node 11 as encryption key. Only {d4} can compute this DEK. Notice that although the non-subscribed devices might know the blinded key of node 1 or 11, they cannot calculate the appropriate node key, since it is infeasible to calculate the inverse of the one way function.

In most cases, more than one BCRO is needed to address the subscribed devices. The worst case occurs, when n/2 members are subscribed, one from each of the subtrees just above the leaf-level. The RI can try to minimize the number of BCROs by assigning the subscribers strategically to the nodes in the OFT. The minimum is achieved, if as many as possible subscribed devices share a common ancestor.

Note that neither the blinded key of the root nor the blinded keys of the two children of the root need to be transmitted. The blinded keys of the two children would only be needed to calculate the key of the root, which would only be needed for the addressing of the whole group. However, when addressing the whole group the UGK is used rather than the root key from this tree.
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Figure 44: OFT for 8 devices with known keys of d3 marked. Black colour means that d3 knows the node key, grey colour that it knows the blinded key of the node.
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Figure 43: Keys in the OFT











�This section replaces Appendix �A.15.3: “BCRO delivery using OFT”


�Add link to Appendix A.15.1: “Node numbering”


�Add link to Figure 44: “OFT for 8 devices with known keys of d3 marked […]”


�Add link to Figure 44: “OFT for 8 devices with known keys of d3 marked […]”
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