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1 Reason for Change

Broadcast Roaming relies on the fact that the ID of a BSMSelector is unique within the network (see sections 5.7.1.1 and 5.7.1.2 of TS Services). While Motorola still has doubts about what “network” means in terms of scope, we have spot an immediate issue with the <BSMSelector>.<id> in the SGDD, where it is said to be uniquely defined in the scope of the SGDD.
Broadcast Roaming of course needs identifiers that are uniquely defined at least across all SGDDs the terminal will receive. We therefore propose to correct the scope of the <BSMSelector>.<id> in the SGDD.

2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

BCAST is kindly requested to consider and agree the proposed changes.
6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

5.4.1.5.2 Service Guide Delivery Descriptor

The following structure SHALL be used for declaring availability, metadata and grouping of the fragments of Service Guide, and for delivery of the SG to point to the actual delivery channel and the delivery unit where the declared fragments are to be delivered. The terminal SHALL support the Service Guide Delivery Descriptor syntax as defined by XML Schema in [BCAST10-Schema-sg-sgdd]. For delivery, the Service Guide Delivery Descriptor SHALL be instantiated as an XML document. 
The network is provided with means of reducing the size of the SGDDs being delivered to terminals by compressing SGDDs. For the algorithms and their respective signalling there are the following rules and constraints:

· the network MAY compress the SGDDs with the GZIP algorithm,

· terminals SHALL support both plain SGDDs and GZIP compressed SGDDs,

In the case of broadcast delivery of SGDDs, the network SHALL signal GZIP compression of SGDDs by setting the ‘content-encoding’ attribute of the FLUTE FDT instances listing the SGDDs. In the case of interactive delivery of SGDDs and SGDUs using HTTP, the network SHALL signal GZIP compression setting the ‘Content-Encoding’ attribute of the HTTP response.

	Name
	Type
	Category
	Cardinality
	Description
	Data Type

	ServiceGuideDeliveryDescriptor
	E
	
	
	The Service Guide Delivery Descriptor

Contains the following attributes:

id

version

Contains the following elements:

NotificationReception

BSMList

DescriptorEntry
	

	id
	A
	NM/TM
	0..1
	Unique identifier of the SGDD within one specific SG
	anyURI

	version
	A
	NM/TM
	0..1
	Version of SGDD


	unsignedInt 

	NotificationReception
	E1
	NM/TM
	0..1
	Reception information for general Notification Messages.  

In case of delivery over Broadcast channel, IPBroadcastDelivery specifies the address information for receiving Notification message.
In case of delivery over Interaction channel, RequestURL specify address information for subscribing notification, PollURL specify address information for polling notification.
When the Notification Message resource pointed by this element provides Notification Messages carrying Service Guide update, those SHALL relate to the currently bootstrapped Service Guide.

If this element is present, at least one of the atttributes “IPBroadcastDelivery”, “RequestURL”, or “PollURL” SHALL be present. 

Contains the following elements:

IPBroadcastDelivery
RequestURL

PollURL
	

	IPBroadcastDelivery
	E2
	NM/TM
	0..1
	Provides IP multicast address and port number for reception of Notification Messages over the broadcast channel. 

Contains the following attributes:

port

address
	

	port
	A
	NM/TM
	1
	General Notification Message delivery UDP destination port number; delivery over Broadcast Channel.
	unsignedInt

	address
	A
	NM/TM
	1
	General Notification Message delivery IP multicast address; delivery over Broadcast Channel.
	string

	RequestURL
	E2
	NM/TM
	0..1
	URL through which the terminal can subscribe to general Notification Messages; delivery over Interaction Channel.
	anyURI

	PollURL
	E2
	NM/TM
	0..1
	URL through which the terminal can poll general Notification Messages over Interaction Channel.
	anyURI

	BSMList
	E1
	NO/TM
	0..1
	Declaration of the BSM Selectors which can be used in the GroupingCriteria sections defined below.

Contains the following element:

BSMSelector
	

	BSMSelector
	E2
	NM/

TM
	1..N
	Specifies the BSM associated with the fragments in this Service Guide Delivery Unit 

Allows a terminal to determine whether the SGDU’s in this SGDD DescriptorEntry – among the SGDU’s that are announced in various DescriptorEntries in various SGDD’s – is associated with the terminal’s affiliated BSM(s). The terminal’s affiliated BSM(s) are represented within terminal as Management Objects with identifier ‘<X>/ BSMFilterCode’. 

In case the terminal has one or more ‘<X>/bsmFilterCodesBSMFilterCode’ entries, for the interpretation of the BSMSelector within the SGDD the following SHALL apply:

·  If the BSMFilterCode present in this element matches to any of the ‘<X>/BSMFilterCode’ entries within the terminal, the terminal is able to process, render, interpret and handle the fragments without restrictions.

· If the BSMFilterCode present in this element does not match to any of the ‘<X>/BSMFilterCode’ entries within the terminal, the terminal can render, interpret and handle the fragments according to RoamingRules associated with this BSMSelector (identified by the attribute ‘id’). In case the terminal does not have these RoamingRules the terminal SHALL NOT render the fragments to the user. The terminal MAY acquire the rules by sending a RoamingRuleRequest to address indicated by attribute “RoamingRuleRequestAddress”.

In case the terminal has no ‘<X>/BSMFilterCode’ entries, for the interpretation of the BSMSelector within the SGDD the following SHALL apply:

· The terminal can render, interpret and handle the fragments according to RoamingRules associated with this BSMSelector (identified by the attribute ‘id’). In case the terminal does not have these RoamingRules the terminal SHALL NOT render the fragments to the user. The terminal MAY acquire the rules by sending a RoamingRuleRequest to address indicated by attribute “RoamingRuleRequestAddress”.
Note: RoamingRuleRequest message, RoamingRules and associated roaming methods are specified in [BCAST10-Services].

Contains the following attributes:

id 

roamingRuleRequestAddress

Contains the following elements:

BSMFilterCode

Name 

RoamingRule
	

	id
	A
	NM/TM
	1
	Identifier of the BSMSelector. This ‘id’ is unique within the network.
	anyURI

	roamingRuleRequestAddress
	A
	NO/
TM
	0..1
	Address to which the terminals can send the RoamingRuleRequests to request RoamingRules associated with this BSMSelector (identified with the ‘id’ attribute).
	anyURI

	…
	…
	…
	…
	…
	…
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