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1 Reason for Change

1. Create a new file from OMA-SUP-MO_oma_bcast-V1_2-20121114-D for BCAST1.2 specification

 * File created from OMA-SUP-MO_oma_bcast-V1_1-20100914-C.ddf:

- embedded file information header aligned with

http://member.openmobilealliance.org/ftp/rel/gen_info/Procs/SupportFiles_XSD-v1_0.shtml
2. Alignment with OMA-TS-BCAST_Services-V1_2_0-20120709-D,
- add the DVB-NGH and DVB-T2 Management Objects



3. The corresponding DDF file (OMA-SUP-MO_oma_bcast-V1_2-20121114-D.ddf) is included in the zip file and will be the new baseline for further changes.
R01: 
· Change in the file the DDFname to <DDFName>urn:oma:mo:oma_bcast:1.2</DDFName>
· Change the BCAST Release node as well : change from Release1.0 to Release1.2 in the node BCASTRelease
· Change also the reference to ServCntProt spec from release 1.0 to 1.2 in the node BCASTClientID
· Change also the reference to ServiceGuide spec from release 1.0 to 1.2 in the node BSMFilterCode and in the node RoamingRule
· The corresponding DDF file (OMA-SUP-MO_oma_bcast-V1_2-20121115-D.ddf) is included in the zip file and will be the new baseline for further changes
2 Impact on Backward Compatibility

There is no issue of backward compatibility.
3 Impact on Other Specifications

No impact
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Please discuss and agree the CR 
6 Detailed Change Proposal

Change 1:  Change in the file information in the header of the file
FILE INFORMATION


Description



BCAST enabler - OMA BCAST Management Object according to the



OMA DM Description Framework


Version: 1.2

Date:    14 Nov 2012

OMA Permanent Document



File: OMA-SUP-MO_oma_bcast-V1_2-20121114-D.ddf



Type: Text - XML


Public Reachable Information



Path: http://www.openmobilealliance.org/tech/omna/dm-mo/



Name: oma_bcast-v1_2.ddf


NORMATIVE INFORMATION


Information about this file can be found in the latest revision of


the specification OMA-TS-BCAST_Services-V1_2 available at



http://www.openmobilealliance.org/


Send comments to technical-comments@mail.openmobilealliance.org
Change 2:  update change history part
<!--


CHANGE HISTORY


20121114
* File created from OMA-SUP-MO_oma_bcast-V1_1-20100914-C.ddf:





  - 







* Alignment with OMA-TS-BCAST_Services-V1_2_0-20120709-D,





  Implementation of DVB-NGH and DVB-T2 MO:





  















-->
Change 3:  Add the DVB-NGH node under the BDSEntryPoint node




<Node> <!-- X / BDSEntryPoint / X / DVB-NGH -->






<NodeName>DVB-NGH</NodeName>






<!-- Status: Optional -->






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<DFTitle>This interior node acts as a placeholder for all the BDS-specific








information regarding DVB-NGH.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>






<Node> <!-- X / BDSEntryPoint / X / DVB-NGH / X -->







<NodeName/>







<!-- Status: Optional -->







<DFProperties>








<AccessType>









<Get/>








</AccessType>








<DFFormat>









<node/>








</DFFormat>








<Occurrence>









<ZeroOrMore/>








</Occurrence>








<DFTitle>This interior node acts as a placeholder for a list of Networks









recognized by the terminal.</DFTitle>








<DFType>









<DDFName/>








</DFType>







</DFProperties>







<Node> <!-- X / BDSEntryPoint / X / DVB-NGH / X / Tuning -->








<NodeName>Tuning</NodeName>








<!-- Status: Required -->








<DFProperties>









<AccessType>










<Get/>









</AccessType>









<DFFormat>










<node/>









</DFFormat>









<Occurrence>










<One/>









</Occurrence>









<DFTitle>This interior node contains information needed to tune the DVB-NGH










receiver to the right frequency to receive DVB-NGH broadcasts.</DFTitle>









<DFType>










<DDFName/>









</DFType>








</DFProperties>








<Node> <!-- X / BDSEntryPoint / X / DVB-NGH / X / Tuning / Frequency -->









<NodeName>Frequency</NodeName>









<!-- Status: Required -->









<DFProperties>










<AccessType>











<Get/>










</AccessType>










<DFFormat>











<int/>










</DFFormat>










<Occurrence>











<One/>










</Occurrence>










<DFTitle>This leaf node carries the frequency of the DVB-NGH transmission system.</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>








<Node> <!-- X / BDSEntryPoint / X / DVB-NGH / X / Tuning / Bandwidth -->









<NodeName>Bandwidth </NodeName>









<!-- Status: Required -->









<DFProperties>










<AccessType>











<Get/>










</AccessType>










<DFFormat>











<int/>










</DFFormat>










<Occurrence>











<One/>










</Occurrence>










<DFTitle>This leaf node carries the bandwidth of the DVB-NGHtransmission system.</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>







</Node>






</Node>





</Node>
Change 4:  Same  Added for DVB-T2




<Node> <!-- X / BDSEntryPoint / X / DVB-T2 -->






<NodeName>DVB-T2</NodeName>






<!-- Status: Optional -->






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<DFTitle>This interior node acts as a placeholder for all the BDS-specific








information regarding DVB-T2.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>






<Node> <!-- X / BDSEntryPoint / X / DVB-T2 / X -->







<NodeName/>







<!-- Status: Optional -->







<DFProperties>








<AccessType>









<Get/>








</AccessType>








<DFFormat>









<node/>








</DFFormat>








<Occurrence>









<ZeroOrMore/>








</Occurrence>








<DFTitle>This interior node acts as a placeholder for a list of Networks









recognized by the terminal.</DFTitle>








<DFType>









<DDFName/>








</DFType>







</DFProperties>







<Node> <!-- X / BDSEntryPoint / X / DVB-T2 / X / Tuning -->








<NodeName>Tuning</NodeName>








<!-- Status: Required -->








<DFProperties>









<AccessType>










<Get/>









</AccessType>









<DFFormat>










<node/>









</DFFormat>









<Occurrence>










<One/>









</Occurrence>









<DFTitle>This interior node contains information needed to tune the DVB-T2










receiver to the right frequency to receive DVB-T2 broadcasts.</DFTitle>









<DFType>










<DDFName/>









</DFType>








</DFProperties>








<Node> <!-- X / BDSEntryPoint / X / DVB-T2 / X / Tuning / Frequency -->









<NodeName>Frequency</NodeName>









<!-- Status: Required -->









<DFProperties>










<AccessType>











<Get/>










</AccessType>










<DFFormat>











<int/>










</DFFormat>










<Occurrence>











<One/>










</Occurrence>










<DFTitle>This leaf node carries the frequency of the DVB-T2 transmission system.</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>








<Node> <!-- X / BDSEntryPoint / X / DVB-T2 / X / Tuning / Bandwidth -->









<NodeName>Bandwidth </NodeName>









<!-- Status: Required -->









<DFProperties>










<AccessType>











<Get/>










</AccessType>










<DFFormat>











<int/>










</DFFormat>










<Occurrence>











<One/>










</Occurrence>










<DFTitle>This leaf node carries the bandwidth of the DVB-T2 transmission system.</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








</Node>







</Node>






</Node>





</Node>
Change 5:  New change for R01 of the CR 

<MgmtTree>


<VerDTD>1.2</VerDTD>


<Node> <!-- X -->



<NodeName/>



<!-- Status: Required -->



<DFProperties>




<AccessType>





<Get/>




</AccessType>




<DFFormat>





<node/>




</DFFormat>




<Occurrence>





<ZeroOrMore/>




</Occurrence>




<DFTitle>This interior node acts as a placeholder for one or more BCAST Management Object





root nodes. It is MANDATORY if the UE supports OMA BCAST.</DFTitle>




<DFType>





<DDFName>urn:oma:mo:oma_bcast:1.2</DDFName>




</DFType>



</DFProperties>



<Node> <!-- X / BCASTRelease -->




<NodeName>BCASTRelease</NodeName>




<!-- Status: Required -->




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<DFTitle>This leaf node specifies the BCAST release of the client. It is MANDATORY and






MUST have the value "1.2" for this release.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node> <!-- X / BCASTClientID -->




<NodeName>BCASTClientID</NodeName>




<!-- Status: Optional -->




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>This leaf node contains the BCAST_Client_ID used by the Smartcard Profile as






per OMA-TS-BCAST-SvcCntProtection-V1_2</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>
Change 6:  New change for R01 of the CR 

<Node> <!-- X / BSMSelector / X / BSMFilterCode -->






<NodeName>BSMFilterCode</NodeName>






<!-- Status: Required -->






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<xml/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<DFTitle>This leaf node specifies the value of the BSMFilterCode associated with








the BSM. The value is a BSMFilterCode XML structure as defined in








OMA-TS-BCAST_ServiceGuide-V1_2 section 5.4.1.5.2.</DFTitle>







<DFType>








<MIME>text/xml</MIME>







</DFType>






</DFProperties>





</Node>
Change 7:  New change for R01 of the CR 

<Node> <!-- X / BSMSelector / X / RoamingRules / X / Rule -->








<NodeName>Rule</NodeName>








<!-- Status: Required -->








<DFProperties>









<AccessType>










<Get/>









</AccessType>









<DFFormat>










<xml/>









</DFFormat>









<Occurrence>










<ZeroOrMore/>









</Occurrence>









<DFTitle>This leaf node contains the RoamingRule given as a RoamingRule XML structure as defined in










section 5.4.1.5.2 of OMA-TS-BCAST_ServiceGuide-V1_2.</DFTitle>









<DFType>










<MIME>text/xml</MIME>









</DFType>








</DFProperties>







</Node>
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