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	Classification:
	 FORMCHECKBOX 
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 FORMCHECKBOX 
 1: Major Change
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 2: Bug Fix
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	Source:
	Anne-Marie Praden, Gemalto N.V, anne-marie.praden@gemalto.com

	Replaces:
	n/a


1 Reason for Change

This CR introduces the Smartcard Broadcast Provisioning function in the Service and Content Protection TS specification.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

No impact
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The Cr applies on the OMA-TS-BCAST_SvcCntProtection-V1_1-20090708-D. 

It is proposed to introduce the changes in a new version of the BCAST document.
6 Detailed Change Proposal

Appendix E. Add a new file EFUDF in E.2.1
E.5.3.X Contents of the ADF_BSIM
ADF_BSIM SHALL be selected using the AID and information in EF_DIR.  The following figure depicts the file structure of the ADF_BSIM:
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Figure 1 – File Identifiers and Directory Structures of BSIM

The files IDs '6F1X' (for EFs), '5F1X' and '5F2X' (for DFs) with X ranging from '0' to 'F' are reserved under the ADF_BSIM for administrative use by the card issuer.

Appendix F. Describe file EFUDF in E.5.3
F.5.3.X EF_UDF (User Device Filter)

This EF contains the User Device Filter of the Smartcard used for Smartcard Broadcast Provisioning function as defined in [TS-Services-v1.1]. UDN defines the group of devices the Smartcard belongs to and its position in the group. 
Structure of EF_UDF at ADF-level

	Identifier: '6F0A'
	Structure: transparent
	Optional

	SFI: '0A'
	

	Record Length: 5 bytes
	Update activity: low

	Access Conditions:


READ
PIN

UPDATE
ADM


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to 5
	UDF
	M
	5 bytes


UDF:
Contents: User Device Filter 
Coding: 40 bits.as defined in [DRM20-Broadcast-Extensions].
Members may choose to mark their proposed changes as OMA Confidential.  They are encouraged to describe their reasons for doing so in section 1.  Members should realize that if the material in the CR is accepted for use in a publicly available document that it would likely be made public in that form.





CR should be for a single document and it should be listed here (best to use separate CRs for separate docs).  More than one change may be addressed, though they should be related.  The classification should reflect the highest change type presented.
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