Doc# OMA-BCAST-v1_1-2009-01xx-CR_SPCP_FLO_BDS_and_cell_identification.doc
Change Request


Doc# OMA-BCAST-v1_1-2009-01xx-CR_SPCP_FLO_BDS_and_cell_identification.doc
Change Request



Change Request

	Title:
	FLO Management Objects
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	BCAST

	Doc to Change:
	OMA-TS-BCAST_Services-V1_1-latest-version

	Submission Date:
	16 August 2009

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Donald Gillies, dgillies@qualcomm.com

	Replaces:
	n/a


1 Reason for Change
Management objects for the FLO adaptation are added to TS-Services.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To BCAST group, to review and agree the proposed changes.
6 Detailed Change Proposal

Change 1:  New Illustration Replaces Figure 8 in Appendix G.
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Change 2:  New Management objects for the FLO Adapation are principally, ROHC parameters and bootstrap / tuning parameters.  Editor’s Note: These go into TS-Services right before G.3.61 (<X>/BSMSelector) and therefore will begin numbering at G.3.61.

G.3.61 <X>/BDSEntryPoint/<X>/FLO

	Status
	Occurrence
	Format
	Min. Access Types
	

	Optional
	ZeroOrOne
	node
	Get
	


This interior node acts as a placeholder for all the BDS-specific information regarding Forward Link Only. BCAST Terminals MAY support this node and its sub-nodes.
G.3.62 <X>/BDSEntryPoint/<X>/FLO/<X>

	Status
	Occurrence
	Format
	Min. Access Types
	

	Required
	ZeroOrMore
	node
	Get
	


This interior node acts as a placeholder for a list of Networks recognized by the terminal. 
G.3.63 <X>/BDSEntryPoint/<X>/FLO/<X>/Tuning
	Status
	Occurrence
	Format
	Min. Access Types
	

	Required
	One
	node
	Get
	


This interior node contains information needed to tune the Forward Link Only receiver to the right frequency to receive Forward Link Only broadcasts.
G.3.64 <X>/BDSEntryPoint/<X>/FLO/<X>/Tuning/Priority
	Status
	Occurrence
	Format
	Min. Access Types
	

	Required
	One
	int
	Get
	


This leaf node contains a priority (lower values signal higher priority) that is used to select the proper frequency for tuning, when two or more frequencies are available.
G.3.65 <X>/BDSEntryPoint/<X>/FLO/<X>/Tuning/Frequency
	Status
	Occurrence
	Format
	Min. Access Types
	

	Required
	One
	int
	Get
	


This leaf node carries the center frequency of the Forward Link Only channel to tune to.  The value represents the frequency in units of 50 Hz. This MUST be a decimal number and MUST fit within the range of a 32 bit unsigned integer.
G.3.66 <X>/BDSEntryPoint/<X>/FLO/<X>/Tuning/Bandwidth
	Status
	Occurrence
	Format
	Min. Access Types
	

	Required
	One
	int
	Get
	


This leaf node carries the bandwidth of the Forward Link Only transmission system (e.g. 5000, 6000, 7000 or 8000 kHz.)  The value represents the bandwidth in units of 50 Hz, and MUST be a decimal number and MUST fit within the range of a 32 bit unsigned integer.
G.3.67 <X>/BDSEntryPoint/<X>/FLO/<X>/ROHCU

	Status
	Occurrence
	Format
	Min. Access Types
	

	Required
	ZeroOrOne
	node
	Get
	


This interior node contains ROHC Unidirectional (ROHC-U) parameters for Forward Link Only IP multicast communication.  If the node is absent, compression is disabled.

G.3.68 <X>/BDSEntryPoint/<X>/FLO/<X>/ROHCU/MaxCID

	Status
	Occurrence
	Format
	Min. Access Types
	

	Required
	One
	int
	Get
	


This leaf node indicates the maximum number of CIDs used by ROHC-U.

G.3.69 <X>/BDSEntryPoint/<X>/FLO/<X>/ROHCU/LargeCIDs

	Status
	Occurrence
	Format
	Min. Access Types
	

	Required
	One
	bool
	Get
	


This leaf node is true when large CIDs (1 or 2 bytes) are used, otherwise it is false and small CIDs (0 or 1) are used.

G.3.70 <X>/BDSEntryPoint/<X>/FLO/<X>/ROHCU/MaxHeaderSize

	Status
	Occurrence
	Format
	Min. Access Types
	

	Required
	One
	int
	Get
	


This leaf node contains the maximum header size, in octets, that can be compressed.

G.3.71 <X>/BDSEntryPoint/<X>/FLO/<X>/ROHCU/MRRU

	Status
	Occurrence
	Format
	Min. Access Types
	

	Required
	One
	int
	Get
	


This leaf node contains the size of the Maximum Reconstructed Reception Unit, in octets, that the decompressor is expected to reassemble from segments. Value 0 means that no segment headers are allowed on the channel.

G.3.72 <X>/BDSEntryPoint/<X>/FLO/<X>/SG

	Status
	Occurrence
	Format
	Min. Access Types
	

	Required
	One
	node
	Get
	


This interior node contains information that allows the Terminal to tune to the proper IP address and port to receive the broadcasted service guide.

G.3.73 <X>/BDSEntryPoint/<X>/FLO/<X>/SG/IPSourceAddress

	Status
	Occurrence
	Format
	Min. Access Types
	

	Required
	One
	chr
	Get
	


This leaf node contains the IP address of the BSD/A that broadcasts the service guide.

G.3.74 <X>/BDSEntryPoint/<X>/FLO/<X>/SG/IPMulticastAddress

	Status
	Occurrence
	Format
	Min. Access Types
	

	Required
	One
	chr
	Get
	


This leaf node contains the IP address used for multicast delivery of the service guide.

G.3.75 <X>/BDSEntryPoint/<X>/FLO/<X>/SG/IPMulticastPort

	Status
	Occurrence
	Format
	Min. Access Types
	

	Required
	One
	int
	Get
	


This leaf node contains the IP port used for multicast delivery of the service guide.  The value MUST be a decimal number and MUST fit within the range of a 16 bit unsigned integer.
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