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1 Reason for Change

Following a comment received by Nokia on the CR184R02, a new version of the CR184 has been provided. This is a companion to this CR for SPCP. 

This CR introduces the signaling of the Smartcard Broadcast Provisioning service in the Smartcard for discovery by the terminal and the EFUSF under the DF BCAST.
R01: After a comment received offline by Samsung:

· Change User Smartcard Filter to Unique Smartcard Filter

· Change the definition of USF from XBS specification to TS services.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

No impact
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The Cr applies on the OMA-TS-BCAST_SvcCntProtection-V1_1-20090915-D. 

It is proposed to introduce the changes in a new version of the BCAST document.
6 Detailed Change Proposal

Change 1:  Add  two new files in DF BCAST under USIM 
E.4 OMA BCAST DF – DF BCAST
A BCAST Dedicated File (DF) has been defined under the ADF_USIM with the identifier ‘5F80’.

The following files are defined in the DF BCAST
	
	DF BCAST
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	EFBST
	
	EFUSF
	

	
	
	
	
	'6F07'
	
	'6F0A'
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	


Figure 1 – File Identifiers of DF BCAST
E.4.3 EF_BST (BCAST Service Table)

This EF indicates which optional BCAST services are available. If a service is not indicated as available in this file, the ME SHALL NOT select this service.  The presence of this file is OPTIONAL. If the file is not present, other services than the OMA BCAST Smartcard Profile are not supported by the Smartcard. The support of OMA BCAST Smartcard Profile is indicated in the EFUST under the USIM.
	Identifier: '6F07'
	Structure: transparent
	Optional

	SFI: '07'
	

	File size: X bytes, X >( 1
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1
	Services n(1 to n(8
	M
	1 byte

	2
	Services n(9 to n(16
	O
	1 byte

	3
	Services n(17 to n(24
	O
	1 byte

	4
	Services n(25 to n(32
	O
	1 byte

	etc.
	
	
	

	X
	Services n((8X‑7) to n((8X)
	O
	1 byte


	Services
	
	

	Contents:
	Service n°1
	

	
	Service n°2
	Parental Control

	
	Service n°3
	Location based restriction

	
	Service n°4
	Support of SPE=0x00

	
	Service n°5
	Support of SPE=0x01

	
	Service n°6
	Support of SPE=0x02

	
	Service n°7
	Support of SPE=0x03

	
	Service n°8
	Support of SPE=0x05

	
	Service n°9
	Support of SPE=0x06

	
	Service n°10
	Support of SPE=0x07

	
	Service n°11
	Support of SPE=0x08

	
	Service n°12
	Support of SPE=0x09

	
	Service n°13
	Support of SPE=0x0A

	
	Service n°14
	Support of SPE=0x0B

	
	Service n°15
	Support of SPE=0x0C

	
	Service n°16
	Support of SPE=0x0D

	
	Service n°17
	Support of Service Provisioning Message Protection

	
	Service n°18
	Support of Smartcard Broadcast Provisioning 


Note: Service n°1 to Service n°17 SHALL be marked as supported only if the OMA BCAST Smartcard profile is indicated as supported in the EFUST under USIM. SPE 0x04 is not included in the table as it is MANDATORY to support for BCAST Smartcards and then is supported if the OMA BCAST Smartcard profile is indicated as supported in the EFUST under USIM.
The EF SHALL contain at least one byte. Further bytes MAY be included, but if the EF includes an optional byte, then it is MANDATORY for the EF to also contain all bytes before that byte. Other services are possible in the future and will be coded on further bytes in the EF. The coding falls under the responsibility of OMA.

Coding:

1 bit is used to code each service:
bit = 1: service available;
bit = 0: service not available.

-
Service available means that the Smartcard has the capability to support the BCAST service and that the service is available.
Service not available means that the BCAST service SHALL NOT be used, even if the Smartcard has the capability to support the service.

First byte:

	
	
	b8
	B7
	b6
	B5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Service n°1

	
	
	
	
	
	
	
	
	
	
	Service n°2

	
	
	
	
	
	
	
	
	
	
	Service n°3

	
	
	
	
	
	
	
	
	
	
	Service n°4

	
	
	
	
	
	
	
	
	
	
	Service n°5

	
	
	
	
	
	
	
	
	
	
	Service n°6

	
	
	
	
	
	
	
	
	
	
	Service n°7

	
	
	
	
	
	
	
	
	
	
	Service n°8


Second byte:

	
	
	b8
	B7
	b6
	B5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Service n°9

	
	
	
	
	
	
	
	
	
	
	Service n°10

	
	
	
	
	
	
	
	
	
	
	Service n°11

	
	
	
	
	
	
	
	
	
	
	Service n°12

	
	
	
	
	
	
	
	
	
	
	Service n°13

	
	
	
	
	
	
	
	
	
	
	Service n°14

	
	
	
	
	
	
	
	
	
	
	Service n°15

	
	
	
	
	
	
	
	
	
	
	Service n°16


etc.

E.4.4 EF_USF (Unique Smartcard Filter)

This EF contains the Unique Smartcard Filter of the Smartcard used for Smartcard Broadcast Provisioning function as defined in [TS-Services-v1.1]. USF defines the group of Smartcards the Smartcard belongs to and its position in the group. 
Structure of EF_USF under DF BCAST
	Identifier: '6F0A'
	Structure: transparent
	Optional

	SFI: '0A'
	

	Record Length: 5 bytes
	Update activity: low

	Access Conditions:


READ
PIN

UPDATE
ADM


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to 5
	USF
	M
	5 bytes


USF:
Contents: Unique Smartcard Filter 
Coding: 40 bits.as defined in [TS-Services-v1.1] 
Change 2:  Add  new service in the EFBST under ADF_BSIM 

E 5.3.2 EF_BST (BSIM Service Table)
This EF indicates which optional services are available. If a service is not indicated as available in the BSIM, the ME shall not select this service.  The presence of this file is mandatory.

	Identifier: '6F07'
	Structure: transparent
	Mandatory

	SFI: '07'
	

	File size: X bytes, X >( 1
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1
	Services n(1 to n(8
	M
	1 byte

	2
	Services n(9 to n(16
	O
	1 byte

	3
	Services n(17 to n(24
	O
	1 byte

	4
	Services n(25 to n(32
	O
	1 byte

	etc.
	
	
	

	X
	Services n((8X‑7) to n((8X)
	O
	1 byte


	Services
	
	

	Contents:
	Service n°1
	GBA-based Local Key Establishment Mechanism

	
	Service n°2
	Parental Control

	
	Service n°3
	Location based restriction

	
	Service n°4
	Support of SPE=0x00

	
	Service n°5
	Support of SPE=0x01

	
	Service n°6
	Support of SPE=0x02

	
	Service n°7
	Support of SPE=0x03

	
	Service n°8
	Support of SPE=0x05

	
	Service n°9
	Support of SPE=0x06

	
	Service n°10
	Support of SPE=0x07

	
	Service n°11
	Support of SPE=0x08

	
	Service n°12
	Support of SPE=0x09

	
	Service n°13
	Support of SPE=0x0A

	
	Service n°14
	Support of SPE=0x0B

	
	Service n°15
	Support of SPE=0x0C

	
	Service n°16
	Support of SPE=0x0D

	
	Service n°17
	Support of Service Provisioning Message Protection

	
	Service n°18
	Support of Smartcard Broadcast Provisioning


Note: SPE 0x04 is not included in the table as it is mandatory to support for BCAST Smartcards and therefore the BSIM.

The EF shall contain at least one byte. Further bytes may be included, but if the EF includes an optional byte, then it is mandatory for the EF to also contain all bytes before that byte. Other services are possible in the future and will be coded on further bytes in the EF. The coding falls under the responsibility of OMA.

Coding:

1 bit is used to code each service:
bit = 1: service available;
bit = 0: service not available.

-
Service available means that the BSIM has the capability to support the service and that the service is available for the user of the BSIM.
Service not available means that the service shall not be used by the BSIM user, even if the BSIM has the capability to support the service.

First byte:
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	Service n°1
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	Service n°3

	
	
	
	
	
	
	
	
	
	
	Service n°4

	
	
	
	
	
	
	
	
	
	
	Service n°5

	
	
	
	
	
	
	
	
	
	
	Service n°6

	
	
	
	
	
	
	
	
	
	
	Service n°7

	
	
	
	
	
	
	
	
	
	
	Service n°8


Second byte:

	
	
	b8
	B7
	b6
	B5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Service n°9

	
	
	
	
	
	
	
	
	
	
	Service n°10

	
	
	
	
	
	
	
	
	
	
	Service n°11

	
	
	
	
	
	
	
	
	
	
	Service n°12
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	Service n°16


etc.
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