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	Title:
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	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	BCAST

	Doc to Change:
	OMA-TS-BCAST_Services-V1_1-20091016-D
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	21 Oct 20099

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Matti Puputti, Nokia, matti.puputti@nokia.com
Reino Hiltunen, Nokia, reino.hiltunen@nokia.com

	Replaces:
	n/a


1 Reason for Change

As requested by the char during the Sept 30 CC, this CR introduces the SCR table for Terminal-Centric Audience Measurement –functionality in TS Services.

· 
· 
· 
· 
· 
· 
· 
· 
· 
· 
· 
· 
Changes in R01 (addresses comments given in the meeting):

· References updated

· Reason-for-Change paragraph modified
· AM-related SCRs for client moved to the new table *SCR for BCAST Audience Measurement Client in Terminal (BCAST AM-C)*
· Merging BCAST-v1_1-2009-0233R01-CR_Terminal_Centric_Audience_Measurement_-_SCR_for_TS_SG into the present document
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Group is recommended to agree the changes as introduced in the following section.
6 Detailed Change Proposal

Change 1:  Appendix A, added SCR tables including Terminal-Centric Audience Measurement. 
A.1 SCR for BCAST Client

	Item
	Function
	Reference
	Status
	Requirement

	BCAST-SERVICES-C-001
	Terminal with access to interaction channel
	general
	O
	BCAST-SERVICES-C-011 AND

BCAST-SERVICES-C-012 AND

BCAST-SERVICES-C-013 AND

BCAST-SERVICES-C-017 AND

BCAST-SERVICES-C-018 AND

BCAST-SERVICES-C-019 AND

BCAST-SERVICES-C-020 AND

BCAST-SERVICES-C-025 AND

BCAST-NT-C-003 AND

BCAST-NT-C-005

	BCAST-SERVICES-C-002
	Terminal with access to interaction channel and support for Service and/or Content Protection
	general, [BCAST10-ServContProt]
	O
	BCAST-SERVICES-C-006 AND

BCAST-SERVICES-C-007 AND 

BCAST-SERVICES-C-008

	BCAST-SERVICES-C-003
	Terminal supporting SMS
	general
	O
	BCAST-SERVICES-C-014

	BCAST-SERVICES-C-004
	Terminal supporting MMS
	general
	O
	BCAST-SERVICES-C-015

	BCAST-SERVICES-C-005
	Terminal supporting Voice call
	general
	O
	BCAST-SERVICES-C-016

	BCAST-SERVICES-C-006
	Service Provisioning
	Section 5.1
	O
	

	BCAST-SERVICES-C-007
	HTTP POST for service provisioning
	Section 5.1.1
	O
	

	BCAST-SERVICES-C-008
	Provisioning Messages
	Section 5.1
	O
	BCAST-SERVICES-C-009

	BCAST-SERVICES-C-009
	GZIP compression of Provisioning Messages 
	Section 5.1.7
	O
	

	BCAST-SERVICES-C-010
	Web-based Service Provisioning
	Section 5.1.8
	O
	

	BCAST-SERVICES-C-011
	Terminal Provisioning using OMA DM
	Sections 5.2, 5.2.2
	O
	

	BCAST-SERVICES-C-012
	Reception of terminal provisioning messages and update of the parameters included in the terminal provisioning messages
	Section 5.2
	O
	

	BCAST-SERVICES-C-013
	Service interaction using IP, TCP, HTTP
	Section 5.3.1
	O
	

	BCAST-SERVICES-C-014
	Service interaction using SMS
	Sections 5.3.1, 5.3.6.1.2., 5.3.6.1.3
	O
	

	BCAST-SERVICES-C-015
	Service interaction using MMS
	Sections 5.3.1., 5.3.6.1.2
	O
	

	BCAST-SERVICES-C-016
	Service interaction using Voice Call
	Section 5.3.6.1.2
	O
	

	BCAST-SERVICES-C-017
	Interactive retrieval of SG
	Section 5.3.2
	O
	

	BCAST-SERVICES-C-018
	Interactive retrieval of Service Guide related information
	Section 5.3.3
	O
	

	BCAST-SERVICES-C-019
	Reception of InteractivityMedia documents over broadcast file distribution
	Section 5.3.6.1, 5.3.6.2
	O
	

	BCAST-SERVICES-C-020
	Retrieval of InteractivityMedia documents and associated files over interaction channel
	Section 5.3.6.1, 5.3.6.3
	O
	

	BCAST-SERVICES-C-021
	Rendering of InteractivityMedia objects
	Section 5.3.6.1
	M
	

	BCAST-SERVICES-C-022
	Acquisition and rendering of the media objects attached to the InteractivityMedia document without interrupting the acquisition and rendering of the ‘regular’ broadcast media stream
	Section 5.3.6.1.3
	M
	

	BCAST-SERVICES-C-023
	Description and evaluation of end user preferences
	Section  5.4
	O
	BCAST-SERVICES-C-024

	BCAST-SERVICES-C-024
	Format of end user preference description
	Section 5.4.2
	O
	

	BCAST-SERVICES-C-025
	Broadcast Roaming
	Section 5.7
	O
	BCAST-SERVICES-C-026

	BCAST-SERVICES-C-026
	Format of roaming messages
	Sections 5.7.1
	O
	

	BCAST-SERVICES-C-027
	Support of Location Information
	Section 5.8
	O
	BCAST-SERVICES-C-028 OR

BCAST-SERVICES-C-029 OR

BCAST-SERVICES-C-030

	BCAST-SERVICES-C-028
	Support of Location Information in OMA MLP format
	Section 5.8
	O
	

	BCAST-SERVICES-C-029
	Support of Location Information in zip code format
	Section 5.8
	O
	

	BCAST-SERVICES-C-030
	Support of Location Information in BDS-specific cell_id format
	Section 5.8
	O
	

	BCAST-SERVICES-C-031
	XML formatting rules for signalling
	Section 5.9
	M
	

	BCAST-SERVICES-C-032
	3GPP Timed Text for Subtitling and Closed Captions
	Section 5.13
	O
	

	BCAST-SERVICES-C-033
	Support of Parental Control for Service Ordering
	Section 5.1.10
	O
	BCAST-SERVICES-C-006


A.2 SCR for BCAST Service Application (BSA)

The BSA is an entity in the OMA BCAST Architecture, see [BCAST10-Architecture] Fig. 3.

	Item
	Function
	Reference
	Status
	Requirement

	BCAST-SERVICES-BSA-001
	Service interaction using one or several of: IP, TCP, HTTP, SMS, IPSEC, UDP, MMS, WAP, HTTPS based on SSL 3.0 [SSL30] and TLS 1.0 [RFC 2246], SIP/IMS
	Section 5.3.1
	O
	

	BCAST-SERVICES-BSA-002
	Support for Interactivity MediaDocument format and delivery
	Section 5.3.6.1.2
	O
	


A.3 SCR for BCAST Service Distribution/Adaptation (BSDA)

The BSDA is an entity in the OMA BCAST Architecture, see [BCAST10-Architecture] Fig. 3.

	Item
	Function
	Reference
	Status
	Requirement

	BCAST-SERVICES-BSDA-001
	Description and evaluation of end user preferences
	Section  5.4
	O
	BCAST-SERVICES-BSDA-002

	BCAST-SERVICES-BSDA-002
	Format of end user preference description
	Section 5.4.1
	O
	

	BCAST-SERVICES-BSDA-003
	Use of Location Information
	Section 5.8
	O
	

	BCAST-SERVICES-BSDA-004
	Use of Location Information in OMA MLP format
	Section 5.8
	O
	

	BCAST-SERVICES-BSDA-005
	Use of Location Information in zip code format
	Section 5.8
	O
	

	BCAST-SERVICES-BSDA-006
	Use of Location Information in BDS-specific cell_id format
	Section 5.8
	O
	

	BCAST-SERVICES-BSDA-007
	XML formatting rules for signalling
	Section 5.9
	M
	

	BCAST-SERVICES-BSDA-008
	Subtitling and Closed Captions
	Section 5.13
	O
	


A.4 SCR for BCAST Subscription Management (BSM)

The BSM is an entity in the OMA BCAST Architecture, see [BCAST10-Architecture] Fig. 3.

	Item
	Function
	Reference
	Status
	Requirement

	BCAST-SERVICES-BSM-001
	Service Provisioning
	Section 5.1
	M
	

	BCAST-SERVICES-BSM-002
	HTTP POST for service provisioning
	Section 5.1.1
	M
	

	BCAST-SERVICES-BSM-003
	GZIP compression of Provisioning Messages 
	Section 5.1.7
	M
	

	BCAST-SERVICES-BSM-004
	Web-based Service Provisioning
	Section 5.1.8
	O
	

	BCAST-SERVICES-BSM-005
	Terminal Provisioning using OMA DM
	Section 5.2
	M
	

	BCAST-SERVICES-BSM-006
	Delivery of OMA DM messages through Interaction Channel using DM mechanism
	Section 5.2.4
	M
	

	BCAST-SERVICES-BSM-007
	Broadcast Roaming
	Section 5.7
	O
	BCAST-SERVICES-BSM-008

	BCAST-SERVICES-BSM-008
	Format of roaming messages
	Sections 5.7.1, 5.7.2
	O
	

	BCAST-SERVICES-BSM-009
	XML formatting rules for signalling
	Section 5.9
	M
	

	BCAST-SERVICES-BSM-010
	Protocol stack for message exchanges between BSMs
	Section 7.2.1
	M
	

	BCAST-SERVICES-BSM-011
	Support of Parental Control for Service Ordering
	Section 5.1.10
	O
	BCAST-SERVICES-BSM-001


A.5 SCR for BCAST Notification Client (NTC)

	Item
	Function
	Reference
	Status
	Requirement

	BCAST-NT-C-001
	Support for the signalling of the availability and access to generic notifications through the SGDD.
	Sections 5.14.1.1.1, [BCAST10-SG] 5.4.2.5
	O
	

	BCAST-NT-C-002
	Support for the signalling of the availability and access to service-specific notifications through ‘Access’ fragment.
	Sections 5.14.1.2.1, [BCAST10-SG] 5.1.2.4
	O
	

	BCAST-NT-C-003
	Support for subscribing to notifications by sending a Notification Request to NTG
	Section 5.14.4.2.1
	O
	

	BCAST-NT-C-004
	Support for user-oriented notification request message format
	Section 5.14.4.2.1
	O
	BCAST-NT-C-003

	BCAST-NT-C-005
	Support for polling to notifications over Interaction Channel 
	Section 5.14.4.3
	O
	


A.6 SCR for BCAST Notification Distribution Adaptation (NTDA)

	Item
	Function
	Reference
	Status
	Requirement

	BCAST-NT-DA-001
	Support for the signalling of the availability and access to generic notifications through the SGDD.
	Sections 5.14.1.1.1, [BCAST10-SG] 5.4.2.5
	O
	

	BCAST-NT-DA-002
	Support for the signalling of the availability and access to service-specific notifications through the ‘Access’ fragment.
	Sections 

5.14.1.2.1,

[BCAST10-SG] 5.1.2.4
	O
	

	BCAST-NT-DA-003
	Notification back-end interface exposed
	Section 5.14.5.1
	O
	BCAST-NT-DA-004 AND

BCAST-NT-DA-005

	BCAST-NT-DA-004
	Support back-end interface for notification function
	Section 5.14.5.1
	O
	

	BCAST-NT-DA-005
	Support the back-end message for notification 
	Section 5.14.5.2
	O
	

	BCAST-NT-DA-006
	Backend interface SG-4 exposed in implementation
	Section 5.14.5.1
	O
	BCAST-NT-DA-007

	BCAST-NT-DA-007
	Support backend interface SG-4 for SG function
	Section 5.14.5.1
	O
	(BCAST-NT-DA-008 OR 

BCAST-NT-DA-009) AND 

BCAST-NT-DA-010 AND 

(BCAST-NT-DA-011 OR 

BCAST-NT-DA-012) AND 

BCAST-NT-DA-013 AND 

BCAST-NT-DA-005 

	BCAST-NT-DA-008
	Support IPv4
	Section 5.14.5.1
	O
	

	BCAST-NT-DA-009
	Support IPv6
	Section 5.14.5.1
	O
	

	BCAST-NT-DA-010
	Support TCP
	Section 5.14.5.1
	O
	

	BCAST-NT-DA-011
	Support HTTP1.1
	Section 5.14.5.1
	O
	

	BCAST-NT-DA-012
	Support HTTPS
	Section 5.14.5.1
	O
	

	BCAST-NT-DA-013
	SG backend messages for content delivery
	Section 5.14.5.1
	O
	


A.7 SCR for BCAST Audience Measurement Client in Terminal (BCAST AM-C)
	BCAST-AM-C-034
	Support for Terminal-Centric Audience Measurement
	Section 5.20.1
	O
	(BCAST-AM-C-035 OR (BCAST-AM-C-035 AND BCAST-AM-C-036)) AND BCAST-AM-C-038

	BCAST-AM-C-035
	Support for Terminal-Centric Audience Measurement via HTTP(S)
	Section 5.20.1
	O
	BCAST-AM-C-039 AND BCAST-AM-C-045 AND BCAST-AM-C-047 AND BCAST-AM-C-053 AND BCAST-AM-C-055 AND BCAST-AM-C-057

	BCAST-AM-C-036
	Support for Terminal-Centric Audience Measurement via SMS
	Section 5.20.1
	O
	BCAST-AM-C-037

	BCAST-AM-C-037
	Audience Measurement SMS Trigger
	Section 5.20.1.1.7
	O
	BCAST-AM-C-040 AND BCAST-AM-C-058

	BCAST-AM-C-038
	Audience Measurement Campaign Invitation (AMCI) message over SG
	Section 5.20.1.2.1, [BCAST11-SG]
	O
	BCAST-AM-C-042 AND BCAST-AM-C-044

	BCAST-AM-C-039
	AMCI message over HTTP(S)
	Section 5.20.1.2.1
	O
	BCAST-AM-C-041

	BCAST-AM-C-040
	AMCI message over SMS
	Section 5.20.1.1.7
	O
	BCAST-AM-C-041

	BCAST-AM-C-041
	AMCI message format
	Section 5.20.1.2.1
	O
	BCAST-AM-C-042 AND BCAST-AM-C-044

	BCAST-AM-C-042
	ServerAddressURL authentication
	Section 5.20.1.2.1
	O
	

	BCAST-AM-C-043
	Silent Opt-In
	Section 5.20.1.2.1
	O
	

	BCAST-AM-C-044
	Non-silent Opt-In, user consent asked explicitly
	Section 5.20.1.2.1
	O
	

	BCAST-AM-C-045
	Audience Measurement Campaign Participation Request (AMCP Request) message over HTTP(S)
	Section 5.20.1.2.1
	O
	BCAST-AM-C-046

	BCAST-AM-C-046
	AMCP Request message format
	Section 5.20.1.2.2
	O
	BCAST-AM-C-048

	BCAST-AM-C-047
	Audience Measurement Campaign Participation Response (AMCP Response) message over HTTP(S)
	Section 5.20.1.2.3
	O
	BCAST-AM-C-050

	BCAST-AM-C-048
	AMCP Response message responding the AMCP Request
	Section 5.20.1.2.3
	O
	BCAST-AM-C-050

	BCAST-AM-C-049
	AMCP Response message pushed (not responding to an AMCP Request message)
	Section 5.20.1.2.3
	O
	BCAST-AM-C-050

	BCAST-AM-C-050
	AMCP Response message format
	Section 5.20.1.2.3
	O
	BCAST-AM-C-051

	BCAST-AM-C-051
	Audience Measurement Configuration Data
	Section 5.20.1.2.7, 5.20.1.2.3
	O
	BCAST-AM-C-052

	BCAST-AM-C-052
	Event measurement
	Section 5.20.1.1.4
	O
	

	BCAST-AM-C-053
	Audience Measurement Report Delivery (AMRD) message over HTTP(S)
	Section 5.20.1.2.4
	O
	BCAST-AM-C-054 AND BCAST-AM-C-055

	BCAST-AM-C-054
	AMRD message format
	Section 5.20.1.2.4
	O
	

	BCAST-AM-C-055
	Audience Measurement Report Response (AMRR) message over HTTP(S)
	Section 5.20.1.2.5
	O
	BCAST-AM-C-056

	BCAST-AM-C-056
	AMRR message format
	Section 5.20.1.2.5
	O
	

	BCAST-AM-C-057
	Audience Measurement Report Trigger (AMRT) message over HTTP(S)
	Section 5.20.1.2.6
	O
	BCAST-AM-C-059

	BCAST-AM-C-058
	AMRT message over SMS
	Section 5.20.1.2.6
	O
	BCAST-AM-C-059

	BCAST-AM-C-059
	AMRT message format
	Section 5.20.1.2.6
	O
	

	BCAST-AM-C-060
	Support  signalling of Audience Measurement function in SG
	Section 5.4.1.5.2 in [BCAST11-SG]
	O
	BCAST-AM-C-034


A.8 SCR for BCAST Audience Measurement Management (AM-M)

	Item
	Function
	Reference
	Status
	Requirement

	BCAST-AM-M-001
	Support for Terminal-Centric Audience Measurement
	Section 5.20.1
	O
	(BCAST-AM-M-002 OR 
(BCAST-AM-M-002 AND 
BCAST-AM-M-003)) AND
(BCAST-AM-M-006 OR 

BCAST-AM-M-007)

	BCAST-AM-M-002
	Support for Terminal-Centric Audience Measurement via HTTP(S)
	Section 5.20.1
	O
	BCAST-AM-M-009 AND 
BCAST-AM-M-011 AND 
BCAST-AM-M-016 AND 
BCAST-AM-M-018 AND 
BCAST-AM-M-020

	BCAST-AM-M-003
	Support for Terminal-Centric Audience Measurement via SMS
	Section 5.20.1
	O
	BCAST-AM-M-004

	BCAST-AM-M-004
	Audience Measurement SMS Trigger
	Section 5.20.1.1.7
	O
	BCAST-AM-M-007 AND 
BCAST-AM-M-021

	BCAST-AM-M-005
	Audience Measurement Campaign Invitation (AMCI) message over SG
	Section 5.20.1.2.1, [BCAST11-SG]
	O
	BCAST-AM-M-001

	BCAST-AM-M-006
	AMCI message over HTTP(S)
	Section 5.20.1.2.1
	O
	BCAST-AM-M-008

	BCAST-AM-M-007
	AMCI message over SMS
	Section 5.20.1.2.1
	O
	BCAST-AM-M-008

	BCAST-AM-M-008
	AMCI message format
	Section 5.20.1.2.1
	O
	

	BCAST-AM-M-009
	Audience Measurement Campaign Participation Request (AMCP Request) message over HTTP(S)
	Section 5.20.1.2.2
	O
	BCAST-AM-M-010

	BCAST-AM-M-010
	AMCP Request message format
	Section 5.20.1.2.2
	O
	BCAST-AM-M-012

	BCAST-AM-M-011
	Audience Measurement Campaign Participation Response (AMCP Response) message over HTTP(S)
	Section 5.20.1.2.3
	O
	BCAST-AM-M-014

	BCAST-AM-M-012
	AMCP Response message responding the AMCP Request
	Section 5.20.1.2.3
	O
	BCAST-AM-M-014

	BCAST-AM-M-013
	AMCP Response message pushed (not responding to an AMCP Request message)
	Section 5.20.1.2.3
	O
	BCAST-AM-M-014

	BCAST-AM-M-014
	AMCP Response message format
	Section 5.20.1.2.3
	O
	BCAST-AM-M-015

	BCAST-AM-M-015
	Audience Measurement Configuration Data
	Section 5.20.1.2.7, 5.20.1.2.3
	O
	

	BCAST-AM-M-016
	Audience Measurement Report Delivery (AMRD) message over HTTP(S)
	Section 5.20.1.2.4
	O
	BCAST-AM-M-017 AND 

BCAST-AM-M-018

	BCAST-AM-M-017
	AMRD message format
	Section 5.20.1.2.4
	O
	BCAST-AM-M-019

	BCAST-AM-M-018
	Audience Measurement Report Response (AMRR) message over HTTP(S)
	Section 5.20.1.2.5
	O
	BCAST-AM-M-019

	BCAST-AM-M-019
	AMRR message format
	Section 5.20.1.2.5
	O
	

	BCAST-AM-M-020
	Audience Measurement Report Trigger (AMRT) message over HTTP(S)
	Section 5.20.1.2.6
	O
	BCAST-AM-M-022

	BCAST-AM-M-021
	AMRT message over SMS
	Section 5.20.1.2.6
	O
	BCAST-AM-M-022

	BCAST-AM-M-022
	AMRT message format
	Section 5.20.1.2.6
	O
	

	BCAST-AM-M-023
	Support  signalling of Audience Measurement function in SG
	Section 5.4.1.5.2 in [BCAST11-SG]
	O
	BCAST-AM-M-001


Change 2:  In section 2.1, updated reference to BCAST 1.1 TS ServiceGuide.
7.1 Normative References

	[BCAST11-SG]
	"Service Guide for Mobile Broadcast Services", Open Mobile Alliance™, OMA-TS-BCAST_ServiceGuide-V1_1, 
URL: http://www.openmobilealliance.org/

	[BCAST11-Services]
	“Mobile Broadcast Services”, Open Mobile Alliance™, OMA-TS-BCAST_Services-V1_1, 
URL: http://www.openmobilealliance.org/
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