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1 Reason for Change

This CR corrects the DVB references in TS DVB-SH Adaptation as proposed in INP 0229.

Besides, the URN identifying the ServiceProvider entry format in ESGProviderDiscoveryDescriptor is updated from “1.0” to “1.1”.
Also, a wrong reference TS 102 470-1 is corrected to TS 102 470-2.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To BCAST group, to review and agree the proposed changes.
6 Detailed Change Proposal

Change 1:  Delete unused DVB-H references
2. References

2.1 Normative References

	[BCAST11-Distribution]
	"File and Stream Distribution for Mobile Broadcast Services ", Open Mobile Alliance™, OMA-TS-BCAST_Distribution-V1_1, 
URL:http://www.openmobilealliance.org/

	[BCAST11-ServContProt]
	"Service and Content Protection for Mobile Broadcast Services", Open Mobile Alliance™, OMA-TS-BCAST_SvcCntProtection-V1_1, 
URL:http://www.openmobilealliance.org/

	[BCAST11-Services]
	"Mobile Broadcast Services", Open Mobile Alliance™, OMA-TS-BCAST_Services-V1_1, 
URL:http://www.openmobilealliance.org/

	[BCAST11-SG]
	"Service Guide for Mobile Broadcast Services", Open Mobile Alliance™, OMA-TS-BCAST_ServiceGuide-V1_1, 
URL:http://www.openmobilealliance.org/

	[DRM20-Broadcast-Extensions]
	"OMA DRM v2.0 Extensions for Broadcast Support", Open Mobile Alliance™, OMA-TS-DRM-XBS-V1_1, 
URL:http://www.openmobilealliance.org/

	[ETSI EN 302 583]
	ETSI EN 302 583 v1.x.x, “Digital Video Broadcasting (DVB); Framing Structure, channel coding and modulation for Satellite Services to Handheld devices (SH) below 3 GHz”, 
URL:http://portal.etsi.org/   

	[ETSI TS 102 005]
	ETSI TS 102 005 v1.x.x, “Specification for the use of video and audio coding in DVB services delivered directly over IP”, 
URL:http://portal.etsi.org/ 

	
	

	[ETSI TS 102 471]
	ETSI TS 102 471 v1.x.x, “Digital Video Broadcasting (DVB); IP Datacast over DVB-H: Electronic Service Guide ( )”, 
URL:http://portal.etsi.org/   

	[ETSI TS 102 472]
	ETSI TS 102 472 v1.x.x, “Digital Video Broadcasting (DVB); IP Datacast over DVB-H: Content Delivery Protocols”, 
URL:http://portal.etsi.org/   

	[ETSI EN 300 468]
	ETSI EN 300 468 v1.x.x, “Digital Video Broadcasting (DVB); Specification for Service Information (SI) in DVB systems”,
URL: http://portal.etsi.org/ 

	[ETSI TS 102 470-2]
	ETSI TS 102 470-2 v1.x.x, “Digital Video Broadcasting (DVB); Program Specific Information (PSI)/Service Information (SI); Part 2: IP Datacast over DVB-SH”, 
URL:http://portal.etsi.org/   

	[ETSI TS 102 611-2]
	ETSI TS 102 611-2 v1.x.x, “Digital Video Broadcasting (DVB); IP Datacast: Implementation Guidelines for Mobility; Part 2: IP Datacast over DVB-SH”, 
URL:http://portal.etsi.org/   

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.1, Open Mobile Alliance™, OMA-IOP-Process-V1_1, 
URL:http://www.openmobilealliance.org/

	[ISMACryp]
	"ISMA Encryption and Authentication v1.1.”, Internet Streaming Media Alliance, 
URL:http://www.isma.tv/ 

	[RFC1952]
	IETF RFC 1952 “GZIP file format specification version 4.3”, P. Deutsch, May 1996, 
URL:http://www.ietf.org/rfc/rfc1952.txt

	[RFC2119]
	IETF RFC 2119 “Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, 
URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC3926]
	IETF RFC 3926 "FLUTE - File Delivery over Unidirectional Transport", T. Paila at al, October 2004, 
URL:http://www.ietf.org/rfc/rfc3926.txt

	[RFC4234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. October 2005, URL:http://www.ietf.org/rfc/rfc4234.txt

	[TVA-Metadata]
	ETSI TS 102 822-3-1 v1.3.1, “Broadcast and On-line Services: Search, select, and rightful use of content on personal storage systems (TV-Anytime)”, 
URL:http://portal.etsi.org/ 

	[SCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures, URL:http://www.openmobilealliance.org/


2.2 Informative References

	
	

	[ETSI TS 102 585]
	ETSI TS 102 585 v1.x.x, “System Specifications for Satellite services to Handheld devices (SH) below 3 GHz”, 
URL:http://portal.etsi.org/ 

	
	

	
	

	[ETSI TR 102 469]
	ETSI TR 102 469 v1.x.x, “Digital Video Broadcasting (DVB); IP Datacast over DVB-H: Architecture”, 
URL:http://portal.etsi.org/ 

	[ETSI TR 102 473]
	ETSI TR 102 473 v1.x.x, “Digital Video Broadcasting (DVB); IP Datacast over DVB-H: Use Cases and Services”, 
URL:http://portal.etsi.org/ 

	[ETSI TS 102 474]
	ETSI TS 102 474 v1.x.x, “Digital Video Broadcasting (DVB); IP Datacast over DVB-H: Service Purchase and Protection”, 
URL:http://portal.etsi.org/ 

	[ETSI TS 102 584]
	ETSI TS 102 584 v1.x.x, “Digital Video Broadcasting (DVB); DVB-SH Implementation Guidelines”, 
URL:http://portal.etsi.org/ 

	[ETSI TS 102 592-2]
	ETSI TS 102 592-2 v1.x.x, “Digital Video Broadcasting (DVB); IP Datacast: Electronic Service Guide (ESG) Implementation Guidelines; Part 2: IP Datacast over DVB-SH”, 
URL:http://portal.etsi.org/   

	[OMADICT]
	“Dictionary for OMA Specifications”, Version x.y, Open Mobile Alliance™,
OMA-ORG-Dictionary-Vx_y, URL:http://www.openmobilealliance.org/


…

5.4
Specifications
Use cases applicable to IPDC over DVB-SH system Phase 1 are described in [ETSI TR 102 473].

An end-to-end system architecture applicable to IPDC over DVB-SH system is described in [ETSI TR 102 469].

The following documents define the DVB-SH radio interface:

· The DVB-SH waveform is specified in [ETSI EN 302 583]. 

· The DVB-SH transmission system is specified in [ETSI TS 102 585]. 

The following documents define the DVB-SH IP transport interface:

· The DVB-SH related system level signalling, applicable both to DVB-SH IPDC network and to DVB-SH IPDC receiver is specified in [ETSI TS 102 470-2].

The following documents define the IP mobility/handover for DVB-SH:

· Mobility/handover procedures for DVB-SH are specified in [ETSI TS 102 611-2]. 

The following documents define the IP Datacast service layer over DVB-SH.

· The Electronic Service Guide is specified in [ETSI TS 102 471].

· The Content Delivery Protocols is specified in [ETSI TS 102 472].

· The Service Purchase and Protection is specified in [ETSI TS 102 474].

· Audio and video formats supported in IP Datacast systems over DVB-SH are specified in [ETSI TS 102 005].

Change 2:  Clarify the structure version of ESG bootstrap descriptors

6.3.5.1 Bootstrap descriptors

The following sections specify the ESGProviderDiscovery Descriptor and ESGAccessDescriptor that are used within the bootstrap session to allow the discovery of the provider of the service guide and the access to the service guide. In both cases, underlying DVB-SH IPDC functionality is re-used as explained below.
6.3.5.1.1 ESGProviderDiscovery Descriptor

An ESGProviderDiscovery Descriptor (see section 9.1.1 of [ETSI 102 471]) which references a Service Guide conforming to OMA BCAST 1.1:

· SHALL be of version 1, signalled in the FDT by the MIME type “text/xml”. The terminal SHALL consider ESGProviderDiscovery Descriptors of other versions or MIME types being not compliant with OMA BCAST.
· SHALL have the attribute “format” of the ServiceProvider entry referencing the BCAST Service Guide set to the string ”urn:oma:xml:bcast:sg:fragments:1.1”. The terminal SHALL consider ServiceProvider entries without this “format” attribute or with this attribute having a different value being not compliant with OMA BCAST 1.1.  
6.3.5.1.2 ESGAccessDescriptor

ESGAccessDescriptor gives the access information to the ESG sessions as specified in Section 9.1.2 of [ETSI TS 102 471]. 

In the ESGAccessDescriptor, ESG entries SHALL all be of version 1. 

In addition, the field “MultipleStreamTransport” in the ESGAccessDescriptor has no meaning in this specification. Thus, it is reserved and SHALL be set to 0. 
An OMA BCAST compliant ESGAccessDescriptor file is signalled in the FDT of the ESG bootstrap FLUTE session by setting the attribute Content-Type=”application/vnd.oma.bcast.sgboot”. 

The session accessible with ESGAccessDescriptor SHALL be a Service Guide Announcement Channel as described in [BCAST11-SG].
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