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	Submission Date:
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	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Jérôme Marcon, Alcatel-Lucent, jerome.marcon@alcatel-lucent.com

	Replaces:
	n/a


1 Reason for Change

This CR resolves the comments raised in OMA-BCAST-v1_1-2009-0334 against TS Services, and related to OMA DM (A004, A011, A012):
	A004
	2009.12.22
	E
	5.2.2, 5.14.3
	Source: Alcatel-Lucent

Form: OMA-BCAST-v1_1-2009-0334

Comment: The reference [DM 1.3] declared in References section is spelt differently [DM1.3] in the text (no space). As a result, when searching for the use of [DM 1.3] in TS Services, no occurrence is found.

Proposed Change: Replace [DM1.3] by [DM 1.3].
	Status: OPEN

	A011
	2009.12.22
	E
	5.14.3
	Source: Alcatel-Lucent
Form: OMA-BCAST-v1_1-2009-0334
Comment: In Notification / TerminalProvisioning element, the “dm” attribute has the cardinality “0..N”, which is not possible.

Proposed Change: Change this cardinality to “0..1”.

Unless multiple values are wanted ? In this case, the attribute needs to be changed to an element.
	Status: OPEN

	A012
	2009.12.22
	E
	5.14.3
	Source: Alcatel-Lucent
Form: OMA-BCAST-v1_1-2009-0334
Comment: In Notification / TerminalProvisioning element, the “extensions” element is not capitalized.

Proposed Change: Rename this element from “extensions” to “Extensions”.
	Status: OPEN


A005 is also related to OMA DM, but it is against TS Service Guide, not TS Services.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To BCAST group, to review and agree the proposed changes.
6 Detailed Change Proposal

Change 1:  Resolve A004, A011, A012
5.2.2 Terminal Provisioning through Broadcast Channel

The Terminal Provisioning function SHALL support OMA Device Management [DM 1.3], as specified in this section. The use of Terminal Provisioning through the Broadcast Channel is intended to provide a broadcast delivery mechanism. OMA DM commands and related files, if required, are packaged as a Terminal Provisioning Package and distributed through the broadcast channel of BCAST. Currently, firmware update [FUMO], software update [SCOMO], audience measurement, network measurement and device capability control are to be delivered as Terminal Provisioning Packages through the Broadcast Channel. 

The interfaces to be used are defined in the BCAST Architecture [BCAST11-Architecture]. 

…
5.14.3
Format of Notification Message

Notification Message structure consists of:

· Generic fields: id, version, notificationType, eventType, IDRef, validTo, Title, Description, PresentationType and Extension

· Notification content: SessionInformation, MediaInformation, SGDD, SGDDReference, FragmentReference and AuxDataTrigger
While the generic fields can be used with all types of notifications, the notification content varies according to the notification type and event type. For example: emergency notification could contain generic fields + MediaInformation; SG download or update notification could contain SGDD, SGDDReference, or FragmentReference, etc.
A Notification Message carrying Service Guide update (eventType with value 2) SHALL only notify updates that relate to the currently bootstrapped Service Guide.
	Name
	Type
	Category
	Cardinality
	Description
	Data Type

	Notification
Message
	E
	
	
	Notification Message

Contains the following attributes:

id

version

notificationType

eventType

validTo

Contains the following elements:

IDRef

Title 

Description

PresentationType

Extension

SessionInformation

MediaInformation

ServiceGuide

AuxDataTrigger
TerminalProvisioning
PrivateExt
	

	(skipped)

	TerminalProvisioning
	E1
	NO/TO
	0..1
	Broadcast Terminal Provisioning specific information. This element is used to provide filtering information so that only the targeted terminals retrieve the Terminal Provisioning Package. The SessonInformation element SHALL be instantiated with this element to provide the delivery session information for the Terminal Provisioning Package. This feature is based upon OMA-DM [DM 1.3]. For details on using Broadcast Terminal Provisioning refer to section 5.2

This feature is not related to smartcard provisioning and only related to the Terminal

Consists of the following attribute:

type

Consists of the following element:

Target

Note: The detailed scope of Broadcast Terminal Provisioning is to be defined by DM WG.
	

	type
	A
	NM/TM
	1
	The type of Terminal Provisioning. 

Allowed values are:

0 - Firmware update [FUMO]

1 - Software update [SCOMO]

2 - Device Capability Control

3 - 127  reserved for future use

128 -255 reserved for proprietary use
	unsignedByte

	Target
	E2
	NM/TM
	1..N
	Filtering information for targeted terminals.

Contains the following attributes:

version

manufacturer

model

hardware

dm

Contains the following elements:

Extensions


TargetArea
	

	version
	A
	NM/TM
	0..1
	Version of the announced update. MAY be used for filtering in Firmware.
	unsignedInt

	manufacturer
	A
	NM/TM
	0..1
	Targeted manufacturer name of the terminal. MAY be usedfor filtering in Firmware, Software and Device Capability Control.
	string

	model
	A
	NM/TM
	0..1
	Targeted model name/number of the terminal. MAY be usedfor filtering in Firmware, Software and Device Capability Control.
	String

	hardware
	A
	NM/TM
	0..1
	Version of the hardware of the targeted device. May be used for filtering in Firmware
	string

	dm
	A
	NM/TM
	0..1
	Version of the OMA DM enabler required for the Terminal Provisioning service.

Allowed values are:

0 – DM 1.3

1 – DM 2.0

2 – FUMO 1.0

3 – SCoMO 1.0

4 – DiagMon 1.0

5 - 127  reserved for future use

128 -255 reserved for proprietary use
	unsignedByte

	Extensions
	E3
	NM/TM
	0..N
	Supplementary extensions filters

Consists of the following attributes:

attributeName

attributeValue
	

	attributeName
	A
	NM/

NM
	1
	Extension filter  attribute name
	string

	attributeValue
	A
	NM/

TM
	1
	Extension filter  attribute value 
	string

	TargetArea
	E3
	NM/TM
	0..1
	Targeted area information. MAY be used for filtering in Firmware, Software, Audience Measurement, Network Measurement and Device Capability Control.

Structure is as defined in E2 TargetArea in 5.1.2.1 Service Fragment [BCAST11-ESG].

Note: This element takes precedence over the target area in the content fragment
	complexType

	PrivateExt 
	E1 
	NO/
TO
	0..1


	An element serving as a container for proprietary or application-specific extensions. 
	

	<proprietary elements>
	E2
	NO/TO
	0..N
	Proprietary or application-specific elements that are not defined in this specification. These elements may further contain sub-elements or attributes.
	


Table 53: Structure of Notification Message
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