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1 Reason for Change
Section 5.3.6.1.1 of Services TS states, “The media objects of a media object set are packed into one file bundle transported separately from the instances of ’InteractivityMedia-Document’ (except for email and SMS)", and this file bundle is specified with a ContentLocation attribute of 'MediaObject Set" which has the following description, "Uniquely identifies the ‘MediaObjectSet’’s external file within the file delivery session..."

However, TS-Services and TS-SG do not define the session/access information (e.g. IP address, port, TSI) for the file delivery session of media objects/media object sets.  It is clear that the Access fragment points to the Schedule fragment which points to an IMD.  Thus, the access information for the IMD can be inherited from the Access => Schedule => IMD chain.    However, it is not clear what access information is used for subsequent 'MediaObjectSet' element of the IMD.  This CR clarifies this question
R01: 
· Change all sentences to, “The Session used for file retrieval is the same session that carries this InteractivityMediaDocument.”
· Remove this statement from the <File> element definition, as in that particular case the session is carried in the IMD itself.
· use “ALC/LCT” consistently throughout
· Minor editorial bug fixes 
· font 9 => font 10    for the new Picture objects

· spacing errors on some paragraphs have been fixed.

· n-th => n’th, “. 
· “. possibly in other languages” (not a sentence) => “, possibly in other languages.”
· misspelling “implictly”

· grammar “is” -> “are”
· etc.
2 Proposed Change: TBD in a future CR.Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To BCAST group, to review and agree the proposed changes.
6 Detailed Change Proposal

Change 1:  Fix the bug.
15.1.4.1.1 Format of Interactivity Media Document

The following table defines the message format of Interactivity Media Documents. . The XML schema for this message format is defined in [BCAST10-XMLSchema-InteractivityMedia]. 

	Name
	Type
	Category
	Cardinality
	Description
	Data Type

	Interactivity MediaDocument
	E
	NO/TM
	
	The InteractivityMediaDocument  defines the actual InteractivityMedia objects 
Contains the following attributes:


groupID


groupPosition


id

version

validFrom

validTo

Contains the following sub-elements:


MediaObjectGroup


PrivateExt
	

	groupID
	A
	NM/TM
	1
	ID of the group of Interactivity Media document, globally unique
	anyURI

	groupPosition
	A
	NM/TM
	1
	Relative position of this document in the group. The greater value has higher priority to handle (i.e 2 has higher priority than 1).
	unsignedShort

	id
	A
	NM/TM
	1
	ID of the InteractivityMediaDocument , globally unique. 
	anyURI

	version
	A
	NM/TM
	1
	Version of this InteractivityMediaDocument. The newer version overrides the older one with the same id as soon as it has been received.
	unsignedInt

	validFrom
	A
	NM/TM
	0..1
	The first moment when the media object sets in this document is valid to be rendered. If not given, the media object sets SHALL be rendered as soon as they are available. This field expressed as the first 32bits integer part of NTP time stamps.
	unsignedInt 

	validTo
	A
	NM/TM
	0..1
	The last moment when the media object set is valid to be rendered. If not given the rendering is assumed to end in undefined time in the future. This field expressed as the first 32bits integer part of NTP time stamps.
Whenever there is an InteractivityMediaDocument available with the same GroupID but with a higher GroupPosition and the ‘validFrom’ time of that InteractivityMediaDocument arrives, the terminal SHALL stop rendering the current document and render the new InteractivityMediaDocument. 
	unsignedInt 

	MediaObjectGroup
	E1
	NM/TM
	1..N
	Grouping of the media object sets, which serve the same purpose during interactivity, e.g. as a starting media object set, as a media object set to be shown after action was taken or to be shown after time-out was reached.

Has the following attributes:
            id
            startMediaFlag

Has the following sub-elements:
            ActionDescriptor

            BackOffTiming

            MediaObjectSet 
            SMSTemplate 
            EmailTemplate 

            VoiceCall

            Weblink
            AlternativeText
            RichMedia
            StreamingLink
	

	id
	A
	NM/TM
	1
	The ID of the media group
	anyURI

	startMediaFlag
	A
	NM/TM
	1
	The flag indicates, whether the media object sets in this MediaObject-Group should be started with.

There SHALL only be one MediaObjectGroup with this flag set to “true” in an InteractivityMediaDocument
	boolean

	Action Descriptor
	E2
	NM/TM
	0..1
	The action descriptor describes the behaviour of the terminal when the media objects enable end-user input.

Has the following attributes


inputAllowedTime

onTimeOutPointer

updateFlag

onActionPointer
	

	inputAllowedTime
	A
	NM/TM
	0..1
	The last moment the terminal allows the end-user to provide end-user input for the active media object set in this media object group. This field is expressed as the first 32bits integer part of NTP time stamps. 
	unsignedInt 

	onTimeOutPointer
	A
	NM/TM
	0..1
	This pointer refers to the ID of a media object group in this InteractivityMediaDocument. When the InputAllowedTime is passed the terminal SHALL present the appropriate media object set of the MediaObjectGroup indicated by the OnActionPointer.

The terminal SHALL NOT present this media object set if the terminal has already presented the media object set indicated by the OnActionPointer.
	anyURI

	updateFlag
	A
	NM/TM
	0..1
	Whenever this flag is “true” the terminal shall listen to and fetch the following interactivity media document and the associated media objects from the file delivery stream when the Inputallowedtime is passed. The following inter-activity media document is identified by the document with the same group ID and a higher GroupPosition number.
	boolean

	onActionPointer
	A
	NM/TM
	0..1
	This pointer refers to the ID of a media object group in this interactivity media document. When the end-user undertakes action before the InputAllowedTime, which triggers the terminal to send out a message over the interaction channel (e.g. MMS, SMS or HTTP request), the terminal SHALL present the appropriate media object set of the media object group indicated by this pointer. 

If this pointer refers to the same ID as the current media object group, the terminal SHALL return to the same media object set after completing the action. In this case InputallowedTime and OnTimeOutPointer SHALL NOT be declared.
	anyURI

	BackOffTiming
	E2
	NM/TM
	0..1
	This element specifies timing behaviour of interaction sent back from the device to the service provider. Its purpose is to provide a mechanisms that ensures distribution over time of feedback sent from receivers, e.g. in order to avoid overload in nodes or links. 

If present, the interaction, if any, SHALL be sent back in the time interval [OffsetTime, OffsetTime+RandomTime] after the event that triggered the interactivity (e.g. user feedback). The exact time within the allowed time window shall be random with uniform probability.

Explicit timing behaviour expressed in Interactivity Media Document prevails over possible default timing behaviour expressed in InteractivityData.
	

	offsetTime
	A
	NM/TM
	1
	The OffsetTime specifies the minimum time that a device SHALL wait after an event that triggers interaction (e.g. user input), before sending the interaction. The unit is seconds (fractions can be expressed using data type Decimal). OffsetTime shall be a non-negative number.
	decimal 


	randomTime
	A
	NM/TM
	1
	The RandomTime refers to the time window length over which a device SHALL calculate a random time for the transmission of interaction. The method provides for statistically uniform distribution over a relevant period of time. 

The device SHALL calculate a uniformly distributed random time out of the interval between 0 and RandomTime. The unit is seconds (fractions can be expressed using data type Decimal). RandomTime shall be a non-negative number.
	decimal

	MediaObjectSet
	E2
	NM/TM
	0..N
	A media object set is defines the media objects attached to one interactivity technology proposed in the MediaObjectGroup. These media objects are related to each other, and form an interactivity unit to be rendered upon MediaObjectGroup activation (provided this interactivity technology is the one selected for rendering).

The set of media objects is not stored in the MediaObjectGroup itself (i.e. in the InteractivityMediaDocument ) but as another external file, where this external file is :

either one uncompressed media file (like a .3GP video, a .JPEG picture).

or one GZIP archive file containing one or several compressed media objects (a .GZ file e.g. containing a compressed SMIL + 3GP video + text)

The GZIP archive format is the one defined in [RFC 1951] and [RFC 1952]. In case the archive contains multiple media objects, it consists of the plain concatenation of each compressed media object (i.e. each GZIP member), as specified in section 2.2 of [RFC 1952].

The optional FNAME field SHOULD be set by the sender in each GZIP member header, with an FNAME value in accordance with the ‘Object’ Content-Location one (see below Content-Location description). 

The ‘MediaObjectSet’ element contains the following attributes:

                relativePreference

…………Content-Type

                Content-Location

The language of a MediaObjectSet element is expressed by using the built-in XML attribute xml:lang with this element. In case this attribute is not instantiated, the terminal SHALL interpret the MediaObjectSet element to be applicable for any language.

The ‘MediaObjectSet’ element contains the following elements:


Description


Object


File


	

	relativePreference
	A
	NM/TM
	0..1
	This attribute gives the relative preference of this media object set. The greater value has higher priority to handle (i.e 2 has higher priority than 1).

If multiple media object sets elements are instantiated in this 'MediaObjectGroup' then all the media object sets SHALL have mutually exclusive values of 'relativePreference'.

If multiple media object sets are instantiated in this 'MediaObjectGroup ' then all of these elements SHALL have the 'relativePreference' attribute instantiated. If only a single media object set is instantiated in 'MediaObjectGroup' then the 'relativePreference' attribute MAY be instantiated for that element.
	unsignedInt

(32 bits)

	Content-Type
	A
	NM/TM
	1
	Gives the media type of the ‘MediaObjectSet’’s external file :

If this media type is ‘application/x-gzip’, the external file is a GZIP archive file containing one or several media objects.

Otherwise (in this version of the specification) the external file is one uncompressed media file (e.g. ‘video/3gpp’ for a 3GP video file containing a SMIL presentation).

In case the external file is transported by FLUTE, this attribute MUST match the ‘File’ Content-Type value provided in the FDT instance(s) describing this file.
	string

	Content-Location
	A
	NM/TM
	1
	Uniquely identifies the ‘MediaObjectSet’’s external file within the file delivery session.

In case this external file is transported by FLUTE or ALC/LCT, this attribute MUST match the ‘File’ Content-Location value provided by the FDT instance(s) describing this file.  The Session used for file retrieval is the same session that carries this InteractivityMediaDocument.
Using this attribute, multiple ‘MediaObjectSet’ instances belonging to the same or different  ‘MediaObjectGroup’ instances of the same or different instance of ‘InteractivityMediaDocument’ MAY point to the same external file.
	anyURI

	Description
	E3
	NM/TM
	0..1
	Description of the Media Object Set, expressed in the same language as the parent ‘MediaObjectSet’ element. This is used to provide the end-user extra information regarding the Media Object Set content.

	string

	Object
	E3
	NM/TM
	0..N
	Describe each media object contained in the media object set.

Depending on ‘MediaObjectSet’’s external file nature:

if a single uncompressed file, this element is not needed unless it can provide supplemental information not given by parent ‘MediaObjectSet’ (such as ‘PartType’, etc.).
if a GZIP archive, the sequence order of ‘Object’s in ‘MediaObjectSet’ MUST be the same as the sequence of members in the GZIP archive (side-by-side relationship between ‘Object’ sequence and GZIP members).

Contains the following attributes:

……….Content-Location

             Content-Type

………..start

Contains the following elements:

             PartType
	

	Content-Location
	A
	NM/TM
	0..1
	If ‘MediaObjectSet’’s external file is an uncompressed file: useless.

If ‘MediaObjectSet’’s external file is a GZIP archive: 

The external file can be found by decompressing the n’th member of the GZIP archive, given n is the position of the ‘Object’ in the ‘MediaObjectSet’. 

The Content-Location value SHALL be a Relative-Path Reference as defined in [RFC 3986] and SHALL represent the sub-folder(s) + the filename of the deflated GZIP member to be used on storage.

This relative storage content location is intended to be directly pointed by common markup language references (typically via src=”” and href””).

If present, the FNAME field of the GZIP member MAY be verified against the filename part of Content-Location, ignoring case differences. In case these two values differ, the terminal MAY choose to discard the Media Object Set.

When storing the deflated media object, the terminal MUST create any indicated sub-folder(s) specified in the Content-Location, and store the media object in the leaf sub-folder, using the file name indicated in the Content-Location. The terminal SHOULD preserve the letter case specified in the Content-Location value when deflating the subfolders and the media file locally. The dot-segment “.” MUST be supported.  

Content-Location value SHALL be unique within the sequence of ‘Object’ elements belonging to the same ‘MediaObjectSet’ in the following respect: A folder (including root folder) SHALL NOT contain two different subfolders or files for which the names only differ by the letter case.

For security reasons, the terminal SHOULD discard the Media Object Set in case a naming conflict is detected.

For security reasons, the terminal SHOULD discard the Media Object Set if one or several dot-segments “..” are present in the Content-Location.
	anyURI

	Content-Type
	A
	NM/TM
	1
	If ‘MediaObjectSet’’s external file is an uncompressed file: useless (information already given in ‘MediaObjectSet’).

If ‘MediaObjectSet’’s external file is a GZIP archive:
Gives the media type of the GZIP archive member mapped to the ‘Object’.
	string

	start
	A
	NM/TM
	0..1
	If ‘MediaObjectSet’’s external file is an uncompressed file, or else a GZIP archive containing one media object: useless (implicitly “true”).

If ‘MediaObjectSet’’s external file is a GZIP archive containing multiple media objects :
This attribute must be set to “true” for exactly one ‘Object’ and one only in the ‘Object’ sequence, the “start media object” on which the interactivity client must be launched.  

Default value, and applicable value for the other ‘Object’ elements : false
	boolean


	PartType
	E4
	NM/TM
	0..N
	Indicates the media types that should be supported also in order to correctly render an ‘Object’ consisting of several sub-media objects.

E.g. a 3GP “Extended-presentation profile” would be one ‘Object’ with one “application/smil” ‘PartType’  advertising the presence of a SMIL presentation in the file.
	string

	File
	E3
	NO/TM
	0..1
	Present in case ALC/LCT without FLUTE is used for the delivery of ‘MediaObjectSet’’s external file.  
Structure identical to the ‘File’ child element of ‘FileDescription’ in the Access fragment.

[BCAST10-SG].
	

	Content-Location
	A
	NM/
TM
	1
	See RFC 3926, section 3.4.2
	anyURI

	TOI
	A
	NM/
TM
	1
	See RFC 3926, section 3.4.2
	positiveInteger

	Content-Length
	A
	NO/
TM
	0..1
	See RFC 3926, section 3.4.2
	unsignedLong 

	Transfer-Length
	A
	NO/
TM
	0..1
	See RFC 3926, section 3.4.2
	unsignedLong

	Content-Type
	A
	NO/
TM
	0..1
	See RFC 3926, section 3.4.2
	string

	Content-Encoding
	A
	NO/
TM
	0..1
	See RFC 3926, section 3.4.2
	string

	Content-MD5
	A
	NO/
TM
	0..1
	See RFC 3926, section 3.4.2
	base64Binary

	FEC-OTI-FEC-Encoding-ID
	A
	NO/TM
	0..1
	See RFC 3926, section 3.4.2
	unsignedByte

	FEC-OTI-FEC-Instance-ID
	A
	NO/
TM
	0..1
	See RFC 3926, section 3.4.2
	unsignedLong

	FEC-OTI-Maximum-Source-Block-Length
	A
	NO/
TM
	0..1
	See RFC 3926, section 3.4.2
	unsignedLong

	FEC-OTI-Encoding-Symbol-Length
	A
	NO/
TM
	0..1
	See RFC 3926, section 3.4.2
	unsignedLong

	FEC-OTI-Max-Number-of-Encoding-Symbols
	A
	NO/
TM
	0..1
	See RFC 3926, section 3.4.2
	unsignedLong

	FEC-OTI-Scheme-Specific-Info
	A
	NO/TM
	0..1
	This attribute MAY be used to communicate FEC information which is not adequately represented by the other attributes related to FEC.
	base64Binary

	SMSTemplate
	E2
	NM/TM
	0..1
	Contains the following attributes:

relativePreference

Contains the following elements:

Description

SelectChoice
Picture

Note: the SMSTemplate is a media object set, although not encoded using the ‘MediaObjectSet’ generic structure.

Note: The SMSTemplate provides information about the option(s) in an interaction and some basic rendering tools through the possibility to insert static pictures.  If improved rendering is to be specified by the service provider, the interaction can alternatively be described in an XHTML document with in-lined SMS URIs.
	

	relativePreference
	A
	NM/TM
	0..1
	This attribute gives the relative preference of this media object set. The greater value has higher priority to handle (i.e., 2 has higher priority than 1).

If multiple media object sets are instantiated in this 'MediaObjectGroup ' then all the media object sets SHALL have mutually exclusive values of 'relativePreference'.
If multiple media object sets are instantiated in this 'MediaObjectGroup ' then all of these elements SHALL have the 'relativePreference' attribute instantiated. If only a single media object set is instantiated in 'MediaObjectGroup' then the 'relativePreference' attribute MAY be instantiated for that element.
	unsignedInt



	Description
	E3
	NM/TM
	0..N
	Text describing the interaction to the end user, possibly in multiple languages. The language is expressed using the built-in XML attribute xml:lang with this element.

This text can e.g. describe the overall scope of the interaction, valid for all interaction options described below. It might e.g. also contain information about the prize of the SMS interaction.

For an interaction with only one choice (e.g. an offer to purchase merchandise like a ringtone), the 'Description' element SHOULD be used to provide information regarding the interaction and the 'ChoiceText' element MAY be discarded by the terminal.
	string

	text
	A
	NO/TM
	0..1
	This attribute can contain a string that can be inserted into SMS messages specified by SMS-URI attributes below.

Note: this attribute enables message size savings for the case where the same text appears in the SMS bodies of several choices, i.e. if multiple SelectChoice elements are present  
	string

	SelectChoice
	E3
	NM/TM
	1..N
	Contains the following attributes:

smsURI

Contains the following elements:

ChoiceText
Picture

Note: For an interaction with multiple choices (like a voting between several options), the SelectChoice elements describe the different options to the user, and declare the SMS interaction to be executed when the user selects this option. For an interaction with one choice (e.g. an offer to purchase merchandise like a ringtone), there is only one SelectChoice element. The SMS template provides basic rendering tools through the possibility to insert static pictures. Other rendering indications to display the choice(s) to the user are out of scope of this specification.
	

	smsURI
	A
	NM/TM
	1
	SMS receiver address and payload encoded as “sms:” URI scheme.

Value of this attribute SHALL comply with “sms:” URI scheme [URI-Schemes], with the following exceptions:

If the sms-body [URI-Schemes] of the sms URI scheme contains the string “$userid$”, it shall be replaced by the user ID.

If the sms-body [URI-Schemes] of the sms URI scheme contains the string “$deviceid$”, it shall be replaced by the device ID.

If the sms-body [URI-Schemes] of the sms URI scheme contains the string “$userinput$”, it should be replaced by a string that the user can enter. This may be an empty string. If $userinput$ is present in the SMS-URI, the terminal SHALL open the SMS template in SMS editor (or similar) to allow user input before sending the SMS. If, however, the $userinput$ string is not present in the sms-body, the terminal SHALL not provide the SMS for the end user to modify. The terminal SHOULD prompt the end user before sending the SMS out.

If the sms-body [URI-Schemes] of the sms URI scheme contains the string “$text$”, it SHALL be replaced by the string signalled in the attribute “Text” (if this attribute is present).
	anyURI

	ChoiceText
	E4
	NM/TM
	0..N
	Description of the interaction option, possibly in multiple languages. This is used to provide the end-user information on this interaction choice..

The language is expressed using the built-in XML attribute xml:lang with this element.

For an interaction with one choice (e.g. an offer to purchase merchandise like a ringtone), the 'Description' element SHOULD be used to provide information regarding the interaction and the 'ChoiceText' element MAY be discarded by the terminal and the ChoiceText element MAY be omitted. 

For interactivity with multiple choices, the ´ChoiceText´ element SHALL be instantiated for each ´SelectChoice´.
	string

	Picture
	E4
	NM/TM
	0..1
	In order to give to the end-user basic rendering on this interaction option, a picture MAY be provided. 

This element defines the way to access the picture to display and further information on how the terminal is expected to handle this picture 

For an interaction with one choice (e.g. an offer to purchase merchandise like a ringtone), the 'Picture' element under the SMSTemplate SHOULD be used to provide basic rendering of  the interaction message and the 'Picture' element under the 'SelectChoice' element MAY be omitted and MAY be discarded by the terminal.

Contains the following attributes:

mimeType

activateByClick

override

pictureURI

Contains the following element:

AlternativeURL
	

	mimeType
	A
	NM/TM
	0..1
	MIME type of the Picture.
	string

	activateByClick
	A
	NM/TM
	0..1
	This attribute SHALL be set to "true" to signal that upon a user's click on this picture, the SMS interaction signaled in the "smsURI" attribute of the SelectChoice element SHALL be executed.

In the case this attribute is omitted or set to "false", the execution of the sms interaction is launched by terminal UI specific means.
	boolean

	override
	A
	NM/TM
	0..1
	This attribute SHALL be set to "true" to signal that the 'ChoiceText' SHALL be ignored by terminals that are capable to display the related picture. Terminals that can't display the related picture SHALL ignore this attribute.  

It SHALL be omitted or set to "false" otherwise
	boolean

	pictureURI
	A
	NM/TM
	0..1
	This is the location of the Picture to be retrieved in the file delivery session over the broadcast channel that is used also to convey the given Interactivity Media Document. It corresponds to the 'Content-Location' attribute in the FDT, if FLUTE is used to deliver the Picture. When ALC/LCT is used for file delivery, this corresponds to the  'Content-Location' attribute in the 'File' element in  the 'Access ' fragment that declares the Interactivity Media Documents file delivery session.  The Session used for file retrieval is the same session that carries this InteractivityMediaDocument.
	anyURI

	AlternativeURL
	E5
	NM/
TM
	0..N
	Alternative URI for receiving the picture via the interaction channel. If terminal cannot access the indicated delivery session, the terminal can receive the picture by AlternativeURL.
Multiple instances of the AlternativeURL MAY be instantiated for the purpose of server load distribution. In that case, the terminal SHALL randomly select one of them.
	anyURI

	Picture
	E3
	NM/TM
	0..1
	Possibly in addition to the "Description" element a picture MAY be delivered to provide basic rendering of the interaction message.  

This element defines the way to access the picture to display 

Contains the following attributes:

mimeType

activateByClick

pictureURI

Contains the following element:

AlternativeURL
	

	mimeType
	A
	NM/TM
	0..1
	MIME type of the Picture.
	string

	activateByClick
	A
	NM/TM
	0..1
	The instantiation of this attribute is only allowed in the case the interaction provides only one choice. This attribute SHALL be set to "true" to signal that upon a user's click on this picture, the SMS interaction signaled in the 'smsURI' attribute of the 'SelectChoice' element SHALL be executed.

It SHALL be omitted or set to "false" when no "Click" action on this picture is expected to launch the SMS interaction. 
	boolean

	pictureURI
	A
	NM/TM
	0..1
	This is the location of the Picture to be retrieved in the file delivery session over the broadcast channel that is used also to convey the given Interactivity Media Document. It corresponds to the 'Content-Location' attribute in the FDT, if FLUTE is used to deliver the Picture. When ALC/LCT is used for file delivery, this corresponds to the  'Content-Location' attribute in the 'File' element in  the 'Access ' fragment that declares the Interactivity Media Documents file delivery session.  The Session used for file retrieval is the same session that carries this InteractivityMediaDocument.
	anyURI

	AlternativeURL
	E4
	NM/
TM
	0..N
	Alternative URI for receiving the picture via the interaction channel.  If a terminal cannot access the indicated delivery session, the terminal can receive the picture by AlternativeURL.
Multiple instances of the AlternativeURL MAY be instantiated for the purpose of server load distribution. In that case, the terminal SHALL randomly select one of them.
	anyURI

	EmailTemplate
	E2
	NO/TM
	0..1
	Contains attributes:

             relativePreference

             toHeader

             ccHeader

             bccHeader

             subjectHeader

Contains the following elements:

             Description

             MessageBody
Picture
Note: the EmailTemplate is a media object set, although not encoded using the ‘MediaObjectSet’ generic structure.
	

	relativePreference
	A
	NO/TM
	0..1
	This attribute gives the relative preference of this media object set. The greater value has higher priority to handle (i.e 2 has higher priority than 1).

If multiple media object sets are instantiated in this 'MediaObjectGroup ' then all the media object sets SHALL have mutually exclusive values of 'relativePreference'.
If multiple media object sets are instantiated in this 'MediaObjectGroup ' then all of these elements SHALL have the 'relativePreference' attribute instantiated. If only a single media object set is instantiated in 'MediaObjectGroup' then the 'relativePreference' attribute MAY be instantiated for that element.
	unsignedInt



	toHeader
	A
	NM/TM
	1
	The e-mail recipient(s) as defined in [RFC 2822]
	string

	ccHeader
	A
	NO/TM
	0..1
	The e-mail cc-recipient(s) as defined in [RFC 2822]
	string

	bccHeader
	A
	NO/TM
	0..1
	The e-mail bcc-recipient(s) as defined in [RFC 2822]
	string

	subjectHeader
	A
	NO/TM
	0..1
	The e-mail subject header as defined in [RFC 2822]
	string

	Description
	E3
	NO/TM
	0..N
	Description of the Email Template, possibly in multiple languages. This is used to provide the end-user extra information regarding the Email message.

The language is expressed using the built-in XML attribute xml:lang with this element. 
	string

	MessageBody
	E3
	NO/TM
	0..1
	The e-mail message body (text format defined in [RFC 2822]

The value of this element SHALL be base64-encoded.

Note: At least one of  Subjectheader and MessageBody in an EmailTemplate SHOULD be present
	base64Binary

	Picture
	E3
	NM/TM
	0..1
	Possibly in addition to the "Description" element a picture MAY be delivered to provide basic rendering of the interaction message. 

This element defines the way to access the picture to display and further information on how the terminal is expected to handle this picture 

Contains the following attributes:

mimeType

activateByClick

pictureURI

Contains the following element:

AlternativeURL


	

	mimeType
	A
	NM/TM
	0..1
	MIME type of the Picture.
	string

	activateByClick
	A
	NM/TM
	0..1
	This attribute SHALL be set to "true" to signal that upon a user's click on this picture, the email interaction SHALL be executed.

In the case this attribute is omitted or set to "false", the execution of the email interaction is launched by terminal UI specific means.
	boolean

	pictureURI
	A
	NM/TM
	0..1
	This is the location of the Picture to be retrieved in the file delivery session over the broadcast channel that is used also to convey the given Interactivity Media Document. It corresponds to the 'Content-Location' attribute in the FDT, if FLUTE is used to deliver the Picture. When ALC/LCT is used for file delivery, this corresponds to the  'Content-Location' attribute in the 'File' element in  the 'Access ' fragment that declares the Interactivity Media Documents file delivery session.  The Session used for file retrieval is the same session that carries this InteractivityMediaDocument.
	anyURI

	AlternativeURL
	E4
	NM/
TM
	0..N
	Alternative URI for receiving the picture via the interaction channel.  If a terminal cannot access the indicated delivery session, the terminal can receive the picture by AlternativeURL.
Multiple instances of the AlternativeURL MAY be instantiated for the purpose of server load distribution. In that case, the terminal SHALL randomly select one of them.
	anyURI

	VoiceCall
	E2
	NO/TM
	0..1
	Contains the following attributes:

relativePreference

Contains the following elements:

Description

PhoneNumber
PhoneNumberExtension

Picture

Note: the VoiceCallInteraction is a media object set, although not encoded using the ‘MediaObjectSet’ generic structure.

It allows for voice call based interaction, by giving a description and/or a picture to the user and one or more telephone numbers that the user can call.
	

	relativePreference
	A
	NO/TM
	0..1
	This attribute gives the relative preference of this media object set. The greater value has higher priority to handle (i.e 2 has higher priority than 1).

If multiple media object sets are instantiated in this 'MediaObjectGroup ' then all the media object sets SHALL have mutually exclusive values of 'relativePreference'.
If multiple media object sets are instantiated in this 'MediaObjectGroup ' then all of these elements SHALL have the 'relativePreference' attribute instantiated. If only a single media object set is instantiated in 'MediaObjectGroup' then the 'relativePreference' attribute MAY be instantiated for that element.
	unsignedInt



	Description
	E3
	NM/TM
	0..N
	Text describing the interaction to the end user, possibly in multiple languages. The language is expressed using the built-in XML attribute xml:lang with this element.

This text can e.g. describe the overall scope of the interaction, valid for all interaction options described below. It might e.g. also contain information about the prize of the voice call interaction. For an interaction with only one choice, the 'Description' element SHOULD be used to provide information regarding the interaction and the 'OptionText' element

under the 'PhoneNumberExtension' element MAY be discarded by the terminal.
	string

	PhoneNumber
	E3
	NM/TM
	1..N
	Phone number to which the terminal initiates a voice call when the interactivity related to this InteractivityMediaDocument is triggered. The terminal SHALL prompt the user before actually making the call. If several phone numbers are present, the user SHALL be able to select the one to be used. 

A terminal with voice call capabilities MUST support telephone URI [RFC 3966]. Further, a terminal with SIP capabilities MUST support SIP URI [RFC 3261].
	anyURI

	PhoneNumberExtension
	E3
	NM/TM
	0..N
	The 'PhoneNumberExtension' gives the possibility to associate to each declared phone number, that relate to the voice interaction, a picture and a textual description. If several phone numbers are proposed by the voice interaction, at least one ´OptionText´ element or one 'Picture' element SHALL be instantiated for each declared phone number, and the user SHALL be able to select the phone number to be used. 

If this element is instantiated, terminals SHALL ignore the 'PhoneNumber' element under the 'VoiceCall' element. For an interaction with one unique choice (i.e. a unique phone number), the 'PhoneNumberExtension' SHOULD NOT be instantiated and terminals MAY ignore the 'OptionText' and 'Picture' subelements. 

It contains the following attribute: 

phoneNumber

It contains the following elements:

OptionText

Picture
	

	phoneNumber
	A
	NM/TM
	1
	Phone number to which the terminal initiates a voice call when the interactivity related to this InteractivityMediaDocument is triggered. The terminal SHALL prompt the user before actually making the call. 

A terminal with voice call capabilities MUST support telephone URI [RFC 3966]. Further, a terminal with SIP capabilities MUST support SIP URI [RFC 3261].
	anyURI

	OptionText
	E4
	NM/TM
	0..N
	Description of the interaction option, possibly in multiple languages. This is used to provide the end-user information on this interaction choice.

The language is expressed using the built-in XML attribute xml:lang with this element.

For an interaction with one unique choice, the 'Description' element SHOULD be used to provide information regarding the interaction and the ' OptionText' element MAY be omitted and it MAY be discarded by the terminal, if present. 
	string

	Picture
	E4
	NM/TM
	0..1
	Possibly associated to each phone number a picture MAY be provided, in order to give to the end-user basic rendering on this interaction option,

This element defines the way to access the picture to display and further information on how the terminal is expected to handle this picture 

Contains the following attributes:

mimeType

activateByClick

override

pictureURI

Contains the following element:

AlternativeURL


	

	mimeType
	A
	NM/TM
	0..1
	MIME type of the Picture.
	string

	activateByClick
	A
	NM/TM
	0..1
	This attribute SHALL be set to "true" to signal that upon a user's click on this picture, the voice call SHALL be executed, after the terminal has prompted the user to obtain his consent.

In the case this attribute is omitted or set to "false", the execution of the voice call interaction is launched by terminal UI specific means.
	boolean

	override
	A
	NM/TM
	0..1
	This attribute SHALL be set to "true" to signal that the 'OptionText' SHALL be ignored by terminals that are capable to display the related picture. Terminals that can't display the related picture SHALL ignore this attribute.  

It SHALL be omitted or set to "false" otherwise
	boolean

	pictureURI
	A
	NM/TM
	0..1
	This is the location of the Picture to be retrieved in the file delivery session over the broadcast channel that is used also to convey the given Interactivity Media Document. It corresponds to the 'Content-Location' attribute in the FDT, if FLUTE is used to deliver the Picture. When ALC/LCT is used for file delivery, this corresponds to the 'Content-Location' attribute in the 'File' element in  the 'Access ' fragment that declares the Interactivity Media Documents file delivery session.  The Session used for file retrieval is the same session that carries this InteractivityMediaDocument.
	anyURI

	AlternativeURL
	E5
	NM/
TM
	0..N
	Alternative URI for receiving the picture via the interaction channel.  If a terminal cannot access the indicated delivery session, the terminal can receive the picture by AlternativeURL.
Multiple instances of the AlternativeURL MAY be instantiated for the purpose of server load distribution. In that case, the terminal SHALL randomly select one of them.
	anyURI

	Picture
	E3
	NM/TM
	0..1
	Possibly in addition to the "Description" element a picture MAY be delivered to provide basic rendering of the interaction message.. 

This element defines the way to access the picture to display 

Contains the following attributes:

mimeType

activateByClick

pictureURI

Contains the following elements:

AlternativeURL


	

	mimeType
	A
	NM/TM
	0..1
	MIME type of the Picture.
	string

	activateByClick
	A
	NM/TM
	0..1
	The instantiation of this attribute is only allowed in the case the interaction provides only one choice. This attribute SHALL be set to "true" to signal that upon a user's click on this picture, the voice call interaction SHALL be executed, after the terminal has prompted the user to obtain his consent.
In the case the interaction provides only one choice and this attribute is omitted or set to "false", the execution of the voice call interaction is launched by terminal UI specific means
	boolean

	pictureURI
	A
	NM/TM
	0..1
	This is the location of the Picture to be retrieved in the file delivery session over the broadcast channel that is used also to convey the given Interactivity Media Document. It corresponds to the 'Content-Location' attribute in the FDT, if FLUTE is used to deliver the Picture. When ALC/LCT is used for file delivery, this corresponds to the  'Content-Location' attribute in the 'File' element in  the 'Access ' fragment that declares the Interactivity Media Documents file delivery session.  The Session used for file retrieval is the same session that carries this InteractivityMediaDocument.
	anyURI

	AlternativeURL
	E4
	NM/
TM
	0..N
	Alternative URI for receiving the picture via the interaction channel.  If a terminal cannot access the indicated delivery session, the terminal can receive the picture by AlternativeURL.
Multiple instances of the AlternativeURL MAY be instantiated for the purpose of server load distribution. In that case, the terminal SHALL randomly select one of them.
	anyURI

	Weblink
	E2
	NM/TM
	0..1
	This provides a reference to an external website.

Contains attributes:

- relativePreference

- webURL

Contains the following elements:

- Description
- Picture

Note: the Weblink is a media object set, although not encoded using the ‘MediaObjectSet’ generic structure.
	

	relativePreference
	A
	NM/TM
	0..1
	This attribute gives the relative preference of this media object set. The greater value has higher priority to handle (i.e 2 has higher priority than 1).

If multiple media object sets are instantiated in this 'MediaObjectGroup ' then all the media object sets SHALL have mutually exclusive values of 'relativePreference'.
If multiple media object sets are instantiated in this 'MediaObjectGroup ' then all of these elements SHALL have the 'relativePreference' attribute instantiated. If only a single media object set is instantiated in 'MediaObjectGroup' then the 'relativePreference' attribute MAY be instantiated for that element.
	unsignedInt



	webURL
	A
	NM/TM
	1
	URL to an external website.
	anyURI

	Description
	E3
	NM/TM
	0..N
	Description of the Weblink, possibly in multiple languages. This is used to provide the end-user extra information regarding the Weblink.

The language is expressed using the built-in XML attribute xml:lang with this element.
	string

	Picture
	E3
	NM/TM
	0..1
	Possibly in addition to the "Description" element, a picture MAY be delivered to provide basic rendering of the interaction message. This "Picture" element defines the way to access the picture to display and further information on how the terminal is expected to handle the picture  

Contains attributes:

mimeType

activateByClick

pictureURI

Contains the following element:

AlternativeURL


	

	mimeType
	A
	NM/TM
	0..1
	MIME type of the Picture.
	string

	activateByClick
	A
	NM/TM
	0..1
	This attribute SHALL be set to "true" to signal that the Web site signaled by the webURL attribute of the  WebLink element SHALL be accessed upon user's click on the picture. 

In the case this attribute is omitted or set to "false", the execution of the Web interaction is launched by terminal UI specific means.
	boolean

	pictureURI
	A
	NM/TM
	0..1
	This is the location of the Picture to be retrieved in the file delivery session over the broadcast channel that is used also to convey the given Interactivity Media Document. It corresponds to the 'Content-Location' attribute in the FDT, if FLUTE is used to deliver the Picture. When ALC/LCT is used for file delivery, this corresponds to the 'Content-Location' attribute in the 'File' element in  the 'Access ' fragment that declares the Interactivity Media Documents file delivery session.  The Session used for file retrieval is the same session that carries this InteractivityMediaDocument.
	anyURI

	AlternativeURL
	E4
	NM/
TM
	0..N
	Alternative URI for receiving the picture via the interaction channel.  If a terminal cannot access the indicated delivery session, the terminal can receive the picture by AlternativeURL.
Multiple instances of the AlternativeURL MAY be instantiated for the purpose of server load distribution. In that case, the terminal SHALL randomly select one of them.
	anyURI

	AlternativeText
	E2
	NM/TM
	0..N
	Alternative Text to be displayed if none of the other media object sets is supported by the terminal
, possibly in multiple languages. The language is expressed using the built-in XML attribute xml:lang with this element.
	string

	StreamingLink
	E2
	NM/TM
	0..1
	This provides a reference to an external unicast streaming server.

Contains the following attributes:

- relativePreference

- streamingType

- streamingURL

Contains the following element:

· Description

· Picture

Note: the StreamingLink is a media object set, although not encoded using the ‘MediaObjectSet’ generic structure.
	

	relativePreference
	A
	NM/TM
	0..1
	This attribute gives the relative preference of this media object set. The greater value has higher priority to handle (i.e 2 has higher priority than 1).

If multiple media object sets are instantiated in this 'MediaObjectGroup ' then all the media object sets SHALL have mutually exclusive values of 'relativePreference'.
If multiple media object sets are instantiated in this 'MediaObjectGroup ' then all of these elements SHALL have the 'relativePreference' attribute instantiated. If only a single media object set is instantiated in 'MediaObjectGroup' then the 'relativePreference' attribute MAY be instantiated for that element.
	unsignedInt



	streamingType
	A
	NM/TM
	0..1
	1- Generic RTSP to initialize RTP delivery

2- RTSP to initialize RTP delivery as per 3GPP-PSS (3GPP packet-switched streaming service)

3- RTSP to initialize RTP delivery as per 3GPP2-MSS (3GPP2 multimedia streaming services)

4-127 Reserved for future use

128-255 Reserved for proprietary use

Note that in the case the ‘streamingType’ attribute has one of the values “1”, “2” or “3”, the "streamingURL" value MAY declare a resource that provides the Session Description information of the target RTSP session (including RTSP Control URL). In this latter case, the "streamingURL" is an HTTP URL
	unsignedByte

	streamingURL
	A
	NM/TM
	1
	URL to an external unicast streaming server.
	anyURI

	Description
	E3
	NM/TM
	0..N
	Description of the StreamingLink, possibly in multiple languages. This is used to provide the end-user extra information regarding the StreamingLink.

The language is expressed using the built-in XML attribute xml:lang with this element.
	string

	Picture
	E3
	NM/TM
	0..1
	Possibly in addition to the "Description" element, a picture MAY be delivered to provide basic rendering of the interaction message. This "Picture" element defines the way to access the picture to display and further information on how the terminal is expected to handle the picture  

Contains attributes:

mimeType

activateByClick

pictureURI

Contains the following element:

AlternativeURL


	

	mimeType
	A
	NM/TM
	0..1
	MIME type of the Picture.
	string

	activateByClick
	A
	NM/TM
	0..1
	This attribute SHALL be set to "true" to signal that the  streamingURL SHALL be accessed upon user's click on the picture. 

In the case this attribute is omitted or set to "false", the execution of the streaming interaction is launched by terminal UI specific means.
	boolean

	pictureURI
	A
	NM/TM
	0..1
	This is the location of the Picture to be retrieved in the file delivery session over the broadcast channel that is used also to convey the given Interactivity Media Document. It corresponds to the 'Content-Location' attribute in the FDT, if FLUTE is used to deliver the Picture. When ALC/LCT is used for file delivery, this corresponds to the  'Content-Location' attribute in the 'File' element in  the 'Access ' fragment that declares the Interactivity Media Documents file delivery session.  The Session used for file retrieval is the same session that carries this InteractivityMediaDocument.
	anyURI

	AlternativeURL
	E4
	NM/
TM
	0..N
	Alternative URI for receiving the picture via the interaction channel.  If a terminal cannot access the indicated delivery session, the terminal can receive the picture by AlternativeURL.
Multiple instances of the AlternativeURL MAY be instantiated for the purpose of server load distribution. In that case, the terminal SHALL randomly select one of them.
	anyURI

	RichMedia
	E2
	NO/TO
	0..N
	Each Rich Media element is a media object set describing rich media content either embedded in InteractivityMediaDocument or distributed as a separate file in the FLUTE or ALC/LCT session.

Contains the following attributes:

        relativePreference

Contains the following elements:

        Description

        Capabilities

        RichMediaData

        RichMediaURI

        File

When a RichMedia Solution is intended to be used for a media object set of a MediaObjectGroup, the Rich Media content file SHALL be signalled via a <RichMedia> element. In addition, in case backward compatibility with BCAST 1.0 terminals is sought, the Rich Media content file MAY be signalled also via a generic <MediaObjectSet> element,  with a RelativePreference lower than <RichMedia> element, and with Content-Location or File equal to RichMediaURI or File (i.e. both <RichMedia> and <MediaObjectSet> are pointing to the same FLUTE or ALC/LCT object).  The Session used for Rich Media  retrieval is the same session that carries this InteractivityMediaDocument.
Note: RichMedia is a media object set, although not encoded using the ‘MediaObjectSet’ generic structure.
	

	relativePreference
	A
	NM/TM
	0..1
	This attribute gives the relative preference of this media object set. The greater value has higher priority to handle (i.e 2 has higher priority than 1).

If multiple media object sets are instantiated in this 'MediaObjectGroup ' then all the media object sets SHALL have mutually exclusive values of 'relativePreference'.
If multiple media object sets are instantiated in this 'MediaObjectGroup ' then all of these elements SHALL have the 'relativePreference' attribute instantiated. If only a single media object set is instantiated in 'MediaObjectGroup' then the 'relativePreference' attribute MAY be instantiated for that element.
	unsignedInt

	Description
	E3
	NM/TM
	0..N
	Description of the Rich Media content, possibly in multiple languages. This is used to provide the end-user extra information regarding the Rich Media content.

The language is expressed using the built-in XML attribute xml:lang with this element.
	string

	Capabilities
	E3
	NM/TM
	1
	Describes the type and complexity of Rich Media content the Rich Media Client has to deal with.
	complexType as defined in [BCAST11-SG] section 5.1.2.4 for  Capabilities element child of  RichMedia element in Access fragment

	RichMediaData
	E3
	NM/TM
	0..1
	Inlined Rich Media content which SHALL be embedded either in a CDATA section or as a base64-encoded string.

Contains the following attribute:

        encoding

Either RichMediaURI or RichMediaData SHALL be instantiated.
	string

	encoding
	A
	NM/TM
	0..1
	This attribute signals the way rich media content is embedded:

•
It SHALL NOT be present when rich media content is embedded into a CDATA section.

Note: binary data inside CDATA shall always be encoded in base64

•
It SHALL be present and set to “base64” in case the whole rich media content is base64-encoded
	string

	RichMediaURI
	E3
	NM/TM
	0..1
	Uniquely identifies the Rich Media content file within the file delivery session.

In case this external file is transported by FLUTE, this attribute MUST match the ‘File’ Content-Location value provided by the FDT instance(s) describing this file.
	anyURI

	File
	E3
	NM/TM
	0..1
	Present if RichMediaURI is instantiated and if ALC without FLUTE is besides used for the delivery of  Rich Media content file.


	complexType as defined in [BCAST11-SG] section 5.1.2.4 for the File element child of FileDescription in Access fragment.

	PrivateExt 
	E1
	NO/TO
	0..1
	An element serving as a container for proprietary or application-specific extensions. 
	

	<proprietary elements>
	E2
	NO/TO
	0..N
	Any number of proprietary or application-specific elements that are not defined in this specification. These elements may further contain sub-elements or attributes.
	


Table 38: Data structure of InteractivityMediaDocument 
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