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1 Reason for Change

This contribution proposes changes to the Messaging Services Interworking (MIW) AD in response, and with intent to resolve the following set of Review Comments – 33, 36, 37, 38, 45
2 Impact on Backward Compatibility

No impact on Backward Compatibility
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

MWG should review and agree to the proposed changes in the AD, and verify that these changes resolve the ADRR comments.
6 Detailed Change Proposal
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5.3.7
Reference points 

	Ref Point
	Between Entities
	Description

	OM1
	Originating Client & Server
	Reference point internally specified by the originating messaging service.  This reference point is internal to the originating messaging service and is out-of-scope for this document.

	RM1
	Recipient Server & Client
	Reference point internally specified by the recipient messaging service.  This reference point is internal to the originating messaging service and is out-of-scope for this document.

	IM1
	Messaging server & MR
	Reference point that allows a messaging server to invoke the MR functionality and allows the MR to transfer the message to recipient messaging server.  This may be based on the native inter-server protocols, e.g. MM4 in MMS, of the P2P Communication enablers. 

	IM2
	Messaging relay & Charging
	This is an I1 interface to the Charging enabler as defined by the different standards for the purpose of submitting data for generation of Call Data Records. 

	IM3
	Messaging relay & User Profile
	Reference point that supports retrieval of user preferences & subscription information. This functionality may be provided indirectly via the IM6 reference point, if supported by the Presence Enabler. 

	IM4
	Messaging relay & Content/Header Transcoding 
	This is an I1 interface to the Standard Transcoding Interface as specified in [STI]

	
	
	

	IM6
	Messaging relay & presence
	This is an I1 interface to the Presence Enabler as specified in [Presence].

	IMCN
	Messaging servers in separate networks
	Reference point internally specified by originating messaging service to transfer messages between servers in different networks.  This reference point is out of scope for this specification.
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