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1 Reason for Change

Justification

The SUP file for CBUS specific extensions for the “actions” elements <allow-change-conditions> and <allow-change-condition-re-evaluation> as specified in CBUS TS is added by INP #0068. This is a proposal to update the XML schema usage in the TS accordingly.
Additionally, the dependency to [IETF_CBUS_event] is clarified in a couple of Editor’s Notes.
Summary of Change

The XML schema usage of CBUS specific “actions” elements is updated.  

Scope of Change

Subclauses 2.1 and 9.1 are affected.

Consequence if not accepted

The XML schema usage of CBUS specific “actions” elements needs to be updated.

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To include the proposed changes as described in chapter 6.
6 Detailed Change Proposal

Change 1:  2.1 – adding a reference to SUP file
2.1    Normative References

	[CBUS_RD]
	“Condition Based URIs Selection Requirement”, Version 1.0, Open Mobile Alliance(, OMA-RD-CBUS-V1_0, 
URL:http://www.openmobilealliance.org/

	[IETF_CBUS_event]
	IETF draft-holmberg-dispatch-cbus-00 “Requirements for a Condition-based URI Selection (CBUS) using the Session Initiation Protocol (SIP)“, C. Holmberg, May 2009,
URL: http://users.piuha.net/cholmber/drafts/draft-holmberg-dispatch-cbus-00.txt
Note: Work in progress.

	[LOCSIP_AD]
	“Location in SIP/IP core Architecture”, Open Mobile Alliance™, OMA-AD-LOCSIP-V1_0,
URL:http://www.openmobilealliance.org/

	[LOCSIP_TS]
	“Location in SIP/IP core Specification”, Open Mobile Alliance™, OMA-AD-LOCSIP-V1_0,
URL:http://www.openmobilealliance.org/

	[OMADICT]
	“Dictionary for OMA Specifications”, Version 2.8, Open Mobile Alliance™,
OMA-ORG-Dictionary-V2_8, 
URL:http://www.openmobilealliance.org/

	[PRS_AD]
	“Presence SIMPLE Architecture”, Version 2.0, Open Mobile Alliance(, OMA-AD-Presence_ SIMPLE-V2_0,
URL:http://www.openmobilealliance.org/

	[PRS_RD]
	“Presence SIMPLE Requirements”, Version 2.0, Open Mobile Alliance(, OMA-RD-Presence_SIMPLE-V2_0,
URL:http://www.openmobilealliance.org/

	[PRS_Spec]
	“Presence SIMPLE Specification”, Version 2.0, Open Mobile Alliance(, OMA-TS-Presence_SIMPLE-V2_0,
URL:http://www.openmobilealliance.org/

	[PRS_ RLS]
	“Resource List Server (RLS) Specification”, Version 1.0, Open Mobile Alliance(, OMA-TS-Presence_SIMPLE_RLS-V1_0,
URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC3261]
	IETF RFC 3261: “SIP: Session Initiation Protocol”, J. Rosenberg et al, June 2002,
URL: http://www.ietf.org/rfc/rfc3261.txt

	[RFC3265]
	IETF RFC 3265 “Session Initiation Protocol (SIP)-Specific Event Notification”, A. B. Roach, June 2002, URL: http://www.ietf.org/rfc/rfc3265.txt

	[RFC4234]
	IETF “Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. October 2005, URL:http://www.ietf.org/rfc/rfc4234.txt

	[RFC4825]
	IETF RFC 4825 “The Extensible Markup Language (XML) Configuration Access protocol (XCAP)”, J. Rosenberg, May 2007,                                                                                                                               URL: http://www.ietf.org/rfc/rfc4825.txt

	[SCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures, URL:http://www.openmobilealliance.org/

	[XDM_Core]
	“XML Document Management (XDM) Specification”, Version 2.1, Open Mobile Alliance(, OMA-TS-XDM_Core-V2_1,
URL: http://www.openmobilealliance.org/

	[XDM_Group]
	"Shared Group XDM Specification", Version 1.0, Open Mobile Alliance™, 
OMA-TS-XDM_Shared_Group-V1_0,
URL: http://www.openmobilealliance.org/

	[XDM_Profile]
	“Profile XDM Specification”, Version 1.1, Open Mobile Alliance(, OMA-TS-XDM_Profile-V1_1,
URL: http://www.openmobilealliance.org/

	[XSD_group_ext]
	"XML Schema Definition: CBUS – Shared Group Extensions", Version 1.0, Open Mobile Alliance(, OMA-SUP-XSD_cbus_sharedGroupExt-V1_0,  
URL: http://www.openmobilealliance.org/ 


Change 2:  9.1 – clarifying usage of XML schema for CBUS specific Shared Group extensions
9.1 CBUS Extensions to Group

9.1.1 Structure

In addition to the child elements that the <actions> child element of any <rule> element MAY include according to [XDM_Group], the <actions> child element of any <rule> element MAY include the following CBUS Specific child elements:

a) the <allow-change-conditions> element;

b) <allow-change-condition-re-evaluation>.

Editor’s Note:  The element structure for pre-defined Conditions and Evaluation Parameters depends on [IETF_CBUS_event] and is FFS.
9.1.2 XML Schema

The <allow-change-conditions> and <allow-change-condition-re-evaluation> elements SHALL conform to the XML schema which namespace name is "urn:oma:xml:cbus:shared-group-ext" and is described in [XSD_group_ext].
9.1.3 Validation Constraints

The Group actions SHALL conform to the XML schema described in subclause 9.1.2 "XML Schema", with the clarifications given in this subclause.

If the XDMC includes in the <actions> child element of a <rule> element an <allow-change-conditions> or <allow-change-condition-re-evaluation> element and the Group is not a Pre-arranged Group, the Group XDMS SHALL return an HTTP "409 Conflict" including the error element <constraint-failure>. If included, the "phrase" attribute SHOULD be set to "Wrong type of Group".
9.1.4 Data Semantics

The <allow-change-conditions> element SHALL be used to indicate whether the identity matching this rule is allowed to change the rules of the set of rules for pre-defined Conditions when subscribing to Condition Based URIs Selection for the Group, as defined in 7.2.3 "Subscription to a condition-based URIs selection for a Group".

The possible values are:

"false"
instructs the CBUS Server to deny the User to add Conditions. This SHALL be the default value taken in the absence of the element.

"true"
instructs the CBUS Server to allow the User to add Conditions.

Editor's note: The type of changes allowed (add, remove, replace etc.) depends on [IETF_CBUS_event] and is FFS.

The <allow-change-condition-re-evaluation> element SHALL be used to indicate whether the identity matching this rule is allowed to change the Evaluation Parameters of the pre-defined Evaluation Parameters, e.g. the evaluation mode when subscribing to Condition Based URIs Selection for the Group, as defined in 7.2.3 "Subscription to a condition-based URIs selection for a Group".

The possible values are:

"false"
instructs the CBUS Server to deny the User to change the Evaluation Parameters. This SHALL be the default value taken in the absence of the element.

"true"
instructs the CBUS Server to allow the User to add Conditions.

Editor's note: The type of parameters allowed to change depends on [IETF_CBUS_event] and is FFS.












NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2009 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 4)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20090101-I]

© 2009 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 3 (of 4)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20090101-I]

