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1 Reason for Change

The following CONRR comment against the Conversation Functions TS is still open:
	D397
	2010.01.24
	T
	7.5.2
	Source: Gertjan van Wingerde

Form: doc #CONR-2010-0007

Comment: The whole section and subsections can be summarized in two normative statements.

Proposed Change: Replace section contents with two normative statements to mandate compliance to MSRP and RTP.
	Status: CLOSED
Closed by OMA-COM-CPM-2010-0728.


This change request handles this CONRR comment as indicated by the comment.
R01 handles the feedback received in R&A and, while at the subject, handles action CPM-2010-A046 assigned to Acision (this adds changes 2 and 3 to the document).
	CPM-2010-A046
	Editors Note
	to handle Editors Note in 626R02


2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

OMA COM-CPM is recommended to review the proposed changes and agree with them.
6 Detailed Change Proposal

Change 1:  Update Section 7.5
7.5 Media Plane for CPM Sessions in CPM Client

CPM Clients MAY support different text and media types (including SMIL) as defined in [3GPP TS 26.141]. 

When inviting, being invited or joining a CPM Session, a CPM Client SHALL negotiate the media parameters with the invited CPM Client or the CPM Participating and Controlling Function by using SDP within SIP communication.
NOTE TO THE EDITOR: please replace the reference in Step 4 of Section 7.6.3 to point to Section 7.5.1 instead.
7.5.1 MSRP-based Media Streams 
For MSRP-based Media Streams, the Client SHALL follow the rules and procedures defined in [RFC4975] and in [draft-ietf-simple-msrp-sessmatch] for the establishment of sessions and the exchange of CPM Chat Messages, with the following clarification:
When sending a CPM Chat Message, the CPM Client 
1. 
2. 
3. 
4. SHALL set the “To” header of the message/CPIM wrapper as follows:
a. If the CPM Message is to be sent to one CPM user or to one non-CPM User , the CPM Client SHALL set “To” header of the message/CPIM wrapper to the address of the recipient;
b. If the CPM Message is to be sent to a CPM Ad-hoc Group, the CPM Client SHALL set “To” header of the message/CPIM wrapper to the address of the CPM Controlling Function provisioned to the CPM Client;
c. If the CPM Message is to be sent to a CPM Pre-defined Group, the CPM Client SHALL set “To” header of the message/CPIM wrapper to the address of the target CPM Pre-defined Group;
5. 
7.5.1.1 

1. 
2. 
7.5.2 RTP/RTCP-based Media Streams
For RTP/RTCP-based Media Streams, the CPM Client SHALL follow the rules and procedures defined in [RFC3550] for the establishment of sessions and the exchange of Media.


The CPM Client SHALL establish a RTP session according to the rules and procedures of [RFC3550]. If multiple media are used, then each of them is transmitted as a separate RTP session.  That is, separate RTP and RTCP packets are transmitted for each medium using two different UDP port pairs and/or multicast addresses.

When the SIP/IP core corresponds with 3GPP/3GPP2 IMS, the procedures described in [3GPP TS 24.229] / [3GPP2 X.S0013.004] and described in [GSMA IR.92] apply for handling RTP/RTCP sessions.



Change 2:  Remove two references and add a new reference.

2.1 Normative References

	
	

	
	

	[GSMA IR.92]
	“IMS Profile for Voice and SMS, 1.0”, GSM Association, PRD IR.92 1.0, URL:http://www.gsmworld.com/documents/IR9210.pdf


Change 3:  Handle Editor’s note in section 5.2.1.1.

5.2.1.1 SDP Contents when Initiating or Modifying a CPM Session

An initiating entity (e.g. a CPM Client or an IWF) SHALL populate the SDP of a CPM Session Invitation or a CPM Session modification request to match the Media Streams that are needed to be set up, deleted or modified. Therefore the initiating entity SHALL include in the SIP INVITE request a MIME SDP body as an SDP offer according to the rules and procedures of [RFC4566] and [RFC3264]. The SDP offer SHALL contain media descriptions matching the requested Media Streams according to the following clarifications:

· When including an offer for a Media Stream for CPM Chat Messages, using MSRP, the initiating entity SHALL include a media description according to the rules and procedures of [RFC4975].

· When including an offer for a Media Stream for real-time continuous Media, using RTP/RTCP, the initiating entity SHALL include a media description according to the rules and procedures of [RFC3264] and [RFC3550]. 
· When including an offer for a Media Stream of another Media Stream Type, the initiating entity SHALL follow the respective standard for that Media Stream Type.

In the case of CPM Session modification, the modified SDP SHALL follow the rules and procedures for modifying a session described in [RFC3264].
When the SIP/IP core corresponds with 3GPP/3GPP2 IMS, the SDP offer SHALL also adhere to the rules and procedures described in [3GPP TS 24.229] / [3GPP2 X.S0013.004] and described in [GSMA IR.92].
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