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1 Reason for Change
	A0015 
	2015.03.09
	T
	5.1
	Source: Ericsson
Form: OMA-CONR-2015-0011
Comment: HLF-002: unclear requirement: when and how is the user receiving the visual/audio info?
Proposed Change: 
Clarify the requirement on following aspects:

· EVC enabler providing the visual equivalent of the audio menu for user selection 
· EVC Enabler sending the visual options selected by user to the Business User. 
	Status: OPEN

	A0016 
	2015.03.09
	T
	5.1
	Source: Ericsson
Form: OMA-CONR-2015-0011
Comment: HLF-003: how is “synchronization” expected to happen for the user? 

Proposed Change: 
Clarify the requirement to state the expected EVC user experience (instead of the EVC Enabler).
	Status: OPEN

	A0018 
	2015.03.09
	T
	5.1
	Source: Ericsson
Form: OMA-CONR-2015-0011
Comment: HLF-006: unclear  requirement:

 The EVC Enabler SHALL support to obtain the association from visual information to audio information, and vice versa.
Proposed Change: 
Clarify the requirement:


	Status: OPEN

	A0019 
	2015.03.09
	T
	5.1
	Source: Ericsson
Form: OMA-CONR-2015-0011
Comment: HLF-007:

EVC does not provide the actual information, but facilitates the client to obtain it by providing the various sources for this information.

Unclear on the “viceversa” part: is EVC expected to provide audio related to visual ? This is typically the IVR system’s job, then EVC would not interject in IVR call setup to do that.

Proposed Change: 
Clarify the requirement :

The EVC Enabler SHALL provide the EVC User with associated enhanced visual information related to audio information, and vice versa.
	Status: OPEN

	A0054 
	2015.03.09
	T
	Section 7 general
	Source: Ericsson
Form: OMA-CONR-2015-0011
Comment: reference to [RFC3261] should be replaced in most cases with a reference to [3GPP TS24.229] instead, as many procedures on top of the RFC were defined there. 

Proposed Change: replace reference as applicable
	Status: OPEN

	A0067 
	2015.03.09
	T
	7.2.2.1
	Source: Ericsson
Form: OMA-CONR-2015-0011
Comment: missing reference to CPM 

Proposed Change: 
Add that the IARI is used on the CPM requests between EVC client and EVC Server. The CPM event reporting framework from CPM 2.1 will support the passing of information between client and server and is a good candidate to reuse here.
	Status: OPEN



2 Impact on Other Specifications

None
3 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

4 Recommendation

The group is recommended to agree the proposal and incorporate it into the specification.
5 Detailed Change Proposal
5.1 High-Level Functional Requirements
	Label
	Description
	Release

	EVC-HLF-001
	The EVC Enabler SHALL be able to provide visual (web-based) information (e.g. SNS page, restaurant menu, call centre home page) related to the other party in the call (individual or business), to the EVC user, in one or more of the following cases:

· at the time call is being placed with that individual or business

· prior to placing a call to that individual or business

· at the time while call is ongoing with that individual or business.
	EVC V1.0

	EVC-HLF-002
	The EVC Enabler SHALL enable the EVC User to select and send option(s) (e.g. menu item selected by the EVC user) from the visual/audio information (received at the time while making a call and/or during a call with the corresponding individual or business), if the visual/audio information includes selection options.
	EVC V1.0

	EVC-HLF-003
	The EVC Enabler SHALL support synchronization between the visual information and the audio information, irrespective of the user input form (e.g., voice, web click, DTMF).
	EVC V1.0

	EVC-HLF-004
	The EVC Enabler SHALL support to push visual information to the EVC User.
	EVC V1.0

	EVC-HLF-005
	The EVC Enabler SHALL support to pull visual information by the EVC User.
	EVC V1.0

	EVC-HLF-006
	The EVC Enabler SHALL support to obtain the association from visual information to audio information, and vice versa.
	EVC V1.0

	EVC-HLF-007
	The EVC Enabler SHALL support to obtain the association from callee to its visual/audio information, and vice versa.
	EVC V1.0

	EVC-HLF-008
	The EVC Enabler SHALL support EVC User to respond with real-time messages (i.e. text  ) to call invitation and receive voice from the caller.
	EVC V1.0

	EVC-HLF-009
	The EVC Enabler SHALL support EVC User to respond with real-time messages (i.e. picture/audio/video) to call invitation and receive voice from the caller.
	Future

	EVC-HLF-010
	The EVC Enabler SHALL support EVC User to respond with real-time messages (i.e. text  ) and voice to call invitation and receive real-time messages and voice from the caller.
	EVC V1.0

	EVC-HLF-011
	The EVC Enabler SHALL support EVC User to respond with real-time messages (i.e. picture/audio/video) to call invitation and receive real-time messages and/or voice from the caller.
	Future

	EVC-HLF-012
	The EVC Enabler SHALL support EVC User to respond with tentative response (e.g. ‘hang on a second’) in real-time message to a call invite before continuing to exchange voice.
	EVC V1.0

	EVC-HLF-013
	The EVC Enabler SHALL support EVC User to reject the incoming call by responding with real-time message.
	EVC V1.0

	EVC-HLF-014
	The EVC Enabler SHALL be able to provide audio/visual information based on the ongoing communication context.
	EVC V1.0
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