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1 Reason for Change

This change request inserts Requirements into section 6 of the PCPS V1.0 Requirements Draft document. 
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The PCPS group is recommended to agree to the changes and incorporate it into the corresponding document.
6 Detailed Change Proposal
Change 1:  Adding new requirements in section 6
6. Requirements
(Normative)

6.1 High-Level Functional Requirements
6.1.1 Network Interfaces
This section contains the high level requirements with respect to Network Interfaces of the PCPS enabler.
6.1.1.1 Interface between PoC Client and PoC Application Service Infrastructure

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	PCPS-NET-001
	The interface between the PoC Client and PoC Application Service Infrastructure SHALL be supported by Mobile Packet Switched Data Networks (e.g. those defined by 3GPP and 3GPP2).
	PCPS V1.0
	1.0
	Ed

	PCPS-NET-002
	The interface between the PoC Client and PoC Application Service Infrastructure SHALL support secure transportation of PoC talk-bursts.
	PCPS V1.0
	1.0
	Ed

	PCPS-NET-003
	The interface between the PoC Client and PoC Application Service Infrastructure SHALL support secure signalling and communication connections.
	PCPS V1.0
	1.0
	Ed

	PCPS-NET-004
	The interface between the PoC Client and PoC Application Service Infrastructure SHALL support the requirements of performance related signalling protocols (e.g. floor control).
	PCPS V1.0
	1.0
	Ed

	PCPS-NET-005
	The interface between the PoC Client and PoC Application Service Infrastructure SHALL support functions related to PoC session initiation, registration, participation and termination.
	PCPS V1.0
	1.0
	Ed

	PCPS-NET-006
	The interface between the PoC Client and PoC Application Service Infrastructure SHALL support authentication of PoC Clients/PoC Application Service Infrastructure.
	PCPS V1.0
	1.0
	Ed

	PCPS-NET-007
	The interface between the PoC Client and PoC Application Service Infrastructure SHALL support authorization of PoC Clients.
	PCPS V1.0
	1.0
	Ed

	PCPS-NET-008
	The interface between the PoC Client and PoC Application Service Infrastructure SHALL support administration interface to allow PoC subscribers to update PoC group lists and contacts lists
	PCPS V1.0
	1.0
	Ed

	PCPS-NET-009
	The interface between the PoC Client and PoC Application Service Infrastructure SHALL support secure provisioning of PoC service parameters and features.
	PCPS V1.0
	1.0
	Ed

	
	
	
	
	


Table 65: Interface between PoC Client and PoC Application Service Infrastructure
6.1.1.2 Interface between PoC Application Service Infrastructure and Presence Enabler
	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	PCPS-NTP-001
	An interface between the PoC application service infrastructure and a Presence service enabler MAY be provided to inform PoC participants of the presence and availability of PoC group members.
	PCPS V1.0
	1.0
	No

	PCPS-NTP-002
	To support the requirements for Presence features, capabilities common to other OMA service enablers SHALL be leveraged, where possible and appropriate, to provide a unified experience to the PoC subscriber.
	PCPS V1.0
	1.0
	Ed

	
	
	
	
	


Table 66: Interface between PoC Application Service Infrastructure and Presence Enabler
6.1.1.3 Interface between PoC Application Service Infrastructure and OAM&P
	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	PCPS-NTO-001
	The PoC application service infrastructure SHOULD be able to utilize standards based interface capabilities that allow integration with the service provider’s Operations, Administration, Management and Provisioning (OAM&P) systems.
	PCPS V1.0
	1.0
	No

	
	
	
	
	


Table 67: Interface between PoC Application Service Infrastructure and OAM&P
6.1.1.4 Interface between PoC Application Service Infrastructures in Different Service Provider Domains 
	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	PCPS-NTD-001
	The PoC application service infrastructure SHALL be able to connect to PoC application service infrastructures in different service provider domains.
	PCPS V1.0
	1.0
	No

	
	
	
	
	


Table 68: Interface between PoC Application Service Infrastructures in Different Service Provider Domains
6.1.1.5 Interface between PoC Application Service Infrastructure and Law Enforcement Agency

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	PCPS-NTL-001
	Access to intercepted PoC communications SHALL be possible, as required by law enforcement agencies.
	PCPS V1.0
	1.0
	No

	
	
	
	
	


Table 69: Interface between PoC Application Service Infrastructure and Law Enforcement Agency
6.1.1.6 Interface between PoC Application Service Infrastructure and PoC Group/List Management 

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	PCPS-NTG-001
	To support the requirements for PoC Group/List Management, capabilities common to other OMA service enablers SHALL be leveraged, where possible and appropriate, to provide a unified experience to the PoC subscriber
	PCPS V1.0
	1.0
	Ed

	
	
	
	
	


Table 70: Interface between PoC Application Service Infrastructure and PoC Group/List Management
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