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1 Overview

OMA PoC WG is considering the issues regarding interoperability between PoC terminals supporting different codecs, (e.g. between AMR and EVRC).

The OMA PoC WG understands that 3GPP IMS supports the use of the MRFC/MRFP for transcoding between different codecs, however it is not clear to OMA PoC if release 6 of 3GPP IMS will support fully standardized mechanisms for an Application Server (such as a PoC Server) to interact with an MRFC/MRFP to insert a transcoder in the media stream.

2 Proposal

The tight session establishment timing constraints for PoC are such that multiple SIP/SDP offer-answer exchanges are likely not to be part of a practical transcoding solution for the PoC service. It is the working assumption of OMA PoC that PoC session establishment will not utilize the Reliability of Provisional Responses in SIP or Preconditions SIP extensions.

There is a desire by OMA PoC to reuse the same transcoding solution as will be used for other IMS services.
3 Requested Action(s)

OMA PoC WG kindly requests CN1 and TSG X to answer the following questions:

· Will there be fully standardized SIP mechanisms for the Mr reference point in 3GPP IMS release 6 to support Transcoding.

· Will there be fully standardized SIP mechanisms for an Application Server (such as a PoC Server) to interact with an MRFC/MRFP to insert a transcoder in the media stream, be supported in 3GPP IMS release 6?
· Will there be fully standardized SIP mechanisms for an Application Server (such as a PoC Server) to interact with an MRFC/MRFP to insert a media duplicator in the media stream, be supported in 3GPP IMS release 6?
· Can CN1 and TSG X provide OMA PoC with guidance on such mechanisms for an Application Server inserting a transcoder in the media stream so that OMA PoC WG can assess whether use of an MRFC/MRFP for transcoding is an appropriate solution for the PoC service?
4 Conclusion
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