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1 Reason for Contribution

Handling of the Instant Personal Alert in the originating PoC server is not yet covered in the stage 3 Control Plane document. 
2 Summary of Contribution

This contribution describes how this case shall be presented in the stage 3 documentation.   

3 Detailed Proposal

See the text below:

4 Intellectual Property Rights Considerations

None known.

5 Recommendation

It is proposed to discuss the provided material in the meeting and adopt the changes to the current CP document.

Appendix F.  Procedures at the PoC Server
(Informative)

Editor’s Note: This is a temporary appendix for material under development. When this material is stable it will be moved to clause 7 and this appendix will be deleted.

7. Procedures at the PoC Server

……

7.4 Handling of requests unrelated to PoC sessions 

7.4.1 Instant Personal Alert

7.4.1.1 Instant personal Alert procedure at originating PoC server
Upon receipt of a MESSAGE request containing PoC specific content in form of application/vnd.poc.alert+xml and the PoC  feature tag in the Accept-Contact header , the PoC server SHALL

1) check if the PoC subscriber sending a request is allowed to send an Instant Personal Alert and if it is not the PoC Server  serving the originating PoC subscriber SHALL respond with a 4xx response to the PoC Client
2) send the MESSAGE request towards the SIP/IP Core.  
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms as defined in [3GPP TS 24.229] / [3GPP2 X.P0013.4] with the clarifications given in this sub-clause 
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